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Change 1
	Template name
	cs_ReportConfigEUTRA_A1_83122

	Reason for change
	1. The TimeToTrigger in ReportConfig in step3 for event A1 should be increased to 2560ms in order to provide an UE enough time for Scell measurements – as per the R5-134679.
A draft Prose CR has been raised and will be presented at RAN5#61 meeting.

	Summary of change
	1. For event A1, the TimeToTrigger for 8.3.1.22.1/2 is set to 2560 ms.

	TTCN module
	LTE_A\8_3\EUTRA_Measurements_CA.ttcn


Before change

  template (value) ReportConfigToAddMod.reportConfig cs_ReportConfigEUTRA_A1_83122(EUTRA_RS_EPRE_Type p_Thres) :=

  /* @status    APPROVED (LTE_A) */

    cs_ReportConfig_reportConfigEUTRA_eventA1_RSRP(p_Thres,6, ms256,rsrp,both,1,ms1024,infinity_)
After change

  template (value) ReportConfigToAddMod.reportConfig cs_ReportConfigEUTRA_A1_83122(EUTRA_RS_EPRE_Type p_Thres) :=

  /* @status    APPROVED (LTE_A) */

    cs_ReportConfig_reportConfigEUTRA_eventA1_RSRP(p_Thres,6, ms2560,rsrp,both,1,ms1024,infinity_)
Change 2
	Function name
	f_TC_8_2_4_18_Common

	Reason for change
	1. The TimeToTrigger in ReportConfig in step3 for event A1 should be increased to 2560ms in order to provide an UE enough time for Scell measurements – as per the R5-134679.

Prose CR has been raised.

	Summary of change
	1. For event A3 in 8.2.4.18.1/2, the TimeToTrigger is set to 2560 ms.

	TTCN module
	LTE_A\8_2\RRC_Handover_CA.ttcn


Before change

 function f_TC_8_2_4_18_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_NeighCell,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…

    //@siclog "Step 3-4" siclog@

    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(p_PCellId,

                                                    cs_508_RRCConnectionReconfiguration_ConditionMEAS(v_RRC_TI,

                                                                                                      cs_Measurement_Config_A3_IntraFreq_CA(v_Frequency_IE_PCell.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                                                            v_ChBandDependency_PCell.AllowedMeasBandwidth,

                                                                                                                                            v_Frequency_IE_Scell.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                                                            v_ChBandDependency_Scell.AllowedMeasBandwidth,

                                                                                                                                            v_MeasObjectId,

                                                                                                                                            omit,

                                                                                                                                            cs_ReportConfig_reportConfigEUTRA_eventA3( 0, true, 0, ms640, rsrp, both, 1, ms1024, r1))));
After change

function f_TC_8_2_4_18_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_NeighCell,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…

      //@siclog "Step 3-4" siclog@

    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(p_PCellId,

                                                    cs_508_RRCConnectionReconfiguration_ConditionMEAS(v_RRC_TI,

                                                                                                      cs_Measurement_Config_A3_IntraFreq_CA(v_Frequency_IE_PCell.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                                                            v_ChBandDependency_PCell.AllowedMeasBandwidth,

                                                                                                                                            v_Frequency_IE_Scell.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                                                            v_ChBandDependency_Scell.AllowedMeasBandwidth,

                                                                                                                                            v_MeasObjectId,

                                                                                                                                            omit,

                                                                                                                                            cs_ReportConfig_reportConfigEUTRA_eventA3( 0, true, 0, ms2560, rsrp, both, 1, ms1024, r1)))); 
Change 3
	Template name
	cs_508_ReportConfigEUTRA_A3_CA

	Reason for change
	Separate template for CA tests with A3 event needs to be created with increased TimeToTrigger interval in order to provide an UE enough time for Scell measurements – as per the R5-134679.

Prose CR has been raised.

	Summary of change
	1. New template for A3 event in CA tests has been created with TimeToTrigger being set to 2560 ms.

	TTCN module
	Common\EUTRA_Templates\EUTRA_Measurement_Templates.ttcn


After change

    template (value) ReportConfigToAddMod.reportConfig cs_508_ReportConfigEUTRA_A3_CA :=

    /* @status    APPROVED (LTE, LTE_A) */

    cs_ReportConfig_reportConfigEUTRA_eventA3( 0, false, 0, ms2560, rsrp, both, 1, ms1024, r1 );
Change 4
	Template name
	cs_Measurement_Config_A3_IntraFreq_CA cs_Measurement_Config_A3_InterFreq_CA_HO

	Reason for change
	The new template from change 3 to be used in measurement configuration templates for event A3 in CA tests 8.2.4.18.1/2 and 8.2.4.19.1/2.

	Summary of change
	The new template from change 3 has been used in measurement configuration templates for event A3 in CA tests 8.2.4.18.1/2 and 8.2.4.19.1/2.

	TTCN module
	LTE_A\Common\CommonTemplates_CA.ttcn


Before change

   template (value) MeasConfig cs_Measurement_Config_A3_IntraFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    template (value) ReportConfigToAddMod.reportConfig p_ReportConfig := cs_508_ReportConfigEUTRA_A3) :=

  /* @status    APPROVED (LTE_A) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     tsc_IdMeasObject_f2, //SKPP: TTCN CR required - 36.523-1, Table 8.2.4.18.1.3.3-5: the measObjectId should be of Object-f2

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, tsc_IdReportConfig_A3 ), //sic@ R5-130845 sic@

                  -,

                  p_MeasGapConfig);

  template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_CA_HO(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq3,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth3,

                                                                       MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                       MeasObjectId p_MeasObjectId_3,  //@sic R5s130422 sic@

                                                                       template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                       template (value) ReportConfigToAddMod.reportConfig p_ReportConfig := cs_508_ReportConfigEUTRA_A3) :=

  /* @status    APPROVED (LTE_A) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_3Entries(tsc_IdMeasObject_f3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2),

                                                     p_MeasObjectId_3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq3, p_MeasurementBandwidth3)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_3, 3 ),

                  -,

                  p_MeasGapConfig);
After change

   template (value) MeasConfig cs_Measurement_Config_A3_IntraFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    template (value) ReportConfigToAddMod.reportConfig p_ReportConfig := cs_508_ReportConfigEUTRA_A3_CA) :=

  /* @status    APPROVED (LTE_A) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     tsc_IdMeasObject_f2, //SKPP: TTCN CR required - 36.523-1, Table 8.2.4.18.1.3.3-5: the measObjectId should be of Object-f2

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, tsc_IdReportConfig_A3 ), //sic@ R5-130845 sic@

                  -,

                  p_MeasGapConfig);

  template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_CA_HO(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq3,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth3,

                                                                       MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                       MeasObjectId p_MeasObjectId_3,  //@sic R5s130422 sic@

                                                                       template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                       template (value) ReportConfigToAddMod.reportConfig p_ReportConfig := cs_508_ReportConfigEUTRA_A3_CA) :=

  /* @status    APPROVED (LTE_A) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_3Entries(tsc_IdMeasObject_f3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2),

                                                     p_MeasObjectId_3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq3, p_MeasurementBandwidth3)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_3, 3 ),

                  -,

                  p_MeasGapConfig);
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