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	Reason for change:
	The reportAmount of MeassConfig for B2-UTRA should be set to r1 instead of infinity according to 36523-1 – 13.4.3.1 and the corresponding 36.508 – 4.6.6 table 4.6.6.8.

	
	

	Summary of change:
	For event B2 the reportAmount for measurement report is set to r1

	
	

	Consequences if not approved:
	TTCN implementation will not be inline with the prose
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	13.4.3.1
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	Other comments:
	


Change 1
	Template name
	cs_RRCConnectionReconfiguration_SRVCC_FDD

	Reason for change
	The reportAmount of MeassConfig for B2-UTRA should be set to r1 instead of infinity according to 36523-1 – 13.4.3.1 and the corresponding 36.508 – 4.6.6 table 4.6.6.8

	Summary of change
	Change reportAmount from infinity_ to r1

	TTCN module
	TTCN\Common\EUTRA\EUTRA_CommonSRVCC.ttcn


	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_FDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                             ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                             AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                             ARFCN_ValueUTRA p_CarrierFreq,

                                                                             PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                                                                       tsc_IdMeasObject_f8,

                                                                                                       cs_MeasObject_measObjectUTRA(p_CarrierFreq,

                                                                                                                                    0,

                                                                                                                                    omit,

                                                                                                                                    cs_MeasObjectUTRA_cellsToAddModList_FDD(cs_CellsToAddModListUTRA_FDD_1Entry(1, p_PhysCellIdUTRA_FDD)),

                                                                                                                                    omit)),

                                                                    omit,

                                                                    // Anritsu_13431 - incorrect reference per prose - refer 36.508 table 4.4.6-8 - reportAmount should be r1 not infnity

                                                                    cs_ReportConfigToAddModList_1Entry(1, cs_ReportConfig_reportConfigInterRAT_eventB2_UTRA_RSCP(-72, -76, 3, ms0, 6, ms1024, infinity_)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f8, 1),

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      cs_QuantityConfigUTRA(cpich_RSCP, pccpch_RSCP, fc3),

                                                                                      omit,

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP1));


After change:

	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_FDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                             ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                             AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                             ARFCN_ValueUTRA p_CarrierFreq,

                                                                             PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                                                                       tsc_IdMeasObject_f8,

                                                                                                       cs_MeasObject_measObjectUTRA(p_CarrierFreq,

                                                                                                                                    0,

                                                                                                                                    omit,

                                                                                                                                    cs_MeasObjectUTRA_cellsToAddModList_FDD(cs_CellsToAddModListUTRA_FDD_1Entry(1, p_PhysCellIdUTRA_FDD)),

                                                                                                                                    omit)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(1, cs_ReportConfig_reportConfigInterRAT_eventB2_UTRA_RSCP(-72, -76, 3, ms0, 6, ms1024, r1)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f8, 1),

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      cs_QuantityConfigUTRA(cpich_RSCP, pccpch_RSCP, fc3),

                                                                                      omit,

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP1));
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