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	Reason for change:
	At step 16 and 29, MeasConfig are sent to UE to configure the measGap, so that the A3 inter-band reporting will occur at following steps.

However, the default MeasConfig used in the above steps has quantityConfig IE present by default as per TS 36.508 Table 4.6.6-1.

As per TS 36.331 cl. 5.5.2.8, 

1>
for each measId included in the measIdList within VarMeasConfig:

2>

remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

The above action will result in a reset of report list (and hence the numberOfReportsSent); therefore, the A3 intra frequency report has already been done in previous step (step 15 and 28) will be triggered again.

	
	

	Summary of change:
	At Step 16 and 29 updated the template cs_508_RRCConnectionReconfiguration_ConditionMEAS to have the value of the Quantity_Config as omit.
An accompanying prose CR for 36.523-1 will be submitted at RAN5#62.

	
	

	Consequences if not approved:
	A conformant UE may fail this test case
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	8.3.1.16a
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	Other comments:
	


Change 1

	Testcase name
	8.3.1.16a

	Reason for change
	At step 16 and 29, MeasConfig are sent to UE to configure the measGap, so that the A3 inter-band reporting will occur at following steps.

However, the default MeasConfig used in the above steps has quantityConfig IE present by default as per TS 36.508 Table 4.6.6-1.

As per TS 36.331 cl. 5.5.2.8, 

1>
for each measId included in the measIdList within VarMeasConfig:

2>

remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

The above action will result in a reset of report list (and hence the numberOfReportsSent); therefore, the A3 intra frequency report has already been done in previous step (step 15 and 28) will be triggered again.



	Summary of change
	At Step 16 and 29 updated the template cs_508_RRCConnectionReconfiguration_ConditionMEAS to have the value of the Quantity_Config as omit 



	Source of change
	EUTRA_Measurement_Templates.ttcn

	
	


Before change:

	template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_ResumeInterFreqMeas(RRC_TransactionIdentifier p_RRC_TI) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                       cs_MeasConfig(omit,

                                                                     omit,

                                                                     omit,

                                                                     omit,

                                                                     omit,

                                                                     omit,

                                                                     cs_QuantityConfig_Def, //@sic R5-134465 sic@
                                                                     cs_508_MeasGapConfig_GP1));




After change :

	template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_ResumeInterFreqMeas(RRC_TransactionIdentifier p_RRC_TI) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                       cs_MeasConfig(omit,

                                                                     omit,

                                                                     omit,

                                                                     omit,

                                                                     omit,

                                                                     omit,

                                                                     omit, //@sic R5-134465 sic@
                                                                     cs_508_MeasGapConfig_GP1));

  


