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6.2.3.3
Minimum conformance requirements

For UE Power Class 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2.3-1 due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3.3-1.
Table 6.2.3.3-1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	Channel bandwidth / Transmission bandwidth configuration [RB]
	MPR (dB)

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	

	QPSK
	> 5
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1

	16 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2


For PRACH, PUCCH and SRS transmission, the allowed MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth.

For each subframe, the MPR is evaluated per slot and given by the maximum value taken over the transmission(s) within the slot, the maximum MPR over the two slots is then applied for the entire subframe.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5.3 apply.

The normative reference for this requirement is TS 36.101 clause 6.2.3.

----------------------------- NEXT CHANGED SECTION ------------------------------------
6.2.3A.1.3
Minimum conformance requirements

The following is specified for maximum power reduction (MPR) for CA.
-
For inter-band carrier aggregation with uplink assigned to one E-UTRA band (Table 5.4.2A-1) the requirements in clause 6.2.3 apply.

-
For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A.1.3-1 due to higher order modulation and contiguously allocated transmissions (resource blocks) is specified in Table 6.2.3A.1.3-1. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
Table 6.2.3A.1.3-1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	CA bandwidth Class C
	MPR (dB)

	
	25 RB + 100 RB
	50 RB + 100 RB
	75 RB + 75 RB
	75 RB + 100 RB
	100 RB + 100 RB
	

	QPSK
	> 8 and ≤ 25
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 1

	QPSK
	> 25
	> 50
	> 75
	> 75
	> 100
	≤ 2

	16 QAM
	≤ 8
	≤ 12
	≤ 16
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 8 and ≤ 25
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 2

	16 QAM
	> 25
	> 50
	> 75
	> 75
	> 100
	≤ 3


For PUCCH and SRS transmission, the allowed MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth.
For intra-band contiguous CA Bandwidth Class C with non-contiguous resource allocation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A.1.3-1 is specified as follows:


MPR = CEIL {MA, 0.5}

Where MA is defined as follows:


MA = 8.2; 0 ≤ A < 0.025,


9.2 - 40A; 0.025 ≤ A < 0.05,


8 - 16A; 0.05 ≤ A < 0.25,


4.83 - 3.33A; 0.25 ≤ A ≤ 0.4,


3.83 - 0.83A; 0.4 ≤ A ≤ 1

Where


A = NRB_alloc / NRB_agg.


CEIL{MA, 0.5} means rounding upwards to closest 0.5dB, i.e. MPR ∈[3.0, 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0 7.5, 8.0, 8.5]
For intra-band carrier aggregation, the MPR is evaluated per slot and given by the maximum value taken over the trannmsission(s) on all component carriers within the slot, the maximum MPR over the two slots is then applied for the entire subframe.

For the UE maximum output power modified by MPR, the power limits specified in sub-clause 6.2.5A.1 apply.

For intra-band non-contiguous carrier aggregation with uplink carrier on the PCC, the requirements in subclause 6.2.3 apply.

The normative reference for this requirement is in TS 36.101 [2] clause 6.2.3A.

----------------------------- NEXT CHANGED SECTION ------------------------------------
6.2.4.3
Minimum conformance requirements

For UE Power Class 3 the specific requirements and identified sub-clauses are specified in Table 6.2.4.3-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.3.-1 to 6.2.4.3-15 are in addition to the allowed MPR requirements specified in clause 6.2.3. For the UE maximum output power modified by A-MPR, the power limits specified in clause 6.2.5 apply.
Table 6.2.4.3-1: Additional Maximum Power Reduction (A-MPR) / Spectrum Emission requirements

	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks
(NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.2-1
	1.4,3,5,10,15,20
	Table 5.4.2-1
	N/A

	NS_03
	6.6.2.2.3.1
	2,4,10, 23, 25,35,36
	3
	>5
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.3.2
	41
	5
	>6
	≤1

	
	
	
	10, 15, 20
	Table 6.2.4.3-4

	NS_05
	6.6.3.3.3.1
	1
	10,15,20
	≥ 50
	≤ 1

	NS_06
	6.6.2.2.3.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.4.2-1
	N/A

	NS_07
	6.6.2.2.3.3
6.6.3.3.3.2
	13
	10
	Table 6.2.4.3-2
	Table 6.2.4.3-2

	NS_08
	6.6.3.3.3.3
	19
	10, 15
	> 44
	≤ 3

	NS_09
	6.6.3.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4.3-3
	Table 6.2.4.3-3

	NS_11
	6.6.2.2.1
	231
	1.4, 3, 5, 10,15,20
	Table 6.2.4.3-5
	Table 6.2.4.3-5

	NS_12
	6.6.3.3.5
	26
	1.4, 3, 5
	Table 6.2.4.3-6
	Table 6.2.4.3-6

	NS_13
	6.6.3.3.6
	26
	5
	Table 6.2.4.3-7
	Table 6.2.4.3-7

	NS_14
	6.6.3.3.7
	26
	10, 15
	Table 6.2.4.3-8
	Table 6.2.4.3-8

	NS_15
	6.6.3.3.8
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4.3-9
Table 6.2.4.3-10 
	Table 6.2.4.3-9, Table 6.2.4.3-10

	NS_16
	6.6.3.3.9
	27
	3, 5, 10
	Table 6.2.4.3-11, Table 6.2.4.3-12, Table 6.2.4.3-13

	NS_17
	6.6.3.3.10
	28
	5, 10
	Table 5.4.2-1
	N/A

	NS_18
	6.6.3.3.11
	28
	5
	≥ 2
	≤ 1

	
	
	
	10, 15, 20
	≥ 1
	≤ 4

	NS_19
	6.6.3.3.12
	44
	10, 15, 20
	Table 6.2.4.3-15
	Table 6.2.4.3-15

	NS_20
	6.2.2, 6.6.2.2.1, 6.6.3.2
	23
	5, 10, 15, 20
	Table 6.2.4.3-14
	Table 6.2.4.3-14

	...
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-


Table 6.2.4.3-2: A-MPR for "NS_07"
	Parameters
	Region A
	Region B
	Region C

	RBstart 1
	0 – 12
	13 –18
	19 – 42
	43 – 49

	LCRB2 [RBs]
	6 – 8
	1 to 5 and 9-50
	<8
	≥8
	<18
	≥18
	≤2
	>2

	A-MPR [dB]
	≤8
	≤12
	0
	≤12
	0
	≤6
	≤3
	0

	Note 1:
RBstart indicates the lowest RB index of transmitted resource blocks
Note 2:
LCRB is the length of a contiguous resource block allocation

Note 3:
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

Note 4:
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


Table 6.2.4.3-3: A-MPR for "NS_10"
	Channel  bandwidth [MHz]
	Parameters
	Region A

	15
	RBstart 1
	0 – 10

	
	LCRB [RBs]
	1 -20

	
	A-MPR [dB]
	≤ 2

	20
	RBstart 1
	0 – 15

	
	LCRB [RBs]
	1 -20

	
	A-MPR [dB]
	≤ 5

	Note 1:
RBstart indicates the lowest RB index of transmitted resource blocks.
Note 2:
LCRB is the length of a contiguous resource block allocation.

Note 3:
For intra-subframe frequency hopping which intersects Region A, notes 1 and 2 apply on a per slot basis.
Note 4:
For intra-subframe frequency hopping which intersect Region A, the larger A-MPR value may be applied for both slots in the subframe.


Table 6.2.4.3-4: A-MPR for NS_04 for bandwidths > 5MHz

	Channel  bandwidth [MHz]
	Parameters
	Region A
	Region B
	Region C

	10
	RBstart 1
	0 – 12
	13 – 36
	37 – 49

	
	RBstart 1 + LCRB2 [RBs]
	N/A
(Note 3)
	14 - 37
	>37
	N/A
(Note 3)

	
	A-MPR [dB]
	≤3dB
	0
	≤2dB
	≤3dB

	15
	RBstart 1
	0 – 18
	19 – 55
	56 – 74 

	
	RBstart 1 + LCRB2 [RBs]
	N/A
(Note 3)
	20 - 56 
	>56
	N/A
(Note 3)

	
	A-MPR [dB]
	≤3dB
	0
	≤2dB
	≤3dB

	20
	RBstart 1
	0 – 24
	25 – 74
	75 – 99

	
	RBstart 1 + LCRB2 [RBs]
	N/A
(Note 3)
	26 - 75
	>75
	N/A
(Note 3)

	
	A-MPR [dB]
	≤3dB
	0
	≤2dB
	≤3dB

	Note 1:
RBstart indicates the lowest RB index of transmitted resource blocks.
Note 2:
LCRB is the length of a contiguous resource block allocation.

Note 3:
Any RB allocation that starts in Region A or C is allowed the specified A-MPR.

Note 4:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis.

Note 5:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe.


Table 6.2.4.3-5: A-MPR for NS_11

	Channel Bandwidth [MHz]
	Parameters

	3
	Fc [MHz]
	<2004
	≥2004
	

	
	LCRB [RBs]
	1-15
	>5
	

	
	A-MPR [dB]
	≤5
	≤ 1
	

	5
	Fc [MHz]
	<2004
	2004 ≤ Fc <2007
	≥2007

	
	LCRB [RBs]
	1-25
	1-6 & 15-25
	8-12
	>6

	
	A-MPR [dB]
	≤7
	≤ 4
	0
	≤ 1

	10
	Fc [MHz]
	2005 ≤ Fc <2015
	2015

	
	RBstart
	0-49
	0-49

	
	LCRB [RBs]
	1-50
	1-50

	
	A-MPR [dB]
	≤ 12
	0

	15
	Fc [MHz]
	<2012.5

	
	RBstart
	0-4
	5-21
	22-56
	57-74

	
	LCRB [RBs]
	≥1
	7-50
	0-6 & ≥50
	≤25
	>25
	>0

	
	A-MPR [dB]
	≤15
	≤7
	≤10
	0
	≤6
	≤15

	
	Fc [MHz]
	2012.5

	
	RBstart
	0-12
	13-39
	40-65
	66-74

	
	LCRB [RBs]
	≥1
	≥30
	<30
	≥ (69 – RBstart)
	≥1

	
	A-MPR [dB]
	≤10
	≤6
	0
	≤2
	≤6.5

	20
	Fc [MHz]
	2010

	
	RBstart
	0-12
	13-29
	30-68
	69-99

	
	LCRB [RBs]
	≥1
	10-60
	1-9 & >60
	1-24
	≥25
	≥1

	
	A-MPR [dB]
	≤15
	≤7
	≤10
	0
	≤7
	≤15


Table 6.2.4.3-6: A-MPR for "NS_12"

	Channel  bandwidth [MHz]
	Parameters
	Region A
	Region B

	1.4
	RBstart 
	0
	1-2

	
	LCRB [RBs]
	≤3
	≥4
	≥4

	
	A-MPR [dB]
	≤3
	≤6
	≤3

	3
	RBstart
	0-3
	4-5

	
	LCRB [RBs]
	4-9
	1-3 and 10-15
	≥9

	
	A-MPR [dB]
	≤4
	≤3
	≤3

	5
	RBstart
	0-6
	7-9

	
	LCRB [RBs]
	≤8
	≥9
	≥15

	
	A-MPR [dB]
	≤5
	≤3
	≤3


Table 6.2.4.3-7: A-MPR for "NS_13"

	Channel  bandwidth [MHz]
	Parameters
	Region A

	5
	RBstart
	0-2

	
	LCRB [RBs]
	≤5
	≥18

	
	A-MPR [dB]
	≤3
	≤2


Table 6.2.4.3-8: A-MPR for "NS_14"

	Channel  bandwidth [MHz]
	Parameters
	Region A

	10
	RBstart
	0

	
	LCRB [RBs]
	≤5
	≥50

	
	A-MPR [dB]
	≤3
	≤1

	15
	RBstart
	≤8

	
	LCRB [RBs]
	≤16
	≥50

	
	A-MPR [dB]
	≤3
	≤1


Table 6.2.4.3-9: A-MPR for "NS_15" for E-UTRA highest channel edge > 845 MHz and ≤ 849 MHz

	Channel bandwidth
[MHz]
	Parameters
	Region A
	Region B
	Region C

	1.4
	RBend [RB]
	
	
	4-5

	
	A-MPR [dB]
	
	
	≤3

	3
	RBend [RB]
	0-1
	8-12
	13-14

	
	LCRB [RB]
	≤2
	≥8
	>0

	
	A-MPR [dB]
	≤4
	≤4
	≤9

	5
	RBend [RB]
	0-4
	12-19
	20-24

	
	LCRB [RB]
	≤2
	≥8
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9

	10
	RBend [RB]
	0-12
	23-36
	37-49

	
	LCRB [RB]
	≤2
	≥15
	>0

	
	A-MPR [dB]
	≤4
	≤6
	≤9

	15
	RBend [RB]
	0-20
	26-53
	54-74

	
	LCRB [RB]
	≤2
	≥20
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9


Table 6.2.4.3-10: A-MPR for "NS_15" for E-UTRA highest channel edge ≤ 845 MHz

	Channel bandwidth
[MHz]
	Parameters
	Region A
	Region B
	Region C

	5
	RBend [RB]
	
	
	19-24

	
	LCRB [RB]
	
	
	≥18

	
	A-MPR [dB]
	
	
	≤2

	10
	RBend [RB]
	0-4
	29-44
	45-49

	
	LCRB [RB]
	≤2
	≥24
	>0

	
	A-MPR [dB]
	≤4
	≤4
	≤9

	15
	RBend [RB]
	0-12
	44-61
	62-74

	
	LCRB [RB]
	≤2
	≥20
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9


Table 6.2.4.3-11: A-MPR for “NS_16” with channel lower edge at ≥807 MHz and <808.5 MHz
	Channel band-width [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	3 MHz
	RBstart
	0
	1-2
	
	
	

	
	LCRB [RBs]
	≥12
	12
	
	
	

	
	A-MPR [dB]
	≤2
	≤1
	
	
	

	5 MHz
	RBstart
	0-1
	2
	2-9
	2-5
	

	
	LCRB [RBs]
	1 - 25
	12
	15-18
	20
	

	
	A-MPR [dB]
	≤5
	≤1
	≤2
	≤3
	

	10 MHz
	RBstart
	0 - 8
	0-14
	15-20
	15-24

	
	LCRB [RBs]
	1 - 12
	15-20
	≥24
	≥30
	24-27

	
	A-MPR [dB]
	≤5
	≤3
	≤7
	≤3
	≤1


Table 6.2.4.3-12: A-MPR for “NS_16” with channel lower edge at ≥808.5 MHz and <812 MHz
	Channel band-width [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	5 MHz
	RBstart
	0
	0-1
	1-5
	
	

	
	LCRB [RBs]
	16-20
	≥24
	16-20
	
	

	
	A-MPR [dB]
	≤2
	≤3
	≤1
	
	

	10 MHz
	RBstart
	0-6
	0-10
	0-14
	11-20

	
	LCRB [RBs]
	1-12
	15-20
	24-32
	≥36
	24-32

	
	A-MPR [dB]
	≤5
	≤2
	≤4
	≤5
	≤1


Table 6.2.4.3-13: A-MPR for “NS_16” with channel lower edge at ≥812 MHz
	Channel band-width [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D

	10 MHz
	RBstart
	0 - 9
	0
	1-14
	0-5

	
	LCRB [RBs]
	27-32
	36-40
	36-40
	≥45

	
	A-MPR [dB]
	≤1
	≤2
	≤1
	≤3


Table 6.2.4.3-14: A-MPR for “NS_20”
	Channel bandwidth [MHz]
	Parameters

	5
	Fc (MHz)
	< 2007.5
	2007.5 ≤ Fc < 2012.5
	2012.5 ≤ Fc ≤ 2017.5

	
	RBstart
	≤24
	0-3
	4-6
	≤24

	
	LCRB (RBs)
	>0
	15-19
	≥20
	≥18
	1-25

	
	A-MPR [dB]
	≤17
	≤1
	≤4
	≤2
	≤ 0

	10
	Fc (MHz)
	2005

	
	RBstart
	0-25
	26-34
	35-49

	
	LCRB (RBs)
	>0
	8-15
	>15
	>0

	
	A-MPR [dB]
	≤16
	≤2
	≤5
	≤ 6

	
	Fc (MHz)
	2015

	
	RBstart
	0-5
	6-10

	
	LCRB (RBs)
	≥32
	≥40

	
	A-MPR [dB]
	≤4
	≤2

	15
	Fc (MHz)
	2012.5

	
	RBstart
	0-14
	15-24
	25-39
	61-74

	
	LCRB (RBs)
	1-9 & 40-75
	10-39
	24-29
	≥30
	≥36
	≤6

	
	A-MPR [dB]
	≤11
	≤6
	≤1
	≤7
	≤5
	≤6

	20
	Fc (MHz)
	2010

	
	RBstart
	0-21
	22-31
	32-38
	39-49
	50-69
	70-99

	
	LCRB (RBs)
	>0
	1-9 & 31-75
	10-30
	≥15
	≥24
	≥25
	>0

	
	A-MPR [dB]
	≤17
	≤12
	≤6
	≤9
	≤7
	≤5
	≤16

	NOTE 1:
When NS_20 is signalled the minimum requirements for the 10 MHz bandwidth are specified for E‑UTRA UL carrier centre frequencies of 2005 MHz or 2015 MHz.
NOTE 2:
When NS_20 is signalled the minimum requirements for the 15 MHz channel bandwidth are specified for E‑UTRA UL carrier centre frequency of 2012.5 MHz.


Table 6.2.4.3-15: A-MPR for “NS_19”
	Channel bandwidth [MHz]
	Parameters
	Region A
	Region B

	10
	RBstart
	
	0-6

	
	LCRB [RBs]
	
	≥40

	
	A-MPR [dB]
	
	≤1

	15
	RBstart
	0-6
	7-20

	
	LCRB [RBs]
	≤18
	≥36
	≥42

	
	A-MPR [dB]
	≤2
	≤3
	≤2

	20
	RBstart
	0-14
	15-30

	
	LCRB [RBs]
	≤40
	≥45
	≥50

	
	A-MPR [dB]
	≤2
	≤3
	≤2


For PRACH, PUCCH and SRS transmissions, the allowed A-MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth.
For each subframe, the A-MPR is evaluated per slot and given by the maximum value taken over the transmission(s) within the slot; the maximum A-MPR over the two slots is then applied for the entire subframe.
The normative reference for this requirement is TS 36.101 clause 6.2.4.

----------------------------- NEXT CHANGED SECTION ------------------------------------
6.2.4A.1.3
Minimum conformance requirements

If for intra-band carrier aggregation the UE is configured for transmissions within an E-UTRA channel bandwidth, then subclauses 6.2.3 and 6.2 4 apply with the Network Signaling value indicated by the IE additionalSpectrumEmission of the PCC. 
For intra-band contiguous aggregation with the UE configured for transmissions within the aggregated channel bandwidth, the maximum output power reduction is specified in Table 6.2.4A.1.3-1 is allowed when the applicable CA network signalling value is indicated by the IE additionalSpectrumEmissionSCell-r10. Thenclause 6.2.3A.1 does not apply, i.e. carrier aggregation MPR = 0 dB.
Table 6.2.4A.1.3-1: Additional Maximum Power Reduction (A-MPR) for CA

	CA Network Signalling value
	Requirements
(clause)
	Uplink CA Configuration
	A-MPR [dB]
(subclause)

	CA_NS_01
	6.6.3.3A.1.3.1
	CA_1C
	6.2.4A.1.3.1

	CA_NS_02
	6.6.3.3A.1.3.2
	CA_1C
	6.2.4A.1.3.2

	CA_NS_03
	6.6.3.3A.1.3.3
	CA_1C
	6.2.4A.1.3.3

	CA_NS_04
	6.6.2.2A.1.3.1
	CA_41C
	6.2.4A.1.3.4

	CA_NS_05
	6.6.3.3A.1.3.4
	CA_38C
	6.2.4A.1.3.5

	CA_NS_06
	6.6.3.3A.1.3.5
	CA_7C
	6.2.4A.1.3.6



 For PUCCH and SRS transmissions, the allowed A-MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth.

For intra-band carrier aggregation, the A-MPR is evaluated per slot and given by the maximum value taken over the transmission(s) on all component carriers within the slot, the maximum A-MPR over the two slots is then appied for the entire subframe.
For the UE maximum output power modified by A-MPR specified in table 6.2.4A.1.3-1, the power limits specified in subclause 6.2.5A.1 apply.

6.2.4A.1.3.1
A-MPR for CA_NS_01 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_01 the allowed maximum output power reduction applied to transmissions on the PCC and the SCC for contiguously aggregated signals is specified in table 6.2.4A.1.3.1-1.

Table 6.2.4A.1.3.1-1: Contiguous allocation A-MPR for CA_NS_01

	CA_1C: CA_NS_01
	RBstart
	LCRB [RBs]
	RBstart +  LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100 RB / 100 RB
	0 – 23 and 176 - 199
	> 0
	N/A
	≤ 12.0

	
	24 – 105
	> 64
	N/A
	≤ 6.0

	
	106 – 175
	N/A
	> 175
	≤ 5.0

	75 RB / 75 RB
	0 – 6 and 143 – 149
	0 < LCRB  ≤ 10
	N/A
	≤ 11.0

	
	
	> 10
	N/A
	≤ 6.0

	
	7 – 90 
	> 44
	N/A
	≤ 5.0

	
	91 – 142
	N/A
	> 142
	≤ 2.0

	NOTE 1:
RB_start indicates the lowest RB index of transmitted resource blocks

NOTE 2:
L_CRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per  slot basis

NOTE 4:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


If the UE is configured to CA_1C and it receives IE CA_NS_01 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows


A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows:
MA = -22.5 A + 17

; 0 ≤ A < 0.20

-11.0 A + 14.7


; 0.20 ≤ A < 0.70

-1.7 A + 8.2


  ; 0.70 ≤ A ≤ 1

Where A = NRB_alloc / NRB_agg

The normative reference for requirement is in TS 36.101 [2] clause 6.2.4A

6.2.4A.1.3.2
A-MPR for CA_NS_02 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_02 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.1.3.2-1.

Table 6.2.4A.1.3.2-1: Contiguous allocation A-MPR for CA_NS_02

	CA_1C: CA_NS_02
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16 -QAM [dB]

	100 RB / 100 RB
	0 –20
	> 0
	≤ 4 dB

	
	21 – 46
	> 0
	≤ 3 dB

	
	47 – 99
	> RBend – 20
	≤ 3 dB

	
	100 – 184
	> 75
	≤ 6 dB

	
	185 – 199
	> 0
	≤ 10 dB

	75 RB / 75 RB
	0 – 48
	> 0
	≤ 2 dB

	
	49 – 80
	> RBend – 20
	≤ 3 dB

	
	81 – 129
	> 60
	≤ 5 dB

	
	130 – 149
	> 85
	≤ 6 dB

	
	130 – 149
	1 – 84
	≤ 2 dB


If the UE is configured to CA_1C and it receives IE CA_NS_02 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows:

A-MPR = CEIL {MA, 0.5}
Where MA is defined as follows 
[MA = -22.5 A + 17

; 0 ≤ A < 0.20

-11.0 A + 14.7


; 0.20  ≤ A < 0.70

-1.7 A + 8.2


  ; 0.70  ≤ A ≤ 1] 

Where A = NRB_alloc / NRB_agg.

6.2.4A.1.3.3
A-MPR for CA_NS_03 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_03 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.1.3.3-1.

Table 6.2.4A.1.3.3-1: Contiguous allocation A-MPR for CA_NS_03

	CA_1C: CA_NS_03
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100 RB / 100 RB
	0 – 26
	> 0
	≤ 10 dB

	
	27 – 63
	≥ RBend – 27
	≤ 6 dB

	
	27 – 63
	< RBend – 27
	≤ 1 dB

	
	64 – 100
	> RBend –  20
	≤ 4 dB

	
	101 – 171
	> 68
	≤ 7 dB

	
	172 – 199
	> 0
	≤ 10 dB

	75 RB / 75 RB
	0 – 20
	> 0
	≤ 10 dB

	
	21 – 45
	> 0
	≤ 4 dB

	
	46 – 75
	> RBend – 13
	≤ 2 dB

	
	76 – 95
	> 45
	≤ 5 dB

	
	96 – 149
	> 43
	≤ 8 dB

	
	120 – 149
	1 – 43
	≤ 6 dB


If the UE is configured to CA_1C and it receives IE CA_NS_03 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows:

A-MPR = CEIL {MA, 0.5}
Where MA is defined as follows 
[MA = -23.33A + 17.5

; 0 ≤ A < 0.15

-7.65A + 15.15


; 0.15  ≤ A ≤ 1]
Where A = NRB_alloc / NRB_agg.
6.2.4A.1.3.4
A-MPR for CA_NS_04 for CA_41C
If the UE is configured to CA_41C and it receives IE CA_NS_04 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.1.3.4-1.

Table 6.2.4A.1.3.4-1: Contiguous Allocation A-MPR for CA_NS_04

	CA Bandwidth Class C
	RBStart
	LCRB [RBs]
	RBstart +  LCRB [RBs]
	A-MPR for QPSK [dB]
	A-MPR for 16QAM  [dB]

	50RB / 100 RB
	0 – 44 and 105 – 149
	>0
	N/A
	≤4dB
	≤4dB

	
	45 – 104
	N/A
	>105
	≤3dB
	≤4dB

	75 RB / 75 RB
	0 – 44 and 105 – 149
	>0
	N/A
	≤4dB
	≤4dB

	
	45 – 104
	N/A
	>105
	≤4dB
	≤4dB

	100 RB / 75 RB
	0 – 49 and 125 – 174
	>0
	N/A
	≤4dB
	≤4dB

	
	50 - 124
	N/A
	>125
	≤3dB
	≤4dB

	100 RB / 100 RB
	0 – 59 and 140 – 199
	>0
	N/A
	≤3dB
	≤4dB

	
	60– 139
	N/A
	>140
	≤3dB
	≤4dB

	NOTE 1:
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2:
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per  slot basis
NOTE 4:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


If the UE is configured to CA_41C and it receives IE CA_NS_04 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA 
= 
10.5,




0≤ A < 0.05

= -50.0A + 13.00,

0.05≤ A < 0.15

= -4.0A   + 6.10,


0.15≤ A < 0.40

= -0.83A + 4.83,



0.40  ≤ A ≤ 1

Where A = NRB_alloc / NRB_agg.
6.2.4A.1.3.5
A-MPR for CA_NS_05 for CA_38C
If the UE is configured to CA_38C and it receives IE CA_NS_05 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.1.3.5-1.

Table 6.2.4A.1.3.5-1: Contiguous Allocation A-MPR for CA_NS_05

	CA_38C
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100RB/100RB
	0 – 12
	>0
	≤ 5 dB

	
	13 – 79
	> RBend – 13
	≤ 2 dB

	
	80 – 180
	>60
	≤ 6 dB

	
	181 – 199
	> 0
	≤ 11 dB

	75RB/75RB
	0 – 70
	> max(0, RBend -10)
	≤ 2 dB

	
	71- 108
	> 60
	≤ 5 dB

	
	109 – 140
	>0
	≤ 5 dB

	
	140 – 149 
	≤ 70
	≤ 2 dB

	
	140 – 149
	>70
	≤ 6 dB

	NOTE 1:
RBend indicates the highest RB index of transmitted resource blocks

NOTE 2:
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis
NOTE 4:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


If the UE is configured to CA_38C and it receives IE CA_NS_05 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 

MA = -14.17 A + 16.50

; 0 ≤ A < 0.60

   -2.50 A + 9.50


; 0.60 ≤ A ≤ 1

Where A = NRB_alloc / NRB_agg.
6.2.4A.1.3.6
A-MPR for CA_NS_06 for CA_7C
If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.1.3.6-1.

Table 6.2.4A.1.3.6-1: Contiguous Allocation A-MPR for CA_NS_06
	CA Bandwidth Class C
	RB_end
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100RB/100RB
	[0 –22]
	>[0]
	≤ [4] dB

	
	[23 – 33]
	> [RBend – 10]
	≤ [2] dB

	
	[106 – 142]
	> [75]
	≤ [3] dB

	
	[143 – 178]
	>[70]
	≤ [5] dB

	
	[179 – 199]
	> [0]
	≤ [10] dB

	75RB/75RB
	[0 – 7]
	>[0]
	≤ [5] dB

	
	[20- 75]
	> [RBend – 10]
	≤ [2] dB

	
	[75 – 110]
	>[64]
	≤ [2] dB

	
	[110 – 144]
	>[35]
	≤ [6] dB

	
	[145 – 149]
	>[0]
	≤ [10] dB


If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows:

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA = [-23.33A + 17.5; 0 ≤ A < 0.15

-7.65A + 15.15; 0.15 ≤ A ≤ 1]

Where A = NRB_alloc / NRB_agg.
----------------------------- NEXT CHANGED SECTION ------------------------------------
6.2.5.3
Minimum conformance requirements

The UE is allowed to set its configured maximum output power PCMAX,c for serving cell c. The configured maximum output power PCMAX is set within the following bounds:

PCMAX_L,c ≤ PCMAX,c  ≤ PCMAX_H,c
With

PCMAX_L,c = MIN {PEMAX,c – TC,c, PPowerClass – MAX(MPRc + A-MPRc+ ΔTIB,c, P-MPRc)  – TC,c }

PCMAX_H,c = MIN {PEMAX,c, PPowerClass}

Where

-
PEMAX,c is the value given by IE P-Max for serving cell c, defined in [5];

-
PPowerClass is the maximum UE power specified in Table 6.2.2.3-1 without taking into account the tolerance specified in the Table 6.2.2.3-1;

-
MPRc and A-MPRc for serving cell c are specified in Section 6.2.3 and Section 6.2.4, respectively;
-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5.3-2; TIB,c = 0 dB otherwise;

-
TC = 1.5 dB when Note 2 in Table 6.2.2.3-1 applies;

-
TC = 0 dB when Note 2 in Table 6.2.2.3-1 does not apply.

P-MPRc is the allowed maximum output power reduction for

a)
ensuring compliance with applicable electromagnetic energy absorption requirements and addressing unwanted emissions / self defence requirements in case of simultaneous transmissions on multiple RAT(s) for scenarios not in scope of 3GPP RAN specifications;

b)
ensuring compliance with applicable electromagnetic energy absorption requirements in case of proximity detection is used to address such requirements that require a lower maximum output power.

The UE shall apply P-MPRc only for the above cases. For UE conducted conformance testing P-MPRc shall be 0 dB

NOTE 1: P-MPRc was introduced in the PCMAX,c equation such that the UE can report to the eNB the available maximum output transmit power. This information can be used by the eNB for scheduling decisions.

NOTE 2: P-MPRc may impact the maximum uplink performance for the selected UL transmission path.
For each subframe, the PCMAX_L,c for serving cell c is evaluated per slot and given by the minimum value taken over the transmission(s) within the slot; the minimum PCMAX_ L,c over the two slots is then applied for the entire subframe. PPowerClass shall not be exceeded by the UE during any period of time.
The measured maximum output power PUMAX,c shall be within the following bounds:


PCMAX_L,c  –  MAX{TL, T(PCMAX_L,c) } ≤  PUMAX,c  ≤  PCMAX_H,c  +  T(PCMAX_H,c)

WhereT (PCMAX,c) is defined by the tolerance table below and applies to PCMAX_L,c and PCMAX_H,c separately, while TL is the absolute value of the lower tolerance in Table 6.2.2.3-1 for the applicable operating band.

Table 6.2.5.3-1: PCMAX,c tolerance

	PCMAX,c
(dBm)
	Tolerance T(PCMAX,c)
(dB)

	21 ≤ PCMAX,c ≤ 23
	2.0

	20 ≤ PCMAX,c < 21
	2.5

	19 ≤ PCMAX,c < 20
	3.5

	18 ≤ PCMAX,c < 19
	4.0

	13 ≤ PCMAX,c < 18
	5.0

	8 ≤ PCMAX,c < 13
	6.0

	-40 ≤ PCMAX,c < 8
	7.0


For the UE which supports inter-band carrier aggregation configurations with the uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 6.2.5.3-2.
Table 6.2.5.3-2: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB] 


	CA_1A-5A
	1
	0.3

	
	5
	0.3

	CA_1A-18A
	1
	0.3

	
	18
	0.3

	CA_1A-19A
	1
	0.3

	
	19
	0.3

	CA_1A-21A
	1
	0.3

	
	21
	0.3

	CA_2A-17A
	2
	0.3

	
	17
	0.8

	CA_2A-29A
	2
	0.3

	CA_3A-5A
	3
	0.3

	
	5
	0.3

	CA_3A-7A
	3
	0.5

	
	7
	0.5

	CA_3A-8A
	3
	0.3

	
	8
	0.3

	CA_3A-19A
	3
	0.3

	
	19
	0.3

	CA_3A-20A
	3
	0.3

	
	20
	0.3

	CA_4A-5A
	4
	0.3

	
	5
	0.3

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0.3

	
	12
	0.8

	CA_4A-13A
	4
	0.3

	
	13
	0.3

	CA_4A-17A
	4
	0.3

	
	17
	0.8

	CA_4A-29A
	4
	0.3

	CA_5A-12A
	5
	0.8

	
	12
	0.4

	CA_5A-17A
	5
	0.8

	
	17
	0.4

	CA_7A-20A
	7
	0.3

	
	20
	0.3

	CA_8A-20A
	8
	0.4

	
	20
	0.4

	CA_11A-18A
	11
	0.3

	
	18
	0.3

	CA_19A-21A
	19
	0.3

	
	21
	0.4

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations
NOTE 2:
The above additional tolerances also apply in non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 6.2.5.3-2, truncated to one decimal place for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 6.2.5.3-2 that applies for that operating band among the supported CA configurations


NOTE 3:
The above additional tolerances do not apply to supported UTRA operating bands with frequency range below 1 GHz that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations when such bands are belonging only to band combination(s) where one band is <1GHz and another band is >1.7GHz and there is no harmonic relationship between the low band UL and high band DL. Otherwise the above additional tolerances also apply to supported UTRA operating bands that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.
NOTE 4:
To meet the (TIB,c requirements for CA_3A-7A with state-of-the-art technology, an increase in power consumption of the UE may be required. It is also expected that as the state-of-the-art technology evolves in the future, this possible power consumption increase can be reduced or eliminated.

The normative reference for this requirement is TS 36.101 [2] clause 6.2.5.

----------------------------- NEXT CHANGED SECTION ------------------------------------
6.2.5A.1.3
Minimum conformance requirements

For uplink carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c for serving cell c and its total configured maximum output power PCMAX.
 The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in subclause 6.2.5.
For uplink inter-band carrier aggregation, MPR c and A-MPR c apply per serving cell c and are specified in clause 6.2.3 and clause 6.2.4, respectively. P-MPR c accounts for power management for serving cell c. PCMAX,c . PCMAX,c  is calculated under the assumption that the transmit power is increased independently on all component carriers.
For uplink intra-band contiguous carrier aggregation, MPR c = MPR and A-MPR c = A-MPR with MPR and A-MPR specified in clause 6.2.3A and clause 6.2.4A respectively. There is one power management term for the UE, denoted P-MPR c, and P-MPR c = P-MPR. PCMAX,c  is calculated under the assumption that the transmit power is increased by the same amount in dB on all component carriers.
The total configured maximum output power PCMAX shall be set within the following bounds:


PCMAX_L ≤ PCMAX ≤ PCMAX_H
For uplink inter-band carrier aggregation with up to one serving cell c per operating band, 


PCMAX_L = MIN {10log10∑ MIN [ pEMAX,c/ (tC,c),  pPowerClass/(mprc·a-mprc·tC,c ·tIB,c) , pPowerClass/(pmprc·tC,c) ], PPowerClass}

PCMAX_H = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [5];
-
PPowerClass is the maximum UE power specified in Table 6.2.2A.1.3-1 without taking into account the tolerance specified in the Table 6.2.2A.1.3-1; pPowerClass is the linear value of PPowerClass;

-
mpr c and a-mpr c are the linear values of MPR c and A-MPR c as specified in subclause 6.2.3 and subclause 6.2.4, respectively; 
-
pmprc is the linear value of P-MPR c; 
-
tC,c is the linear value of TC,ctC,c = 1.41 when Note 2 in Table 6.2.2A.3-1 applies for a serving cell c, otherwise tC,c = 1;
-
tIB,c  is the linear value of the inter-band relaxation term TIB,c of the serving cell c as specified in Table 6.2.5.3-2; otherwise tIB,c.
For uplink intra-band contiguous carrier aggregation,

PCMAX_L = MIN{10 log10 ∑ PEMAX,c - TC , PPowerClass - MAX(MPR + A-MPR+ ΔTIB,c, P-MPR ) - TC}
PCMAX_H = MIN{10 log10 ∑ PEMAX,c , PPowerClass}

where

-
PEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [5] ;

-
PPowerClass is the maximum UE power specified in Table 6.2.2A.1.3-1 without taking into account the tolerance specified in the Table 6.2.2A.1.3-1;

-
MPR and A-MPR are specified in clause 6.2.3A and clause 6.2.4A respectively ;
-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5.3-2 ;
-
P-MPR is the power management term for the UE ;

-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when Note 2 in Table 6.2.2A.3-1 applies to the serving cell c; otherwise TC,c = 0 dB.

For each subframe, the PCMAX_L is evaluated per slot and given by the minimum value taken over the transmission(s) within the slot; the minimum PCMAX_L over the two slots is then applied for the entire subframe. PPowerClass shall not be exceeded by the UE during any period of time.
The measured maximum output power PUMAX over all serving cells shall be within the following ran
ge:

PCMAX_L - T(PCMAX_L) ≤ PUMAX ≤ PCMAX_H + T(PCMAX_H
)


PUMAX = 10 log10 ∑ PUMAX,c
where

-
PUMAX,c denotes the measured maximum output power for serving cell c expressed in linear scale.

The tolerance T(PCMAX) is defined by the table below and applies to PCMAX_L and PCMAX_H separately.

Table 6.2.5A.1.3-1: PCMAX tolerance

	PCMAX
(dBm)
	Tolerance T(PCMAX)
Intra-band with two active UL serving cells
(dB)
	Tolerance T(PCMAX)
Inter-band with two active UL serving cells
(dB)

	21 ≤ PCMAX ≤ 23
	2.0
	2.0

	20 ≤ PCMAX < 21
	[2.5]
	TBD

	19 ≤ PCMAX < 20
	[3.5]
	TBD

	18 ≤ PCMAX < 19
	[4.0]
	TBD

	13 ≤ PCMAX < 18
	[5.0]
	TBD

	8 ≤ PCMAX < 13
	[6.0]
	TBD

	-40 ≤ PCMAX < 8
	[7.0]
	TBD


The normative reference for this requirement is TS 36.101 [2] clause 6.2.5A.

----------------------------- NEXT CHANGED SECTION ------------------------------------
