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	Reason for change:
	Reselection delay for reselection to E-UTRAN in cell FACH state follows a similar formulation to interRAT reselection to GSM ie
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However, the term Tidentify,E-UTRAN =480ms already includes a measurement period, so the 
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term should not be added again

	
	

	Summary of change:
	Use a wording similar to UTRA interfrequency reselection where the measurement period is included in the identification time.

	
	

	Consequences if not approved:
	Minimum requirements for reselection to E-UTRA are unnecessarily slow, because the 
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	Other comments:
	


5.5.2.1.5
FDD-E-UTRAN Cell Reselection

The cell re-selection delay in CELL_FACH state to a E-UTRAN cell shall be less than
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TBCCH =  the maximum time allowed to read BCCH data from a E-UTRAN cell [24].

TRA =  the additional delay caused by the random access procedure.
If a cell has been detectable for at least Tidentify,E-UTRAN, the cell reselection delay in CELL_FACH state to a E-UTRAN cell on shall be less than
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where

a)
For UE requiring measurement occasions.


Tidentify, E-UTRAN and Tmeasurement, E-UTRAN are specified in 8.4.2.6.2

b)
For UE not requiring measurement occasions

Tidentify, E-UTRAN = 480 ms

Tmeasurement, E-UTRAN = 60 ms
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