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7.2.3.3.1.10
Call A-B and Call A-C in state U10 "Active" with Auxiliary state "Call in MPTY" and Call A-D in state U7 "Call received"

7.2.3.3.1.10.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

User Equipment:

-
The UE shall be operated under normal test conditions.

-
The Test-USIM shall be inserted.

7.2.3.3.1.10.2
Definition of system information messages

The default system information messages are used.

7.2.3.3.1.10.3
Procedure

The procedure shall be performed under Ideal radio conditions as defined in clause 5.

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	
	The UE is made to have a MultiParty call to two destinations (Call A-B and Call A-C) active. Both call states shall be U10 "Active" with auxiliary state "Call in MPTY".
	This state is achieved by the procedure given in section 7.2.3.3.1.5.

	
	
	A mobile terminating call is set up between the UE and destination D (Call A-D).
	

	2
	
	SETUP
	CC

	3
	
	CALL CONFIRMED
	CC

	4
	
	ALERTING
	CC

	


7.2.3.3.1.10.4
Specific message contents

All Specific message contents shall be referred to clause 9.

SETUP (Step 2)

	Information Element
	Value/remark

	Protocol discriminator
	0011 B (call control; call related SS messages)

	Transaction identifier
	A value that has not been used in Call A-B or Call A-C

	Message type
	0000 0101 B

	BC repeat indicator
	not present

	Bearer capability 1
	Present

	     - Bearer capability IEI
	0000 0100 B

	     - Length of the bearer capability contents
	1

	     - octet 3
	

	          - Extension
	1 B

	          - Radio Channel Requirement
	01 B

	          - Coding Standard
	0 B

	          - Transfer Mode
	0 B

	          - Information Transfer Capability
	000 B

	Bearer capability 2
	not present

	Facility
	not present

	Progress indicator
	not present

	Signal
	Present

	     - Signal IEI
	0011 0100 B

	     - Signal Value
	0000 0111 B

	Calling party BCD Number
	not present

	Calling party sub-Address
	not present

	Called party BCD Number
	not present

	Called party sub-Address
	not present

	Redirecting party BCD number
	not present

	Redirecting party sub-address
	not present

	LLC repeat indicator
	not present

	Low layer Compatibility I
	not present

	Low layer Compatibility II
	not present

	HLC repeat indicator
	not present

	High layer Compatibility i
	not present

	High layer Compatibility ii
	not present

	User-user
	not present

	Priority
	not present

	Alert
	not present

	Network Call Control Capabilities
	not present

	Cause of No CLI
	not present

	Backup bearer capability
	not present


7.2.4
Session setup

