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	1. Following a failed or cancelled SRVCC procedure (test cases 13.4.3.4 / 5 / 6) the UE will perform a re-INVITE procedure as per 34.229 Annex C.31. 

24.237 12.2.4.1 states : 

“…then the SC UE shall send a SIP re-INVITE request containing:1)
an SDP offer, including the media characteristics as used in the existing dialog;”. 

Since the media charecteristics of the existing dialog have been fully established by this point, the UE should not be required to include precondition-related SDP attributes in the re-INVITE message.
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	 1.Remove requirement for precondition-related SDP attributes in Annex C.31 step 1
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C.31
Generic test procedure for media re-establishment after unsuccessful SRVCC handover

Test procedure:

1)
UE sends a re-INVITE request to the SS.

2)
SS responds to the INVITE request with a 100 Trying response.

3)
SS responds to the INVITE request with a 200 OK.

4)
SS waits for the UE to send an ACK to acknowledge receipt of the 200 OK for INVITE.

Expected sequence:

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE
	UE sends INVITE with audio re-established.

	2
	(
	100 Trying
	SS sends a 100 Trying provisional response.

	3
	(
	200 OK
	SS responds to INVITE with a 200 OK final response. 

	4
	(
	ACK
	UE acknowledges the receipt of 200 OK for INVITE. 


INVITE (Step 1)

Use the default message “INVITE for MO Call” in annex A.2.1 with condition A5 (re-INVITE within a dialog) and the following exceptions:

	Header/param
	Value/Remark

	Reason
	Reason header field with Protocol "SIP" and reason parameter "cause" with value "487" and with reason-text set to "handover cancelled" or “failure to transition to CS domain”

	Message Body
	The following SDP types and values.

Session description:

· v=0

· o=-(user-name) (sess-id) (sess-version) IN (addrtype) (unicast-address for UE)
· s=(session name)
· c=IN (addrtype) (connection-address for UE) [Note 1]
· b=AS: (bandwidth-value)

Time description:

· t=(start-time) (stop-time)

Media description:

· m=audio (transport port) RTP/AVP (fmt) 
· c=IN (addrtype) (connection-address for UE) [Note 1]
· b=AS: (bandwidth-value)
· b=RS: (bandwidth-value)
· b=RR: (bandwidth-value)

Attributes for media:

· a=rtpmap:(payload type) AMR/8000/1 

· a=fmtp:(format)

· a=sendrecv


· 
Note 1: At least one "c=" field shall be present.
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