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	Reason for change:
	According the TS 34.229-1-c10 annex C.11 the 183 Session Progress message in step 4 should contain SDP value “a=conf:qos remote sendrecv” in list of attributes for preconditions in the SDP message-body.
This SDP value is currently missing in the implementation.

	
	

	Summary of change:
	Added SDP value “a=conf:qos remote sendrecv” to the list of attributes for preconditions in the SDP message-body.
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	A non-conformant UE will pass the test cases
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	Other comments:
	


Change 1
	Function name
	f_IMS_BuildSDP_AnnexC11_Step4or8

	Reason for change
	According the TS 34.229-1-c10 annex C.11 the 183 Session Progress message in step 4 should contain SDP value “a=conf:qos remote sendrecv” in list of attributes for preconditions in the SDP message-body.

This SDP value is currently missing in the implementation.

	Summary of change
	Added SDP value “a=conf:qos remote sendrecv” to the list of attributes for preconditions in the SDP message-body.

	Source of change
	\Common\IMS\IMS_SDP_Messages.ttcn


Before change:

	function f_IMS_BuildSDP_AnnexC11_Step4or8(charstring p_Step) runs on IMS_PTC return template (present) SDP_Message

  { /* @sic R5-123077 change 3: 'inactive' removed from 'Attributes for media' for step 4 sic@ */

    var charstring v_AddrType := f_IMS_PTC_NW_Address_GetTypeStr();

    var template (present) charstring v_IPAddrOrigin := ?;

    var template (present) charstring v_IPAddrConnection := ?;

    var template (present) SDP_media_desc v_SDP_Media_Desc;

    var template (present) SDP_attribute_list v_SDP_Attribute_List;

    select (p_Step) {

      case ("step 4") {

        v_SDP_Attribute_List := {

          cr_SDP_Attribute_rtpmap(tsc_SDP_AnyMediaFormatDescr, tsc_CODEC_AMR_8000_RX_Pattern),     // @sic R5s130681 change 2 sic@

          cr_SDP_Attribute_fmtp(tsc_SDP_AnyMediaFormatDescr),

          // precondition attributes:

          cr_SDP_Attribute_curr_quos(c_local, (c_none, c_sendrecv)),     // @sic R5s120530 change 3.15 sic@

          cr_SDP_Attribute_curr_quos(c_remote, c_none),

          cr_SDP_Attribute_des_quos(c_mandatory, c_local),

          cr_SDP_Attribute_des_quos(c_mandatory, c_remote),

          *

        };

      }

      case ("step 8") {

        v_SDP_Attribute_List := {

          // media attributes:

          cr_SDP_Attribute_rtpmap(tsc_SDP_AnyMediaFormatDescr, tsc_CODEC_AMR_8000_RX_Pattern),     // @sic R5s130681 change 2 sic@

          cr_SDP_Attribute_fmtp(tsc_SDP_AnyMediaFormatDescr),

          cr_SDP_Attribute_sendrecv,

          // precondition attributes:

          cr_SDP_Attribute_curr_quos(c_local, c_sendrecv),

          cr_SDP_Attribute_curr_quos(c_remote, c_sendrecv),

          cr_SDP_Attribute_des_quos(c_mandatory, c_local),

          cr_SDP_Attribute_des_quos(c_mandatory, c_remote),

          *

        };

      }

      case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

    v_SDP_Media_Desc := cr_SDP_Media_Desc(cr_SDP_Media_Audio(cr_SDP_AnyMediaFormatDescr),           // @sic R5s130985 change 1 sic@

                                          cr_SDP_Connection(v_AddrType, v_IPAddrConnection),

                                          cr_SDP_Bandwidth_List_Media(?, ?, ?),

                                          v_SDP_Attribute_List);

    return cr_SDP_Message_Def(v_AddrType, v_IPAddrOrigin, v_IPAddrConnection, v_SDP_Media_Desc);

  }


After change :

	function f_IMS_BuildSDP_AnnexC11_Step4or8(charstring p_Step) runs on IMS_PTC return template (present) SDP_Message

  { /* @sic R5-123077 change 3: 'inactive' removed from 'Attributes for media' for step 4 sic@ */

    var charstring v_AddrType := f_IMS_PTC_NW_Address_GetTypeStr();

    var template (present) charstring v_IPAddrOrigin := ?;

    var template (present) charstring v_IPAddrConnection := ?;

    var template (present) SDP_media_desc v_SDP_Media_Desc;

    var template (present) SDP_attribute_list v_SDP_Attribute_List;

    select (p_Step) {

      case ("step 4") {

        v_SDP_Attribute_List := {

          cr_SDP_Attribute_rtpmap(tsc_SDP_AnyMediaFormatDescr, tsc_CODEC_AMR_8000_RX_Pattern),     // @sic R5s130681 change 2 sic@

          cr_SDP_Attribute_fmtp(tsc_SDP_AnyMediaFormatDescr),

          // precondition attributes:

          cr_SDP_Attribute_curr_quos(c_local, (c_none, c_sendrecv)),     // @sic R5s120530 change 3.15 sic@

          cr_SDP_Attribute_curr_quos(c_remote, c_none),

          cr_SDP_Attribute_des_quos(c_mandatory, c_local),

          cr_SDP_Attribute_des_quos(c_mandatory, c_remote),                                                  

          cr_SDP_Attribute_conf_quos(),
          *

        };

      }

      case ("step 8") {

        v_SDP_Attribute_List := {

          // media attributes:

          cr_SDP_Attribute_rtpmap(tsc_SDP_AnyMediaFormatDescr, tsc_CODEC_AMR_8000_RX_Pattern),     // @sic R5s130681 change 2 sic@

          cr_SDP_Attribute_fmtp(tsc_SDP_AnyMediaFormatDescr),

          cr_SDP_Attribute_sendrecv,

          // precondition attributes:

          cr_SDP_Attribute_curr_quos(c_local, c_sendrecv),

          cr_SDP_Attribute_curr_quos(c_remote, c_sendrecv),

          cr_SDP_Attribute_des_quos(c_mandatory, c_local),

          cr_SDP_Attribute_des_quos(c_mandatory, c_remote),

          *

        };

      }

      case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

    v_SDP_Media_Desc := cr_SDP_Media_Desc(cr_SDP_Media_Audio(cr_SDP_AnyMediaFormatDescr),           // @sic R5s130985 change 1 sic@

                                          cr_SDP_Connection(v_AddrType, v_IPAddrConnection),

                                          cr_SDP_Bandwidth_List_Media(?, ?, ?),

                                          v_SDP_Attribute_List);

    return cr_SDP_Message_Def(v_AddrType, v_IPAddrOrigin, v_IPAddrConnection, v_SDP_Media_Desc);

  }
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