
3GPP TSG-RAN WG5 Testing 
(
 R5s140173
01 Jan – 31 Dec 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	    34.229-3
	CR
	0173
	rev
	-
	Current version:
	10.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to IMS function f_IMS_Dialog_SetRemoteTag

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2014-03-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	When Remote Tag is set for the first time function f_IMS_Dialog_SetRemoteTag will end with Error "invalid To-tag". The Function f_IMS_Dialog_SetRemoteTag need to handle first time setting of Remote Tag.

	
	

	Summary of change:
	Add condition to check if Remote Tag was set for first time or set in the past.
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	Other comments:
	


Change 1
	Function name
	f_IMS_Dialog_SetRemoteTag

	Reason for change
	When Remote Tag is set for the first time function f_IMS_Dialog_SetRemoteTag will end with Error "invalid To-tag". The Function f_IMS_Dialog_SetRemoteTag need to handle first time setting of Remote Tag.

	Summary of change
	Add condition to check if Remote Tag was set for first time or set in the past

	Source of change
	\Common\IMS\IMS_Procedures_CallControl.ttcn


Before change:

	function f_IMS_Dialog_SetRemoteTag(MessageHeader p_ResponseMessageHeader) runs on IMS_PTC

  { /* @sic R5s140017 MCC160 implementation: f_IMS_PTC_ImsInfo_DialogGetToTag, f_IMS_PTC_ImsInfo_DialogSetToTag replaced by f_IMS_PTC_ImsInfo_DialogGetRemoteTag, f_IMS_PTC_ImsInfo_DialogSetRemoteTag @sic */ 

    var template (omit) charstring v_DialogRemoteTag := f_IMS_PTC_ImsInfo_DialogGetRemoteTag();

    var template (omit) charstring v_ReceivedToTag := f_MessageHeader_GetToTag(p_ResponseMessageHeader);

    var charstring v_ReceivedToTagValue;

    if (ispresent(v_ReceivedToTag)) {     

      v_ReceivedToTagValue := valueof(v_ReceivedToTag);
      if (not match(v_ReceivedToTagValue, v_DialogRemoteTag)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "invalid To-tag");                                                                         

      } else {

        f_IMS_PTC_ImsInfo_DialogSetRemoteTag(v_ReceivedToTagValue);

      }

    }

  }


After change :

	function f_IMS_Dialog_SetRemoteTag(MessageHeader p_ResponseMessageHeader) runs on IMS_PTC

  { /* @sic R5s140017 MCC160 implementation: f_IMS_PTC_ImsInfo_DialogGetToTag, f_IMS_PTC_ImsInfo_DialogSetToTag replaced by f_IMS_PTC_ImsInfo_DialogGetRemoteTag, f_IMS_PTC_ImsInfo_DialogSetRemoteTag @sic */ 

    var template (omit) charstring v_DialogRemoteTag := f_IMS_PTC_ImsInfo_DialogGetRemoteTag();

    var template (omit) charstring v_ReceivedToTag := f_MessageHeader_GetToTag(p_ResponseMessageHeader);

    var charstring v_ReceivedToTagValue;

    if (ispresent(v_ReceivedToTag)) {     

      v_ReceivedToTagValue := valueof(v_ReceivedToTag);

      if (isvalue(v_DialogRemoteTag)) {                                                
      if (not match(v_ReceivedToTagValue, v_DialogRemoteTag)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "invalid To-tag");

        }                                                                             

      } else {

        f_IMS_PTC_ImsInfo_DialogSetRemoteTag(v_ReceivedToTagValue);

      }

    }

  }
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