
3GPP TSG-RAN WG5 Testing 
(
 R5s140304
01 Jan – 31 Dec 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	34.229-3
	CR
	0186
	rev
	-
	Current version:
	10.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to SMS over IMS Test Case 18.1

	
	

	Source to WG:
	Anite

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2014-04-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	According to 34.229 A.7.3, the request-URI for an MO SMS should be set to the Public Service Identity of the SM-SC. 24.341 5.3.1.2 NOTE 1 states that this can be either a TEL URI or a SIP URI based on the E.164 number of the SMSC stored in EFsmsp in the USIM or ISIM.

Following the implementation of R5s130370 change 4, the request-URI is currently restricted to being a TEL URI based on the value of px_SMS_SMSC_InternationalNumber (as defined by the constant tsc_IMS_PSCI_SMSC).

	
	

	Summary of change:
	Allow the request-URI for an MO SMS to be a wither a TEL URI or a SIP URI based on the value of px_SMS_SMSC_InternationalNumber.

	
	

	Consequences if not approved:
	A conformant UE which derives a SIP URI from the SMSC number will fail the test case
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Change 1
	Function name
	f_TC_18_1_IMS()

	Reason for change
	According to 34.229 A.7.3 the request-URI for an MO SMS should be set to the Public Service Identity of the SM-SC. 24.341 5.3.1.2 NOTE 1 states that this can be either a TEL URI or a SIP URI based on the E.164 number of the SMSC stored in EFsmsp in the USIM or ISIM.

Following the implementation of R5s130370 change 4, the request-URI is currently restricted to being a TEL URI based on the value of px_SMS_SMSC_InternationalNumber (as defined by the constant tsc_IMS_PSCI_SMSC).

	Summary of change
	Allow the request-URI for an MO SMS to be a either a TEL URI or a SIP URI based on the digits of px_SMS_SMSC_InternationalNumber.

	TTCN module
	IMS_CC_SMSTestcases.ttcn


Before change

  function f_TC_18_1_IMS() runs on IMS_PTC

  {

    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var template (value) MessageHeader v_MessageHeader_MessageMT;

    var MessageHeader v_MessageHeader;

    var MESSAGE_Request v_MESSAGE_RequestRX;

    var RP_DATA_ul_Type v_MoSMS;

    var template (value) RP_ACK_Type v_RPAck_TX;

    var RP_ACK_Type v_RPAck;

    var octetstring v_EncodedSMS;

    var template (value) RP_DATA_dl_Type v_SMSdl_StatusReport;

    var SipUrl v_ContactUrl;

    var integer v_Port_us;

    var InternetProtocol_Type v_Protocol;

    var SipUrl v_PAssertedIDUrl;

    var integer v_CSeqValue := tsc_MESSAGE_CSeqValue;

    var template (present) SipUrl v_SipUrl_PsiSmsc := f_SIP_BuildSipUri_RX(tsc_IMS_PSI_SMSC);  /* @sic R5s130370 change 4 sic@ */

    var CallidString v_PrevCallId;

    var CharStringList_Type v_PrevCallIdList := {};

    f_IMS_CC_Preamble(IPCAN_SignallingOnly, IMS_REGISTERED, IMS_Security);

    f_IMS_CC_StartSignalling(IPCAN_MO_IMS_Signalling);

....
....

}
After change

Import from IMS_CC_Parameters all;  
..........

function f_TC_18_1_IMS() runs on IMS_PTC

  {

    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var template (value) MessageHeader v_MessageHeader_MessageMT;

    var MessageHeader v_MessageHeader;

    var MESSAGE_Request v_MESSAGE_RequestRX;

    var RP_DATA_ul_Type v_MoSMS;

    var template (value) RP_ACK_Type v_RPAck_TX;

    var RP_ACK_Type v_RPAck;

    var octetstring v_EncodedSMS;

    var template (value) RP_DATA_dl_Type v_SMSdl_StatusReport;

    var SipUrl v_ContactUrl;

    var integer v_Port_us;

    var InternetProtocol_Type v_Protocol;

    var SipUrl v_PAssertedIDUrl;

    var integer v_CSeqValue := tsc_MESSAGE_CSeqValue;

    var template (present) SipUrl v_SipUrl_PsiSmsc_tel := f_SIP_BuildSipUri_RX(tsc_IMS_PSI_SMSC);  

    var template (present) SipUrl v_SipUrl_PsiSmsc_sip := cr_SipUrl_Common(c_sipScheme, cs_SipUriComponent({px_SMS_SMSC_InternationalNumber, *}, *));    
    var template (present) SipUrl v_SipUrl_PsiSmsc := (v_SipUrl_PsiSmsc_tel, v_SipUrl_PsiSmsc_sip);
    var CallidString v_PrevCallId;

    var CharStringList_Type v_PrevCallIdList := {}; 

    f_IMS_CC_Preamble(IPCAN_SignallingOnly, IMS_REGISTERED, IMS_Security);

    f_IMS_CC_StartSignalling(IPCAN_MO_IMS_Signalling);

.....

.....

}                                                              
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.





