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Change 1
	Function name
	f_TC_9_2_3_1_12_GERAN

	Reason for change
	According to 36.523-1Table 9.2.3.1.12.3.2: IF pc_CS THEN the UE optionally transmits an IMSI DETACH INDICATION. Current TTCN implementation expects that the IMSI DETACH INDICATION will contain a TMSI which has not been allocated to the UE in this test case.


	Summary of change
	Modified Mobile Identity IE in IMSI DETACH INDICATION message to accept IMSI.

	TTCN module
	NAS_TrackingArea_UG_GERAN.ttcn


Before change

function f_TC_9_2_3_1_12_GERAN () runs on GERAN_PTC

  {

    var octetstring v_PLMN;

    var G_L2_DATAMESSAGE_IND v_ChanReq, v_LocUpd;

 
.

.

.

    if (true) { // Parallel behaviour, but pc_CS relates to UTRAN only

      t_Wait.start(5.0); // prose says optionally, but as LAU was mandatory, this should be too

      alt {

        [] G_L2.receive (car_G_L2_ACCESS_IND(geran_Cell24 , tsc_PhyCh0 , tsc_RACH , ? , ? , ?))

          -> value v_ChanReq

          {

            t_Wait.stop; // @sic R5s140109 sic@

            v_RFN := v_ChanReq.access.rfn;

            v_RR_RA := bit2int(v_ChanReq.access.burst.chReq.estCauRandomRef);

            G_L2.send (cas_G_L2_UNITDATA_REQ (geran_Cell24,

                                              tsc_PhyCh0,

                                              tsc_AGCH,

                                              15,

                                              cs_G_RFN_Omit,

                                              cs_ImmAss(cs_ImmediateAssignment (v_BCCH, v_BCC, v_RR_RA, v_RFN, substr(oct2bit(f_GERAN_TA_Get(geran_Cell24)),1, 6)))));

            G_L2.receive (car_G_L2_Estab_IND (geran_Cell24, ?, ?, ?, cr_G_Imsi_DetachInd)) ->  value v_ImsiDet;
          }

        [] t_Wait.timeout {}

      }

    }

.

.

.

  }

After change

function f_TC_9_2_3_1_12_GERAN () runs on GERAN_PTC

  {

    var octetstring v_PLMN;

    var G_L2_DATAMESSAGE_IND v_ChanReq, v_LocUpd;

 
.

.

.

    if (true) { // Parallel behaviour, but pc_CS relates to UTRAN only

      t_Wait.start(5.0); // prose says optionally, but as LAU was mandatory, this should be too

      alt {

        [] G_L2.receive (car_G_L2_ACCESS_IND(geran_Cell24 , tsc_PhyCh0 , tsc_RACH , ? , ? , ?))

          -> value v_ChanReq

          {

            t_Wait.stop; // @sic R5s140109 sic@

            v_RFN := v_ChanReq.access.rfn;

            v_RR_RA := bit2int(v_ChanReq.access.burst.chReq.estCauRandomRef);

            G_L2.send (cas_G_L2_UNITDATA_REQ (geran_Cell24,

                                              tsc_PhyCh0,

                                              tsc_AGCH,

                                              15,

                                              cs_G_RFN_Omit,

                                              cs_ImmAss(cs_ImmediateAssignment (v_BCCH, v_BCC, v_RR_RA, v_RFN, substr(oct2bit(f_GERAN_TA_Get(geran_Cell24)),1, 6)))));

            G_L2.receive (car_G_L2_Estab_IND (geran_Cell24, ?, ?, ?, cr_G_Imsi_DetachInd(cr_MobileIdIMSI_lv(px_IMSI_Def)))) ->  value v_ImsiDet;
          }

        [] t_Wait.timeout {}

      }

    }

.

.

.

  }

Change 2
	Function name
	cr_MobileIdTMSI_lv

	Reason for change
	According to 36.523-1Table 9.2.3.1.12.3.2: IF pc_CS THEN the UE optionally transmits an IMSI DETACH INDICATION. Current TTCN implementation expects that the IMSI DETACH INDICATION will contain a TMSI which has not been allocated to the UE in this test case.


	Summary of change
	Introduced new template to accept IMSI in “IMSI DETACH INDICATION” message .

	TTCN module
	NAS_CommonTemplates.ttcn


Change

  template (present) MobileIdentity cr_MobileIdIMSI_lv(template (present) octetstring p_Imsi := ?) :=

  { /* @status    APPROVED (LTE, LTE_A, LTE_IRAT) */

    iei             := omit,

    iel             := ?,                        // TMSI consists of 4 octets

    idDigit1        := ?,                      // special coding for TMSI

    oddEvenInd      := ?,                         // even

    typeOfId        := tsc_IdType_IMSI,              // TMSI

    otherDigits     := p_Imsi

  }; 
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