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	Reason for change:
	When test case 9.2.3.3.5 is executed in the EUTRA<>GERAN path, the UE performs EUTRAN->GERAN reselection following step 9b1, but does not trigger RAU immediately, due to ISR being activated. However the UE still has a TLLI assigned and so may perform XID negotiation due to UE LLC entity entering ADM state. Currently the test case will fail if XID procedure is performed whiole the timer T3312 is running.

	
	

	Summary of change:
	Handled the XID procedure while the timer T3312 is running at step 9b2.
.
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Change 1

	Testcase name
	9.2.3.3.5

	Reason for change
	When test case 9.2.3.3.5 is executed in the EUTRA<>GERAN path, the UE performs EUTRAN->GERAN reselection following step 9b1, but does not trigger RAU immediately, due to ISR being activated. However the UE still has a TLLI assigned and so may perform XID negotiation due to UE LLC entity entering ADM state. Currently the test case will fail if XID procedure is performed whiole the timer T3312 is running.

	Summary of change
	Handled the XID procedure while the timer T3312 is running at step 9b2



	Source of change
	NAS_TrackingArea_UG_GERAN.ttcn

	
	


Before change:

	function f_TC_9_2_3_3_5_GERAN () runs on GERAN_PTC

  { /* Periodic Routing Area Update (multi RAT test) */

    /* Test Purpose (see f_TC_9_2_3_3_5_EUTRA) */

    /* @sic R5-113805: pc_GERAN and px_RATComb_Tested are checked at top-level sic@ */

    var octetstring v_PLMN;

    var O1_Type v_RAC;

    var O2_Type v_LAC;

    var G_LLC_DATAMESSAGE_IND v_LLCDataInd;

    var B3_Type v_UpdateType;

    var B3_Type v_UpdateResult;

    var template (value) LLCUnitDataReqType v_RAUAccept;

    var template UE_NetworkCap v_UE_NetworkCap := cr_UENetworkCap_Any ('58'O) ifpresent; // @sic R5s120210 Subject to prose CR approval sic@

    timer t_T3312 := f_UG_SetTimerToleranceMin (7.0 * 60.0);  // Periodic RA Update timer - 10%

    ………………
    // @sic R5-120768 sic@

    t_T3312.start;

    //@siclog "Step 1b5" siclog@

    f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_NonSuitableCell);

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // Send trigger to EUTRA side

    // Wait for step 2 to 8 on EUTRA to complete

    f_IRAT_WaitForCoOrd_Trigger(EUTRA); // Wait trigger from  EUTRAN side

    //@siclog "Step 9b1" siclog@

    f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_ServingCell);

    t_T3312.timeout; // RAU can't be too early

    //@siclog "Step 9b2" siclog@

    v_LLCDataInd := f_GPRS_ReceiveUplinkMsg (geran_Cell24, car_G_LLC_UnitData_IND(cr_G_RAUReq_Ids(cr_GMM_UpdateType(?, '011'B),

                                                                                                  cr_RAI (omit),

                                                                                                  cr_PTMSI_SignatureAny ifpresent,

                                                                                                  ?,

                                                                                                  cdr_MobileIdTMSI_tlv ifpresent, // @sic R5s110607, R5-126068 sic@

                                                                                                  cr_MobileIdAny('1A'O) ifpresent,

                                                                                                  cr_RoutingAreaId2 ifpresent,

                                                                                                  omit))); // @sic R5s110607 sic@

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 9b2");

    ………
  


After change :

	function f_TC_9_2_3_3_5_GERAN () runs on GERAN_PTC

  { /* Periodic Routing Area Update (multi RAT test) */

    /* Test Purpose (see f_TC_9_2_3_3_5_EUTRA) */

    /* @sic R5-113805: pc_GERAN and px_RATComb_Tested are checked at top-level sic@ */

    var octetstring v_PLMN;

    var O1_Type v_RAC;

    var O2_Type v_LAC;

    var G_LLC_DATAMESSAGE_IND v_LLCDataInd;

    var B3_Type v_UpdateType;

    var B3_Type v_UpdateResult;
    var G_L2_DATAMESSAGE_IND v_ChanReq;

    var G_LLC_DATAMESSAGE_IND v_XID;
    var template (value) LLCUnitDataReqType v_RAUAccept;

    var template UE_NetworkCap v_UE_NetworkCap := cr_UENetworkCap_Any ('58'O) ifpresent; // @sic R5s120210 Subject to prose CR approval sic@

    timer t_T3312 := f_UG_SetTimerToleranceMin (7.0 * 60.0);  // Periodic RA Update timer - 10%

    ………………
    // @sic R5-120768 sic@

    t_T3312.start;

    //@siclog "Step 1b5" siclog@

    f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_NonSuitableCell);

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // Send trigger to EUTRA side

    // Wait for step 2 to 8 on EUTRA to complete

    f_IRAT_WaitForCoOrd_Trigger(EUTRA); // Wait trigger from  EUTRAN side

    //@siclog "Step 9b1" siclog@

    f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_ServingCell);

         alt { //handling for possible XID procedure before RAU 

         [] G_L2.receive (car_G_L2_ACCESS_IND(geran_Cell24, tsc_PhyCh0, tsc_RACH, ?, ?, cr_ChanReqOnePhase))

        -> value v_ChanReq

        {

          f_GERAN_ULTBFOnePhase (geran_Cell24, v_ChanReq.access); // @sic R5s120050 MCC160 implementation sic@

          repeat;

        }

       [] G_LLC.receive (car_G_LLC_XID_IndAny)

        -> value v_XID

        {

         

          // Wait for end of TBF

          G_RLC.receive (car_G_RLC_ControlMsg_IND(geran_Cell24, tsc_PhyCh1, cr_PacketControlAcknowledgement)); // RACE CONDITION

          G_CLLC.send (cas_G_CLLC_XID_Req(f_GERAN_TLLI_Get(geran_Cell24), v_XID.xid.sAPI, v_XID.xid.xID_Info, enum2int(geran_Cell24))); // @sic R5-135000 sic@

          fl_SendXIDRes (geran_Cell24, cas_G_LLC_XID_Req(f_GERAN_TLLI_Get(geran_Cell24), v_XID.xid.sAPI, omit, enum2int(geran_Cell24))); // @sic R5s130195 Baseline Moving sic@
    repeat;
        } 
[] t_T3312.timeout

      }

        //@siclog "Step 9b2" siclog@

    v_LLCDataInd := f_GPRS_ReceiveUplinkMsg (geran_Cell24, car_G_LLC_UnitData_IND(cr_G_RAUReq_Ids(cr_GMM_UpdateType(?, '011'B),

                                                                                                  cr_RAI (omit),

                                                                                                  cr_PTMSI_SignatureAny ifpresent,

                                                                                                  ?,

                                                                                                  cdr_MobileIdTMSI_tlv ifpresent, // @sic R5s110607, R5-126068 sic@

                                                                                                  cr_MobileIdAny('1A'O) ifpresent,

                                                                                                  cr_RoutingAreaId2 ifpresent,

                                                                                                  omit))); // @sic R5s110607 sic@

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 9b2");
…………..


