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Change 1

	Testcase
	TC_6_1_1_4a

	Reason for change
	Test case is using default guard timer (i.e. 360s), which may not be enough. Execution time depends on user interaction (test case includes PLMN checks that needs to be confirmed by test operator) and from UE capability (e.g. amount of supported bands, RATs).

	Summary of change
	Guard timer updated from 360 to 540.

	Source of change
	LTE_Testsuite.ttcn




Before:

	  testcase TC_6_1_1_4a() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   PLMN selection in shared network environment / Automatic mode / Between FDD and TDD

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(360);
    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_6_1_1_4a_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }


After:

	  testcase TC_6_1_1_4a() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   PLMN selection in shared network environment / Automatic mode / Between FDD and TDD

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(540);
    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_6_1_1_4a_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }


