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	Reason for change:
	Based on 36.508 Table 4.6.6-3A: QuantityConfig-DEFAULT (as a result of agreement of R5-125744) the level based measurement quantity shall be used as default for signaling testcases instead of quality based one. However, in step 5 of test 8.3.3.2 the cpich_EcN0 is configured in QuantityConfigUTRA , whereas in step 7 the measurement report template expects result for UTRA-EcN0 to be omitted, which would cause conformant UE to fail the test case as per: 36.331
5.5.2.1 
1> if the received measConfig includes the quantityConfig: 
2> perform the quantity configuration procedure as specified in 5.5.2.8; 

5.5.2.8 Quantity configuration
The UE shall:

1> for each RAT for which the received quantityConfig includes parameter(s):

2> set the corresponding parameter(s) in quantityConfig within VarMeasConfig to the value of the received quantityConfig parameter(s);

	
	

	Summary of change:
	cpich_RSCP has been used as quantity config for UTRA instead of cpich_EcN0 in step 5 of test 8.3.3.2
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Change 1
	Template name
	cs_RRCConnectionReconfiguration_8_3_3_2_Step5_FDD
cs_RRCConnectionReconfiguration_8_3_3_2_Step5_TDD

	Reason for change
	Based on 36.508 Table 4.6.6-3A: QuantityConfig-DEFAULT (as a result of agreement of R5-125744) the level based measurement quantity shall be used as default for signaling testcases instead of quality based one. However,  in step 5 of test 8.3.3.2 the cpich_EcN0 is configured in QuantityCOnfigUTRA , whereas in step 7 the measurement report template expects result for UTRA-EcN0 to be omitted, which would cause conformant UE to fail the test case.

	Summary of change
	cpich_RSCP has been used as quantity config for UTRA instead of cpich_EcN0 in step 5 of test 8.3.3.2.

	TTCN module
	LTE_IRAT\8_3\RRC_MeasurementUG.ttcn


Before change

    //8.3.3.2, Step5, condition UTRAN-FDD

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_3_2_Step5_FDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                     PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f8, //@sic Thomas R5-110719 sic@

                                                                                          cs_MeasObject_measObjectUTRA(p_EUTRA_DL_CarrierFreq, 0, omit, omit, { utra_FDD := p_PhysCellIdUTRA_FDD })),

                                                         omit,

                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,

                                                                                            cs_ReportConfig_reportConfigInterRAT_periodical(reportCGI, 1, ms1024, r1)),

                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f8, tsc_ReportConfigId_CGI), //@sic Thomas R5-110719 sic@

                                                         cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                           cs_QuantityConfigUTRA(cpich_EcN0, pccpch_RSCP, omit),

                                                                           omit,

                                                                           omit), // @sic R5-101039 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           //@sic R5-105002 sic@

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_Explicit_DisableBSR_ReleasePHR(cs_DRX_Config_SF2560, infinity_)),  /* @sic R5s110176 BASELINE MOVING 2011, R5s110738 sic@ */

                                           omit);

  //------------------------------------------------

  //8.3.3.2, Step5, condition UTRAN-TDD

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_3_2_Step5_TDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                     PhysCellIdUTRA_TDD p_PhysCellIdUTRA_TDD) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f8,  //@sic Thomas R5-110719 sic@

                                                                                          cs_MeasObject_measObjectUTRA(p_EUTRA_DL_CarrierFreq, 0, omit, omit, { utra_TDD := p_PhysCellIdUTRA_TDD })),

                                                         omit,

                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,

                                                                                            cs_ReportConfig_reportConfigInterRAT_periodical(reportCGI, 1, ms1024, r1)),

                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f8, tsc_ReportConfigId_CGI),  //@sic Thomas R5-110719 sic@

                                                         cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                           cs_QuantityConfigUTRA(cpich_EcN0, pccpch_RSCP, omit),

                                                                           omit,

                                                                           omit), // @sic R5-101039 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           //@sic R5-105002 sic@

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_Explicit_DisableBSR_ReleasePHR(cs_DRX_Config_SF2560, infinity_)),  /* @sic R5-120272 sic@ */

                                           omit);

After change

    //8.3.3.2, Step5, condition UTRAN-FDD

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_3_2_Step5_FDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                     PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f8, //@sic Thomas R5-110719 sic@

                                                                                          cs_MeasObject_measObjectUTRA(p_EUTRA_DL_CarrierFreq, 0, omit, omit, { utra_FDD := p_PhysCellIdUTRA_FDD })),

                                                         omit,

                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,

                                                                                            cs_ReportConfig_reportConfigInterRAT_periodical(reportCGI, 1, ms1024, r1)),

                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f8, tsc_ReportConfigId_CGI), //@sic Thomas R5-110719 sic@

                                                         cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                           cs_QuantityConfigUTRA(cpich_RSCP, pccpch_RSCP, omit),

                                                                           omit,

                                                                           omit), // @sic R5-101039 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           //@sic R5-105002 sic@

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_Explicit_DisableBSR_ReleasePHR(cs_DRX_Config_SF2560, infinity_)),  /* @sic R5s110176 BASELINE MOVING 2011, R5s110738 sic@ */

                                           omit);

  //------------------------------------------------

  //8.3.3.2, Step5, condition UTRAN-TDD

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_3_2_Step5_TDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                     PhysCellIdUTRA_TDD p_PhysCellIdUTRA_TDD) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f8,  //@sic Thomas R5-110719 sic@

                                                                                          cs_MeasObject_measObjectUTRA(p_EUTRA_DL_CarrierFreq, 0, omit, omit, { utra_TDD := p_PhysCellIdUTRA_TDD })),

                                                         omit,

                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,

                                                                                            cs_ReportConfig_reportConfigInterRAT_periodical(reportCGI, 1, ms1024, r1)),

                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f8, tsc_ReportConfigId_CGI),  //@sic Thomas R5-110719 sic@

                                                         cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                           cs_QuantityConfigUTRA(cpich_RSCP, pccpch_RSCP, omit),

                                                                           omit,

                                                                           omit), // @sic R5-101039 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           //@sic R5-105002 sic@

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_Explicit_DisableBSR_ReleasePHR(cs_DRX_Config_SF2560, infinity_)),  /* @sic R5-120272 sic@ */

                                           omit);
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