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Change 1

	Function
	f_TC_6_2_3_21_GERAN

	Reason for change
	In order for the SS/TTCN to support the IP and/or ICPM peer-level signalling at the IP layer. The SNDCP and DRBMUX must be configured right after the establishment of the PDP Context. Please refer to 36.523-3 – 4.4.2.1.2 and 4.4.2.1.3 for detail.

With the current TTCN implementation the test case will fails at PDP Context Activation procedure as the SS will fail to send an ICPMv6 Router Advertisment message upon reception of an ICPMv6 Router Solicitation message sent from the UE and there is no configuration of SNDCP and DRBMUX.

	Summary of change
	Set f_GERAN_ActivatePDPContext input parameter p_ConfigureSNDCP to true
Note:- the effect of setting the p_ConfigureSNDCP to true causes SNDCP to be configured and start the IP process to handle IPCMPv6 according the model GERAN IP test model as illustrated per 36.523-3 clause 4.4.2.1.2 

	Source of change
	LTE_IRAT\source\LTE_IRAT_Testsuite.ttcn


Before change:

	  function f_TC_6_2_3_21_GERAN ( ) runs on GERAN_PTC

  { /* Inter-RAT cell reselection / From GPRS Packet_Transfer (NC0 Mode) to E-UTRA */

    var integer i;

    timer t_Wait := 300.0; // value which is less than the guard timer, but UE should reply before this times out

    //* @desc Initialise all cells

    f_GERAN_Init (EUTRA_GERAN);

    // Create GERAN cell and broadcast modified System Information

    f_GERAN_CreateCell (geran_Cell24);

    // Active PDP context 2 on GERAN cell

    f_GERAN_Preamble (geran_Cell24);
    f_GERAN_ActivatePDPContext (geran_Cell24, -, false); // @sic R5s130833 sic@
    // in case the UE sends an XID once the bearer is established

    f_GERAN_LLC_XID (geran_Cell24, false);

    f_GERAN_TestBody_Set( true );

    //@siclog "Step 1 - 2" siclog@

    f_GPRS_SendDownlinkMsg(geran_Cell24, 1, cas_G_LLC_UnitData_Req(f_GERAN_TLLI_Get(geran_Cell24),

                                                                   tsc_LLCSapi_11,

                                                                   tsc_LLC_PM,

                                                                   px_GSM_CipheringOnOff,

                                                                   cs_PacketData));
     :

     :


After change :

	  function f_TC_6_2_3_21_GERAN ( ) runs on GERAN_PTC

  { /* Inter-RAT cell reselection / From GPRS Packet_Transfer (NC0 Mode) to E-UTRA */

    var integer i;

    timer t_Wait := 300.0; // value which is less than the guard timer, but UE should reply before this times out

    //* @desc Initialise all cells

    f_GERAN_Init (EUTRA_GERAN);

    // Create GERAN cell and broadcast modified System Information

    f_GERAN_CreateCell (geran_Cell24);

    // Active PDP context 2 on GERAN cell

    f_GERAN_Preamble (geran_Cell24);
    f_GERAN_ActivatePDPContext (geran_Cell24, -, true);
    // in case the UE sends an XID once the bearer is established

    f_GERAN_LLC_XID (geran_Cell24, false);

    f_GERAN_TestBody_Set( true );

    //@siclog "Step 1 - 2" siclog@

    f_GPRS_SendDownlinkMsg(geran_Cell24, 1, cas_G_LLC_UnitData_Req(f_GERAN_TLLI_Get(geran_Cell24),

                                                                   tsc_LLCSapi_11,

                                                                   tsc_LLC_PM,

                                                                   px_GSM_CipheringOnOff,

                                                                   cs_PacketData));
     :

     :        
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