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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-EUTRA-B2013-03_D14wk10’.
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3. Corrections

Change 1 – Correction to local function “fl_TC_9_2_1_2_14_Body”
	Record Name
	fl_TC_9_2_1_2_14_Body()

	Reason for change
	1.   At step 4 an ATTACH REJECT message is sent without Integrity protection and thus will be ignored by the UE (acc. to 24.301, clause 5.5.1.2.5). T3410 supervising the establishment of the attach procdure will consequently run out and the NAS signalling connection shall be released locally (acc. to TS 24.301, clause 5.5.1.2.6). Thereupon the UE will release its resources locally and the SS has to do the same.

2.   The subsequent Attach request in step 6 – after T3410 having elapsed - is to be expected at newly allocated resources.

	Summary of change
	1.   After step 4 the resources allocated at the SS side are released locally. 
2.   The subsequent Attach request in step  6 is expected at newly allocated resources. 

	Source of change
	NAS_Attach_EOnly.ttcn

	MCC160 comments
	


Before:
	  function fl_TC_9_2_1_2_14_Body() runs on EUTRA_PTC

  {

…

    //@siclog "Step 3" siclog@

    // UE initiate attach procedure and send ATTACH REQUEST

    // including a PDN CONNECTIVITY REQUEST message on cell B

    // RRC Connection Establishment, with Attach Request and PDN Connectivity

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType(tsc_EAttachType_Combined,

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                               cr_TAI( tsc_PLMN1, (tsc_TAC1) ),

                                                                                                               v_LAI,

                                                                                                               omit),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    //@siclog "Step 4" siclog@

    // The SS transmits an ATTACH REJECT message with EMM cause = "Not authorized for this CSG"

    // without integrity protection.

    SRB.send  ( cas_SRB1_NasPdu_REQ ( eutra_CellB,

                                      cs_TimingInfo_Now,

                                      cs_NAS_Request ( tsc_SHT_NoSecurityProtection,   // @sic R5s120367 sic@

                                                       cs_508_AttachReject ( cs_EMM_Cause_v(tsc_Cause_NotAuthorizedCSG),

                                                                             omit))));

    // VOID.  @sic R5-140762 sic@

    //@siclog "Step 5" siclog@

    //@siclog "Step 6" siclog@

    // Check: Does the UE transmit an ATTACH REQUEST message on Cell B after the expiry of timer T3410andT3411?

    // Note 1: IF UE initiate ATTACH procedure again, it can prove that this UE has discard

    //         the unprotected ATTACH REJECT message.

    // Note 2: Default value of T3410 is 15s; default value of T3411 is 10s.

    //         In this TC, the network will wait for total 30 seconds.

    t_Wait.start;

    f_Delay(v_T3410andT3411); //Wait for expiry of these first

    SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB, // @sic R5-140762 sic@

                                    cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                      cdr_ATTACH_REQUEST_AttachType(tsc_EAttachType_Combined,

                                                                                                    v_AdditionalUpdateType,

                                                                                                    f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                    cr_TAI( tsc_PLMN1, (tsc_TAC1) ),

                                                                                                    v_LAI,

                                                                                                    omit ),

                                                                      cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                      f_GetPdnType()))));  /* @sic R5-120721 change 3 sic@ */
    t_Wait.stop;

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    //@siclog "Step 7" siclog@
….

  


After:

	  function fl_TC_9_2_1_2_14_Body() runs on EUTRA_PTC

  {

…
    //@siclog "Step 3" siclog@

    // UE initiate attach procedure and send ATTACH REQUEST

    // including a PDN CONNECTIVITY REQUEST message on cell B

    // RRC Connection Establishment, with Attach Request and PDN Connectivity

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType(tsc_EAttachType_Combined,

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                               cr_TAI( tsc_PLMN1, (tsc_TAC1) ),

                                                                                                               v_LAI,

                                                                                                               omit),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    //@siclog "Step 4" siclog@

    // The SS transmits an ATTACH REJECT message with EMM cause = "Not authorized for this CSG"

    // without integrity protection.

    SRB.send  ( cas_SRB1_NasPdu_REQ ( eutra_CellB,

                                      cs_TimingInfo_Now,

                                      cs_NAS_Request ( tsc_SHT_NoSecurityProtection,   // @sic R5s120367 sic@

                                                       cs_508_AttachReject ( cs_EMM_Cause_v(tsc_Cause_NotAuthorizedCSG),

                                                                             omit))));

    f_EUTRA_RRC_ConnectionRelease_Local(eutra_CellB, f_EUTRA_GetNextSendOccasion(eutra_CellB)); // local release
    // VOID.  @sic R5-140762 sic@

    //@siclog "Step 5" siclog@

    //@siclog "Step 6" siclog@

    // Check: Does the UE transmit an ATTACH REQUEST message on Cell B after the expiry of timer T3410andT3411?

    // Note 1: IF UE initiate ATTACH procedure again, it can prove that this UE has discard

    //         the unprotected ATTACH REJECT message.

    // Note 2: Default value of T3410 is 15s; default value of T3411 is 10s.

    //         In this TC, the network will wait for total 30 seconds.

    t_Wait.start;

    f_Delay(v_T3410andT3411); //Wait for expiry of these first

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType(tsc_EAttachType_Combined,

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                               cr_TAI( tsc_PLMN1, (tsc_TAC1) ),

                                                                                                               v_LAI,

                                                                                                               omit ),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));  /* @sic R5-120721 change 3 sic@ */

    t_Wait.stop;
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    //@siclog "Step 7" siclog@
…



