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	Reason for change:
	Current TTCN implementation of test case 9.3.1.1.18 has a 30s timer at step 6. This time restriction is no longer mentioned in the prose (it was removed a long time ago by CR R5-112625).  

	
	

	Summary of change:
	 Removed  30s timer so that UE can transmit TAU request on cell B at a later time. 


	
	

	Consequences if not approved:
	A UE which takes more than 30s to scan EUTRAN bands and move to cell B may fail the test case.
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	Other comments:
	


Change 1 
	Function name
	fl_TC_9_3_1_18_EUTRA()

	Reason for change
	Current TTCN implementation of test case 9.3.1.1.18 has a 30s timer at step 6. This time restriction is no longer mentioned in the prose (it was removed a long time ago by CR R5-112625).  

	Summary of change
	Removed  30s timer so that UE can transmit TAU request on cell B at a later time. 


	TTCN module
	LTE_IWD_14wk10\LTE_IRAT\9_3\NAS_ServiceRequest_EOnly.ttcn

	MCC160 Comment
	


Before change: 

	...

  function fl_TC_9_3_1_18_Body() runs on EUTRA_PTC

  {

    . . .    

//@siclog "Step 5" siclog@

    f_EUTRA_SetCellPower(eutra_CellB, tsc_Suitable_NeighbourIntraFreq_CellRS_EPRE);

    t_WaitTimer.start;
    //+   Check: does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell B ?

    //@siclog "Step 6" siclog@

    //@sic R5-112625 sic@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_508_TAU_Request(v_EpsUpdate_TypeValue,

                                                                                    f_EUTRA_SecurityKSIasme_Get(),

                                                                                    cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                    v_AdditionalUpdateType)));

    t_WaitTimer.stop;    ...


After change: 

	...

  function fl_TC_9_3_1_18_Body() runs on EUTRA_PTC

  {

    . . .    

//@siclog "Step 5" siclog@

    f_EUTRA_SetCellPower(eutra_CellB, tsc_Suitable_NeighbourIntraFreq_CellRS_EPRE);

    //+   Check: does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell B ?

    //@siclog "Step 6" siclog@

    //@sic R5-112625 sic@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_508_TAU_Request(v_EpsUpdate_TypeValue,

                                                                                    f_EUTRA_SecurityKSIasme_Get(),

                                                                                    cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                    v_AdditionalUpdateType)));

       ...


