Page 1



3GPP TSG-RAN WG5 Testing 
(
 R5s140170
01 Jan – 31 Dec 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.523-3
	CR
	2037
	rev
	-
	Current version:
	11.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to GCF WI-154 IMS Emergency Call over EPS test case 11.2.2

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2014-03-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Template cr_QuotedStringOrToken calls a function fl_QuotedStringOrToken which returns a value. But, the template will not have memory to hold value returned and hence, return value of fl_QuotedStringOrToken need to assigned directly to a variable.
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	Other comments:
	


Change 1
	Reason for change
	Template cr_QuotedStringOrToken calls a function fl_QuotedStringOrToken which returns a value. But, the template will not have memory to hold value returned and hence, return value of fl_QuotedStringOrToken need to assigned directly to a variable.

	Summary of change
	Assign return value of fl_QuotedStringOrToken to the variable v_Displayname

	TTCN module
	Common/IMS/IMS_Procedures_CallControl.ttcn


	  function f_IMS_InviteRequest_MessageHeaderRX(template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                               template (present) SipUrl p_ExpectedCalleeUri,

                                               OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                               INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                               boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                               boolean p_A8 := pc_IMS_Geolocation,

                                               boolean p_A9 := false,

                                               boolean p_A11 := false)

    runs on IMS_PTC return template (present) MessageHeader

  { /* p_A3:          MTSI

       p_A8:          UE uses Geolocation header to provide its geographical location for emergency session setup, has obtained its location and is setting up an emergency session

       p_A9:          UE supports Session-ID

       p_A11:         INVITE for creating a video call and UE supports video media feature tag

       NOTE1: If SigComp shall be applied the param "comp=sigcomp" is optional for Via, Route and Contact

       NOTE2: condition A5 (re-INVITE within a dialog) is not considered yet and will have impact e.g. on checking of the From/To headers */

    /* @sic R5-133629: 100rel option tag shall always be included in INVITE; further option tags may be added => p_Supported replaced by p_AdditionalOptionTagsForSupported; Cleanup of functions for MO Call Setup sic@ */

    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5s140017 MCC160 implementation: checks for A_2_1_A5 sic@ */

    /* @sic R5-140799: additional parameter p_MessageHeader to deal with Reason header sic@ */

    var boolean v_IsGiba := f_IMS_PTC_SecurityScheme_IsGiba();  // => A1/A2

    var template (present) MessageHeader v_MessageHeader_Invite := p_MessageHeader;

    var template (present) RouteBody_List v_RouteBodyList;

    var IMS_ProtectedPorts_Type v_Protected;

    var template integer v_Port_us := *;

    var template integer v_Port_ps := *;

    var template charstring v_Displayname := *;

    var template (present) SipUrl v_SipUrlFrom := ?;    /* per default any SIP URI is accepted in the From header in the first place;

                                                           further checks may be applied in f_IMS_A_2_1_Invite_CommonChecks (depending on the conditions acc. to A.2.1 */

    var template (present) charstring v_MediaType := "application/sdp";

    var template (present) CallId v_CallId;

    var template (present) integer v_CSeqValue;

    var template (present) From v_From;

    var template (present) To v_To;

    var template SessionId v_SessionId;

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForSupported;

    if (p_Context == A_2_1_A6) {  // INVITE for creating an emergency session in case of no registration

      // Via, Route, Contact: ports to be used

      v_Port_us := ?;

      v_Port_ps := tsc_IMS_PortNumber_5060;

      // From: Display

      v_Displayname := cr_QuotedStringOrToken("Anonymous");     /* @sic R5s140005, R5-140901 sic@ */
    }

    else {

      // Via, Route, Contact: ports to be used

      if (not v_IsGiba or (p_Context == A_2_1_A7)) {

        v_Protected := f_IMS_PTC_Security_GetProtectedPorts();

        v_Port_us := v_Protected.Port_us;

        v_Port_ps := v_Protected.Port_ps;

      }

    }
……

……..


After change:

	  function f_IMS_InviteRequest_MessageHeaderRX(template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                               template (present) SipUrl p_ExpectedCalleeUri,

                                               OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                               INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                               boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                               boolean p_A8 := pc_IMS_Geolocation,

                                               boolean p_A9 := false,

                                               boolean p_A11 := false)

    runs on IMS_PTC return template (present) MessageHeader

  { /* p_A3:          MTSI

       p_A8:          UE uses Geolocation header to provide its geographical location for emergency session setup, has obtained its location and is setting up an emergency session

       p_A9:          UE supports Session-ID

       p_A11:         INVITE for creating a video call and UE supports video media feature tag

       NOTE1: If SigComp shall be applied the param "comp=sigcomp" is optional for Via, Route and Contact

       NOTE2: condition A5 (re-INVITE within a dialog) is not considered yet and will have impact e.g. on checking of the From/To headers */

    /* @sic R5-133629: 100rel option tag shall always be included in INVITE; further option tags may be added => p_Supported replaced by p_AdditionalOptionTagsForSupported; Cleanup of functions for MO Call Setup sic@ */

    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5s140017 MCC160 implementation: checks for A_2_1_A5 sic@ */

    /* @sic R5-140799: additional parameter p_MessageHeader to deal with Reason header sic@ */

    var boolean v_IsGiba := f_IMS_PTC_SecurityScheme_IsGiba();  // => A1/A2

    var template (present) MessageHeader v_MessageHeader_Invite := p_MessageHeader;

    var template (present) RouteBody_List v_RouteBodyList;

    var IMS_ProtectedPorts_Type v_Protected;

    var template integer v_Port_us := *;

    var template integer v_Port_ps := *;

    var template charstring v_Displayname := *;

    var template (present) SipUrl v_SipUrlFrom := ?;    /* per default any SIP URI is accepted in the From header in the first place;

                                                           further checks may be applied in f_IMS_A_2_1_Invite_CommonChecks (depending on the conditions acc. to A.2.1 */

    var template (present) charstring v_MediaType := "application/sdp";

    var template (present) CallId v_CallId;

    var template (present) integer v_CSeqValue;

    var template (present) From v_From;

    var template (present) To v_To;

    var template SessionId v_SessionId;

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForSupported;

    if (p_Context == A_2_1_A6) {  // INVITE for creating an emergency session in case of no registration

      // Via, Route, Contact: ports to be used

      v_Port_us := ?;

      v_Port_ps := tsc_IMS_PortNumber_5060;

      // From: Display

      //v_Displayname := cr_QuotedStringOrToken("Anonymous");     /* @sic R5s140005, R5-140901 sic@ */


 v_Displayname :=  fl_QuotedStringOrToken("Anonymous"); // 1122
    }
…….
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