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Change 1 
	Function name
	f_TC_6_2_3_16_EUTRA

	Reason for change
	At step 5 there is a check to see if the UE camps on cell 1 within a time interval of 60s from step 3. This time constraint has actually been removed from the test case specification following approval of CR GP-121233.

	Summary of change
	Removed the 60s timer to make TTCN compliant to the prose.

	TTCN module
	LTE_IWD_13wk49\LTE_IRAT\6_2\InterRat_CellReselection_GtoE.ttcn


Before change

   function f_TC_6_2_3_16_EUTRA ( ) runs on EUTRA_PTC

     { /* Inter-RAT Cell Reselection /from GSM_Idle to E-UTRA based on H_PRIO criteria */

     var boolean v_CSInOtherRAT := false;

     var float v_TimerValue;

     timer t_Wait60 := 60.0;
  //Initialise all cells, security and mobile parameters

     f_EUTRA_Init( c5 );//EUTRA-GERAN configuration

     f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell1, -80);

….

….

….

// Wait for GERAN re-configuration

    f_IRAT_WaitForCoOrd_Trigger ( GERAN );

//@siclog "Step 5" siclog@

//Check that UE camps on Cell 1 with the generic test procedure TS 36.508 subclause 6.4.2.7A

     t_Wait60.start; // @sic GP-120497 sic@

     f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, mo_Signalling);

     t_Wait60.stop;
     f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

     f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell1,

                                                                tsc_RRC_TI_Def,

                                                                v_CSInOtherRAT,

                                                                false,

                                                                false,

                                                                omit); // @sic R5-123734 sic@

}                                                                      
After change

function f_TC_6_2_3_16_EUTRA ( ) runs on EUTRA_PTC

  {/* Inter-RAT Cell Reselection /from GSM_Idle to E-UTRA based on H_PRIO criteria */

    var boolean v_CSInOtherRAT := false;

    var float v_TimerValue;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init( c5 );//EUTRA-GERAN configuration

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell1, -80);

….

….

….

// Wait for GERAN re-configuration

    f_IRAT_WaitForCoOrd_Trigger ( GERAN );

    //@siclog "Step 5" siclog@

    //Check that UE camps on Cell 1 with the generic test procedure TS 36.508 subclause 6.4.2.7A

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, mo_Signalling);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell1,

                                                                tsc_RRC_TI_Def,

                                                                v_CSInOtherRAT,

                                                                false,

                                                                false,

                                                                omit); // @sic R5-123734 sic@

}                                                                      

