TSG-RAN Meeting #64                                                                                                                             RP-140858
Sophia-Antipolis, France, June 10th – 13th 2014
Title
CRs to 36.211, 36.212 and 36.213 related to LTE-Phys
Source
TSG RAN WG1

Agenda Item
8.1.4
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	189
	-
	Rel-12
	CR on antenna port definitions
	F
	12.1.0
	R1-141895
	LTE-Phys, TEI12
	 

	36.211
	190
	1
	Rel-12
	Clarification of downlink subframes
	F
	12.1.0
	R1-142724
	LTE-Phys
	 

	36.212
	156
	-
	Rel-12
	Clarification on  UE antenna port based CRC masking
	F
	12.0.0
	R1-141740
	LTE-Phys, TEI12
	 

	36.212
	159
	-
	Rel-12
	Clarification of downlink subframes
	F
	12.0.0
	R1-142765
	LTE-Phys
	 

	36.212
	160
	-
	Rel-11
	Clarification on determination on soft buffer size
	D
	11.4.0
	R1-142766
	LTE-Phys
	 

	36.213
	459
	1
	Rel-12
	Clarification on PUCCH reporting type payload size
	F
	12.1.0
	R1-141894
	LTE-Phys
	 

	36.213
	460
	-
	Rel-11
	Clarification on  SRS colliding with PUCCH in the same cell when the UE is configured with multiple TAGs
	F
	11.6.0
	R1-142585
	LTE-Phys, TEI11
	 

	36.213
	461
	-
	Rel-12
	Clarification on  SRS colliding with PUCCH in the same cell when the UE is configured with multiple TAGs
	A
	12.1.0
	R1-142586
	LTE-Phys, TEI12
	 

	36.213
	462
	1
	Rel-12
	Clarification on SRS antenna switching
	F
	12.1.0
	R1-142770
	LTE-Phys, TEI12
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