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B.2.2
Common RRM requirements for an intra-band contiguous CA configuration

The requirements and test cases listed in Table B.2.2-1 are specified in [8].

Table B.2.2-1: Common RRM requirements for a single-band CA configuration independent of release
	Section / Clause
	Description

	7.1
	UE transmit timing

	7.7
	SCell Activation and Deactivation Delay for E-UTRA Carrier Aggregation

	7.8
	Interruptions with Carrier Aggregation

	8.2
	Capabilities for Support of Event Triggering and Reporting Criteria

	8.3
	Measurements for E-UTRA carrier aggregation

	8.4
	OTDOA RSTD Measurements for E-UTRAN carrier aggregation

	9.1.11
	Carrier aggregation measurement accuracy

	9.1.12
	Reference Signal Time Difference (RSTD) Measurement Accuracy Requirements for Carrier Aggregation

	A.8
	UE Measurements Procedures

	A.9
	Measurement Performance Requirements

	NOTE:
Only requirements and test cases in this table defined for intra-band contiguous carrier aggregation shall apply.


B.2.3
Common RRM requirements for an inter-band CA configuration

The requirements and test cases listed in Table B.2.3-1 are specified in [8].

Table B.2.3-1: Common RRM requirements for a band-combination CA configuration

	Section / Clause
	Description

	7.1
	UE transmit timing

	7.7
	SCell Activation and Deactivation Delay for E-UTRA Carrier Aggregation

	7.8
	Interruptions with Carrier Aggregation

	8.2
	Capabilities for Support of Event Triggering and Reporting Criteria

	8.3
	Measurements for E-UTRA carrier aggregation

	8.4
	OTDOA RSTD Measurements for E-UTRAN carrier aggregation

	9.1.11
	Carrier aggregation measurement accuracy

	9.1.12
	Reference Signal Time Difference (RSTD) Measurement Accuracy Requirements for Carrier Aggregation

	A.8
	UE Measurements Procedures

	A.9
	Measurement Performance Requirements

	NOTE:
Only requirements and test cases in this table defined for inter-band carrier aggregation shall apply.


