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	The First Change


4.2
Frame structure type 2
Frame structure type 2 is applicable to TDD. Each radio frame of length 
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The uplink-downlink configuration in a cell may vary between frames and controls in which subframes uplink or downlink transmissions may take place in the current frame. The uplink-downlink configuration in the current frame is obtained according to Section 13 in [4].

The supported uplink-downlink configurations are listed in Table 4.2-2 where, for each subframe in a radio frame, "D" denotes a downlink subframe reserved for downlink transmissions, "U" denotes an uplink subframe reserved for uplink transmissions and "S" denotes a special subframe with the three fields DwPTS, GP and UpPTS. The length of DwPTS and UpPTS is given by Table 4.2-1 subject to the total length of DwPTS, GP and UpPTS being equal to
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Uplink-downlink configurations with both 5 ms and 10 ms downlink-to-uplink switch-point periodicity are supported for uplink-downlink configurations 0-6. For uplink-downlink configuration 7, no switch-point periodicity is present.

· In case of 5 ms downlink-to-uplink switch-point periodicity, the special subframe exists in both half-frames.

· In case of 10 ms downlink-to-uplink switch-point periodicity, the special subframe exists in the first half-frame only.

Subframes 0 and 5 and DwPTS are always reserved for downlink transmission. UpPTS and the subframe immediately following the special subframe are always reserved for uplink transmission for uplink-downlink configuration 0-6. For uplink-downlink configuration 7, neither special subframe nor uplink transmission is present. 
Uplink-downlink configuration 7 is configured as a secondary cell only, for which case an FDD cell shall be configured as the primary cell.
<<< skip unchanged part >>>
Table 4.2-2: Uplink-downlink configurations

	Uplink-downlink 

configuration
	Downlink-to-Uplink 

Switch-point periodicity
	Subframe number

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	5 ms
	D
	S
	U
	U
	U
	D
	S
	U
	U
	U

	1
	5 ms
	D
	S
	U
	U
	D
	D
	S
	U
	U
	D

	2
	5 ms
	D
	S
	U
	D
	D
	D
	S
	U
	D
	D

	3
	10 ms
	D
	S
	U
	U
	U
	D
	D
	D
	D
	D

	4
	10 ms
	D
	S
	U
	U
	D
	D
	D
	D
	D
	D

	5
	10 ms
	D
	S
	U
	D
	D
	D
	D
	D
	D
	D

	6
	5 ms
	D
	S
	U
	U
	U
	D
	S
	U
	U
	D

	7
	-
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D


	The Next Change


6.9
Physical hybrid ARQ indicator channel

The PHICH carries the hybrid-ARQ ACK/NACK. Multiple PHICHs mapped to the same set of resource elements constitute a PHICH group, where PHICHs within the same PHICH group are separated through different orthogonal sequences. A PHICH resource is identified by the index pair 
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 is the PHICH group number and 
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For frame structure type 1, the number of PHICH groups 
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 is constant in all subframes and given by
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where 
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 is provided by higher layers. The index 
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For frame structure type 2, the number of PHICH groups may vary between subframes and is given by 
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  where 
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 is given by the expression above and 
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 is given by Table 6.9-1 with the uplink-downlink configuration provided by the higher-layer parameter subframeAssignment. The index 
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 in a subframe with non-zero PHICH resources ranges from 
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Table 6.9-1: The factor 
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 for frame structure type 2

	Uplink-downlink
configuration
	Subframe number 
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	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	2
	1
	0
	0
	0
	2
	1
	0
	0
	0

	1
	0
	1
	0
	0
	1
	0
	1
	0
	0
	1

	2
	0
	0
	0
	1
	0
	0
	0
	0
	1
	0

	3
	1
	0
	0
	0
	0
	0
	0
	0
	1
	1

	4
	0
	0
	0
	0
	0
	0
	0
	0
	1
	1

	5 and 7
	0
	0
	0
	0
	0
	0
	0
	0
	1
	0

	6
	1
	1
	0
	0
	0
	1
	1
	0
	0
	1
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