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	Reason for change:
	Extended RLC LI field of 15 bits for AM DRBs was introduced by CR0190r1 (TS36.306), CR1520r1 (TS36.331), CR0099r1 (TS36.322) in REL-12. However, with the introduction of extended RLC LI field the description of LI field in section 6.2.2.5 does not properly reflect its configuration options acc. to RRC ASN.1:
· LI field of either 11 bits or 15 bits is only configurable for RLC AM and not for RLC UM;


	
	

	Summary of change:
	The description of LI field in section 6.2.2.5 has been corrected as follows:
Length: 11 bits for RLC UM, 11 bits or 15 bits for RLC AM. The length of the LI field for RLC AM is configured by upper layers.
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	The description of LI field in section 6.2.2.5 does not properly reflect its configuration options acc. to RRC ASN.1.
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 6.2.2.5
Length Indicator (LI) field

Length: 11 bits for RLC UM, 11 bits or 15 bits for RLC AM. The length of the LI field for RLC AM is configured by upper layers.
The LI field indicates the length in bytes of the corresponding Data field element present in the RLC data PDU delivered/received by an UM or an AM RLC entity. The first LI present in the RLC data PDU header corresponds to the first Data field element present in the Data field of the RLC data PDU, the second LI present in the RLC data PDU header corresponds to the second Data field element present in the Data field of the RLC data PDU, and so on. The value 0 is reserved.
End
