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3.2
Symbols

For the purposes of the present document, the following symbols apply:


Roll-off factor

β
Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel
BWChannel
Channel bandwidth 

BWChannel_CA
Aggregated channel bandwidth, expressed in MHz. BWChannel_CA= Fedge_high- Fedge_low.
BWChannel,block
Sub-block bandwidth, expressed in MHz. BWChannel,block= Fedge,block,high- Fedge,block,low.
BWConfig
Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.

CA_X
Intra-band contiguous CA of component carriers in one sub-block within band X where X is the applicable E-UTRA operating band

CA_X-X
Intra-band non-contiguous CA of component carriers in two sub-blocks within band X where X is the applicable E-UTRA operating band 
CA_X-Y
Inter-band CA of component carrier(s) in one sub-blocks within band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating bands 
CA_X-X-Y
CA of component carriers in two sub-blocks within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating bands
f
Frequency 

(f
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement

FC
Carrier centre frequency
FC,block, high
Centre frequency of the highest transmitted/received carrier in a sub-block.

FC,block, low
Centre frequency of the lowest transmitted/received carrier in a sub-block.
FC_high 
The carrier centre frequency of the highest carrier, expressed in MHz.
FC_low 
The carrier centre frequency of the lowest carrier, expressed in MHz.

Fedge_low 
The lower edge of aggregated channel bandwidth, expressed in MHz. Fedge_low = FC_low - Foffset.
Fedge_high 
The upper edge of aggregated channel bandwidth, expressed in MHz. Fedge_high = FC_high + Foffset. 

Fedge,block,low 
The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset.
Fedge,block,high 
The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset.
Foffset 
Frequency offset from FC_high to the upper edge or from F C,block, high to the upper sub-block edge, FC_low to the lower edge or from FC,block, low to the lower sub-block edge.
Ffilter
Filter centre frequency

f_offset 
Separation between the channel edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement
EA: 
EPRE (energy per resource element) of PDSCH REs (resource elements) type A, i.e. REs in OFDM symbols that do not include reference symbols

EB: 
EPRE of PDSCH REs type B, i.e. REs in OFDM symbols that include reference symbols

ERS:
EPRE of reference symbols REs
FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band
NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN
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Physical layer cell identity
NCS
Number of Cyclic shifts for preamble generation in PRACH

NRB
Transmission bandwidth configuration, expressed in units of Resource Blocks
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Downlink bandwidth configuration, expressed in multiples of 
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NUL 
Uplink EARFCN 
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Resource block size in the frequency domain, expressed as a number of subcarriers 
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System frame number
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Physical resource block number
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Radio network temporary identifier
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Slot number within a radio frame
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Antenna port number

Pd
Probability of PRACH preamble detection 
Pfa
Total probability of false detection of the PRACH preamble

Pout
Output power 

PEM,N
Declared emission level for channel N 
PEM,B32,ind
Declared emission level in Band 32, ind=a, b, c, d, e
Pmax
Maximum total output power 

Pmax, c
Maximum carrier output power
PREFSENS
Reference sensitivity power level
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Code word number 

TA
Timing advance command, as defined in [16]
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Basic time unit, as defined in [12]
Wgap
Sub-block gap or inter RF bandwidth gap size
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Maximum radio bandwith  

I nter  RF  bandwidth gap  

BW RF  of Band X  

B and X DL frequency range  

B and Y DL frequency range  

BW RF  of Band Y  

BW RF  edge  

Total RF  bandwidth  =  BW RF  of Band X  +  BW RF  of Band Y    


Figure 3.2-1 Illustration of maximum radio bandwidth and Total RF bandwidth for Multi-band Base Station
----------------------------- NEXT SECTION ------------------------

5.5
Operating bands

E-UTRA is designed to operate in the operating bands defined in Table 5.5-1.

Table 5.5-1 E-UTRA operating bands
	E-UTRA Operating Band
	Uplink (UL) operating band BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	6
(NOTE 1)
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	FDD

	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	FDD

	16
	Reserved
	
	
	Reserved
	
	
	FDD

	17
	704 MHz
	
	716 MHz
	734 MHz
	
	746 MHz
	FDD

	18
	815 MHz 
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz 
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	21
	1447.9 MHz 
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	22
	3410 MHz
	–
	3490 MHz
	3510 MHz
	–
	3590 MHz
	FDD

	23
	2000 MHz 
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	24
	1626.5 MHz
	–
	1660.5 MHz
	1525 MHz
	–
	1559 MHz
	FDD

	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	FDD

	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	FDD

	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	29
	N/A
	717 MHz
	–
	728 MHz
	FDD

	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	FDD
(Note 2)

	31
	452.5 MHz
	–
	457.5 MHz
	462.5 MHz
	–
	467.5 MHz
	FDD

	32
	N/A
	
	
	1452 MHz
	–
	1496 MHz
	FDD
(NOTE 2)

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	TDD

	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD

	41
	2496 MHz 
	–
	2690 MHz
	2496 MHz 
	–
	2690 MHz
	TDD

	42
	3400 MHz 
	–
	3600 MHz
	3400 MHz 
	–
	3600 MHz
	TDD

	43
	3600 MHz 
	–
	3800 MHz
	3600 MHz 
	–
	3800 MHz
	TDD

	44
	703 MHz
	–
	803 MHz
	703 MHz
	–
	803 MHz
	TDD

	NOTE 1:
Band 6 is not applicable. 

NOTE 2: 
Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


E-UTRA is designed to operate for the carrier aggregation bands defined in Tables 5.5-2 to 5.5-4.

Table 5.5-2. Intra-band contiguous carrier aggregation bands

	CA Band
	E-UTRA operating band

	
	

	CA_1
	1

	CA_3
	3

	CA_7
	7

	CA_12
	12

	CA_23
	23

	CA_27
	27

	CA_38
	38

	CA_39
	39

	CA_40
	40

	CA_41
	41


Table 5.5-3. Inter-band carrier aggregation bands (two bands)
	CA Band
	E-UTRA operating bands

	
	

	CA_1-5
	1

	
	5

	CA_1-8
	1

	
	8

	CA_1-11
	1

	
	11

	CA_1-18
	1

	
	18

	CA_1-19
	1

	
	19

	CA_1-20
	1

	
	20

	CA_1-21
	1

	
	21

	CA_1-26
	1

	
	26

	CA_2-4
	2

	
	4

	CA_2-4-4
	2

	
	4

	CA_2-5
	2

	
	5

	CA_2-12
	2

	
	12

	CA_2-13
	2

	
	13

	CA_2-2-13
	2

	
	13

	CA_2-17
	2

	
	17

	CA_2-29
	2

	
	29

	CA_2-30
	2

	
	30

	CA_3-5
	3

	
	5

	CA_3-7
	3

	
	7

	CA_3-8
	3

	
	8

	CA_3-19
	3

	
	19

	CA_3-20
	3

	
	20

	CA_3-26
	3

	
	26

	CA_3-27
	3

	
	27

	CA_3-28
	3

	
	28

	CA_4-5
	4

	
	5

	CA_4-7
	4

	
	7

	CA_4-12
	4

	
	12

	CA_4-4-12
	4

	
	12

	CA_4-13
	4

	
	13

	CA_4-4-13
	4

	
	13

	CA_4-17
	4

	
	17

	CA_4-27
	4

	
	27

	CA_4-29
	4

	
	29

	CA_4-30
	4

	
	30

	CA_5-7
	5

	
	7

	CA_5-12
	5

	
	12

	CA_5-17
	5

	
	17

	CA_5-25
	5

	
	25

	CA_5-30
	5

	
	30

	CA_7-20
	7

	
	20

	CA_7-28
	7

	
	28

	CA_8-20
	8

	
	20

	CA_8-40
	8

	
	40

	CA_11-18
	11

	
	18

	CA_12-25
	12

	
	25

	CA_12-30
	12

	
	30

	CA_19-21
	19

	
	21

	CA_20-32
	20

	
	32

	CA_23-29
	23

	
	29

	CA_29-30
	29

	
	30

	CA_39-41
	39

	
	41

	CA_41-42
	41

	
	42


Table 5.5-3A. Inter-band carrier aggregation bands (three bands)
	CA Band
	E-UTRA operating bands

	
	

	CA_1-19-21
	1

	
	19

	
	21

	CA_2-4-5
	2

	
	4

	
	5

	CA_2-4-12
	2

	
	4

	
	12

	CA_2-4-13
	2

	
	4

	
	13

	CA_2-5-12
	2

	
	5

	
	12

	CA_2-5-30
	2

	
	5

	
	30

	CA_2-12-30
	2

	
	12

	
	30

	CA_2-29-30
	2

	
	29

	
	30

	CA_3-7-20
	3

	
	7

	
	20

	CA_4-5-12
	4

	
	5

	
	12

	CA_4-5-30
	4

	
	5

	
	30

	CA_4-12-30
	4

	
	12

	
	30

	CA_4-29-30
	4

	
	29

	
	30


	Table 5.5-4. Intra-band non-contiguous carrier aggregation bands (with two sub-blocks)
CA Band
	E-UTRA operating band

	
	

	CA_2-2
	2

	CA_3-3
	3

	CA_4-4
	4

	CA_7-7
	7

	CA_23-23
	23

	CA_25-25
	25

	CA_41-41
	41

	CA_42-42
	42
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Total RF bandwidth = BWRF of Band X + BWRF of Band Y
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