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	Reason for change:
	After the implementation of CR R5-140985,check for IE “CS Call Type” in the Cell Update message is added. According to 25.331 cl. 8.3.1.3 & 10.2.7, if the UE supports HS-DSCH reception in CELL_FACH state, then it will include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE. Since the added check does not handle this IE, the test case will fail on all Rel-7 and later devices reporting this IE.

	
	

	Summary of change:
	The IE “HS-PDSCH in CELL_FACH” in the Cell Update message is added to be checked.

	
	

	Consequences if not approved:
	Rel-7 or later UE will fail the test case.
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	Other comments:
	


1 Corrections to 8.3.1.40
1.1 Testcase 8.3.1.40
	Object name 
	cdr_CellUpdateEstCause_CS_CallType

	Reason for change
	After the implementation of CR R5-140985,check for IE “CS Call Type” in the Cell Update message is added. According to 25.331 cl. 8.3.1.3 & 10.2.7, if the UE supports HS-DSCH reception in CELL_FACH state, then it will include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE. Since the added check does not handle this IE, the test case will fail on all Rel-7 and later devices reporting this IE.

	Summary of change
	The IE “HS-PDSCH in CELL_FACH” in the Cell Update message is added to be checked.

	Source of change
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