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8.1.5.4
Test description

The test has two test points with time delays starting at 32 TS and 5008 TS, respectively. In this test case, there are three cells, Cell 1, Cell 2 and Cell 3, on the same RF channel. Cell 1 is the PCell on which UE Rx-Tx is measured. Cell 2 and Cell 3 are the interfering cells. A non-MBSFN ABS pattern is configured in each of the Cell 2 and Cell 3 during the entire test. The tested UE is connected to the PCell and configured to transmit SRS signals periodically. The SRS configuration is provided to the UE before the measurement starts. The UE is configured to report UE Rx–Tx time difference measurement. The test equipment measures the transmit timing of the UE using the transmitted SRS. The test equipment then compares this timing to the UE Rx-Tx measurement reported by the UE. The UE is configured by higher layers via Cell 1 with a time-domain measurement resource restriction pattern for performing E-UTRAN FDD intra-frequency measurements on PCell. The UE is also provided via higher layers with the CRS assistance information for Cell 2. The information for both measurement patterns and the CRS assistance information shall be provided via RRC to the UE before the measurement starts.

8.1.5.4.1
Initial conditions

Test Environment: Normal as defined in TS 36.508 [18] clause 4.1.

Frequencies to be tested: According to TS 36.521-1 [24] Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [18] Annex A figure A.54 (without faders).

2. Propagation conditions are set according to clause 4.6.2.1.

3. Message contents are defined in clause 8.1.5.4.3.

4. Cell 1 is the serving cell. Cell 1 is the cell used for connection setup with the power levels set according to TS 36.521-3 [25] clauses C.0 and C.1 for this test. Cell 2 and Cell 3 are the neighbour cells. All cells are on the same RF channel. Cell 3 in the test is the Cell 4 defined in clause 4.7.1

Table 8.1.5.4.1-1: General test parameters for FDD UE Rx–Tx time difference measurement under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	Serving cell (PCell)
	
	Cell 1
	The measured cell

	Neighbour cell
	
	Cell 2 and Cell 3
	Cell 2 is the first interfering cell to Cell 1, whilst Cell 3 is the second interfering cell to Cell 1.

	ABS transmission configuration
	
	Non-MBSFN ABS
	As defined in TS 36.521-3 [25] Table C.3.1.2-1.

	E-UTRA RF Channel Number
	
	1
	One FDD carrier frequency is used

	Downlink Channel Bandwidth (BWchannel)
	MHz
	10
	For all cells in the test

	CP length
	
	Normal
	For all cells in the test

	DRX
	
	
	OFF

	Time offset between cells
	(s
	Cell 2 offset with respect to Cell 1: 3

Cell 3 offset with respect to Cell 1: 2
	Three synchronous cells

	Physical cell ID PCI
	
	(PCIcell1 - PCIcell2 )mod6 =0
(PCIcell1 - PCIcell3 )mod6 !=0
PCIcell1 not equal to PCIcell2
	Cell PCIs are selected so that all conditions are met

	ABS pattern
	
	‘1000000010000000100000001000000010000000’
	Non-MBSFN ABS. FDD ABS Pattern Info IE, as defined in TS 36.423 [35], clause 9.2.54. 

The first/leftmost bit corresponds to the subframe #0 of a radio frame satisfying SFN mod 40 = 0. No MBSFN subframes are configured in the ABS subframes. Configured in Cell 2 and Cell 3 during the testing.

	Time-domain measurement resource restriction pattern for PCell measurements
	
	‘1000000010000000100000001000000010000000’
	Configured for measurements on Cell 1.

	CRS assistance information
	physCellId
	
	see PCI conditions above
	The CRS assistance information is provided for Cell 2 and Cell 3 in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation one Frame=’000000’.

	
	antennaPortsCount
	
	1
	

	
	mbsfn-SubframeConfigList
	
	oneFrame = ‘000000’
	


---------------------------------- NEXT CHANGED SECTION -----------------------------
8.1.6.4
Test description

The test has two test points with time delays starting at 32 TS and 5008 TS, respectively. In this test case, there are three cells, Cell 1, Cell 2 and Cell 3, on the same RF channel. Cell 1 is the PCell on which UE Rx-Tx is measured. Cell 2 and Cell 3 are the interfering cells. A non-MBSFN ABS pattern is configured in each of the Cell 2 and Cell 3 during the entire test. The tested UE is connected to the PCell and configured to transmit SRS signals periodically. The SRS configuration is provided to the UE before the measurement starts. The UE is configured to report UE Rx–Tx time difference measurement. The test equipment measures the transmit timing of the UE using the transmitted SRS. The test equipment then compares this timing to the UE Rx-Tx measurement reported by the UE. The UE is configured by higher layers via Cell 1 with a time-domain measurement resource restriction pattern for performing E-UTRAN FDD intra-frequency measurements on PCell. The UE is also provided via higher layers with the CRS assistance information for Cell 2. The information for both measurement patterns and the CRS assistance information shall be provided via RRC to the UE before the measurement starts.

8.1.6.4.1
Initial conditions

Test Environment: Normal as defined in TS 36.508 [18] clause 4.1.

Frequencies to be tested: According to TS 36.521-1 [24] Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [18]Annex A Figure A.54 (without faders).

2. Propagation conditions are set according to clause 4.6.2.1.

3. Message contents are defined in clause 8.1.6.4.3.

4. Cell 1 is the serving cell. Cell 1 is the cell used for connection setup with the power levels set according to TS 36.521-3 [25] clauses C.0 and C.1 for this test. Cell 2 and Cell 3 are the neighbour cells. All cells are on the same RF channel. Cell 3 in the test is the Cell 4 defined in clause 4.7.1

Table 8.1.6.4.1-1: General test parameters for TDD UE Rx–Tx time difference measurement under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	Serving cell (PCell)
	
	Cell 1
	Cell to be measured 

	Neighbour cell
	
	Cell 2 and Cell 3
	Cell 2 is the first interfering cell to Cell 1, whilst Cell 3 is the second interfering cell to Cell 1.

	ABS transmission configuration
	
	Non-MBSFN ABS
	As defined in TS 36.521-3 [25] Table C.3.1.2.1-1

	E-UTRA RF Channel Number
	
	1
	One TDD carrier frequency is used

	Downlink Channel Bandwidth (BWchannel)
	MHz
	10
	For all cells in the test

	CP length
	
	Normal
	For all cells in the test

	Special subframe configuration
	
	6
	For all cells in the test. For special subframe configurations see Table 4.2-1 in TS 36.211.

	Uplink/downlink subframe configuration
	
	1
	For all cells in the test. For uplink-downlink subframe configurations see Table 4.2-2 in [16].

	DRX
	
	
	OFF

	Time offset between cells
	(s
	Cell 2 offset with respect to Cell 1: 3

Cell 3 offset with respect to Cell 1: 2
	Three synchronous cells

	Physical cell ID PCI
	
	(PCIcell1 - PCIcell2 )mod6 =0
(PCIcell1 - PCIcell3 )mod6 !=0
PCIcell1 not equal to PCIcell2
	Cell PCIs are selected so that all conditions are met

	ABS pattern
	
	‘00000000010000000001’
	Non-MBSFN ABS. TDD ABS Pattern Info IE, as defined in TS 36.423 [35], clause 9.2.54. 
The first/leftmost bit corresponds to the subframe #0 of a radio frame satisfying SFN mod 20 = 0. No MBSFN subframes are configured in the ABS subframes. Configured in Cell 2 and Cell 3 during the testing.

	Time-domain measurement resource restriction pattern for serving cell measurements
	
	‘00000000010000000001’
	Configured for measurements on Cell 1.

	CRS assistance information
	physCellId
	
	see PCI conditions above
	The CRS assistance information is provided for Cell 2 and Cell 3 in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation one Frame=’000000’.

	
	antennaPortsCount
	
	1
	

	
	mbsfn-SubframeConfigList
	
	oneFrame = ‘000000’
	


