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	Reason for change:
	When the DCH channel is configured, the network can specify freely which cell should provide the TPI feedback. However, when HS-DSCH is configured, the source of the TPI feedback is limited only to the serving cell. With Multiflow operation, in addition to the serving cell there can be an assisting serving cell on the same frequency, and transmission of the TPI feedback from which allows for more reliable reception of the UL control channels at the assisting Node B.
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	Other comments:
	


9.2.2.131
UL CLTD Information

The UL CLTD Information IE defines the parameters used for UL CLTD operation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	S-DPCCH Power Offset Information
	M
	
	9.2.2.137
	

	C-ID
	C-DCHorMultiflow
	
	9.2.1.6
	

	UL CLTD Activation Information
	O
	
	9.2.2.138
	


	Condition
	Explanation

	DCHorMultiflow
	The IE shall be present if there is no serving E-DCH RL or HS-DSCH RL configuration in the concerned UE context. If the Multiflow operation is configured, then this IE may indicate the Multiflow assisting serving cell.


***** NEXT CHANGED SECTION *****
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

***** CONTENT PARTIALLY OMITTED *****
UL-CLTD-Information ::= SEQUENCE {


sDPCCH-PowerOffsetInformation

SDPCCH-PowerOffsetInformation,


c-ID







C-ID






OPTIONAL,

-- The IE shall be present if there is no serving E-DCH RL or HS-DSCH RL configuration in the concerned UE Context.


uL-CLTD-Activation-Information 

UL-CLTD-Activation-Information
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-CLTD-Info-ExtIEs } }

OPTIONAL,


...

}

