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4.3.4
Physical layer parameters

<< skip unchanged part >>
4.3.4.X
enhanced-4TxCodebook-r12
This field defines whether the UE supports enhanced 4Tx codebook as specified in TS 36.211 [17].

4.3.4.Y
pusch-FeedbackMode-r12
This field defines whether the UE supports PUSCH feedback mode 3-2 as specified in TS 36.213 [X].
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4.3.Z
MAC parameters

4.3.Z.1
longDRX-Command-r12
This field defines whether the UE supports Long DRX Command MAC Control Element as specified in TS 36.321 [4]. It is mandatory for UEs of this release of the specification.
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7
Conditionally Mandatory features

7.1
Access control features

7.1.1
SSAC

It is mandatory to support Service Specific Access Control subject to common and per PLMN access barring parameters as specified in TS 36.331 [5, 5.3.3.10] for UEs which are IMS voice capable in LTE.

7.1.2
CSFB Access Barring Control

It is mandatory to support CSFB Access Barring Control subject to common and per PLMN access barring parameters as specified in TS 36.331 [5, 5.3.3.2] for UEs which are supporting CSFB to UTRA or GERAN.

7.1.3
Extended Access Barring

It is mandatory to support Extended Access Barring check as specified in TS 36.331 [5, 5.3.3.12] for UEs which are supporting an access subject to Extended Access Barring.
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