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	Reason for change:
	In the Test 2 of the RSTD CA measurement reporting delay test cases, the requirement that Cell 3 may be the RSTD measurement reference cell cannot be tested.

In Test 2, the UE shall perform and report the RSTD measurements from Cell 1 and Cell 2 (or Cell 3), …
During the testing in RAN 5, the RESET UE POSITIONING STORED INFORMATION command is used and this command instructs the UE that it SHALL make the RSTD reference cell the same as the Assistance Data reference cell, therefore the RSTD reference cell cannot be Cell 3 as the Assistance Data reference cell is Cell 2.

	
	

	Summary of change:
	The requirement that Cell 3 may be the RSTD measurement reference cell is removed.

	
	

	Consequences if not approved:
	Requirement cannot be tested.
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	A.8.17.1.2, A.8.17.2.2
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	Other comments:
	Isolated impact analysis:

These changes only correct the test requirements and have no effect on the UE performance requirements.


A.8.17.1.2
Test Requirements

The RSTD measurement time fulfils the requirements specified in Clause 8.4.

In Test 1, the UE shall perform and report the RSTD measurements from Cell 2 and Cell 3 within 2560 ms starting from the beginning of time interval T2.

In Test 2, the UE shall perform and report the RSTD measurements from Cell 1 and Cell 2, and  RSTD measurements from Cell 2 and Cell 3 within 4960 ms starting from the beginning of time interval T2.

The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported RSTD measurement for each correct event shall be within the RSTD reporting range specified in Clause 9.1.10.3, i.e., between RSTD_0000 and RSTD_12711.

NOTE:
The RSTD measurement times in the tests are derived from the following expression, 
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=8 and 
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=16  for Test 1, and 
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=16 for Test 2. For Test 1, the 
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 parameters specified in Clause 8.1.2.5.1, Table 8.1.2.5.1-1, under Note 1, which gives the total RSTD measurement time of 2560 ms for Cell 3 with respect to the reference cell Cell 2. For Test 2, the 
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 parameters are specified in Clause 8.1.2.6.1, Table 8.1.2.6.1-1, under Note 1, which gives the total RSTD measurement time of 4960 ms for reporting the RSTD measurements of Cell 1 and Cell 3 with respect to the reference cell Cell 2.

NEXT CHANGES
A.8.17.2.2
Test Requirements

The RSTD measurement time fulfils the requirements specified in Clause 8.4.

In Test 1, the UE shall perform and report the RSTD measurements from Cell 2 and Cell 3 within 2560 ms starting from the beginning of time interval T2.

In Test 2, the UE shall perform and report the RSTD measurements from Cell 1 and Cell 2, and  RSTD measurements from Cell 2 and Cell 3 within 4960 ms starting from the beginning of time interval T2.

The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported RSTD measurement for each correct event shall be within the RSTD reporting range specified in Clause 9.1.10.3, i.e., between RSTD_0000 and RSTD_12711.

NOTE:
The RSTD measurement times in the tests are derived from the following expression, 
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=16  for Test 1, and 
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=16 and 
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=16 for Test 2. For Test 1, the 
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 parameters specified in Clause 8.1.2.5.1, Table 8.1.2.5.1-1, under Note 1, which gives the total RSTD measurement time of 2560 ms for Cell 3 with respect to the reference cell Cell 2. For Test 2, the 
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 parameters are specified in Clause 8.1.2.6.1, Table 8.1.2.6.1-1, under Note 1, which gives the total RSTD measurement time of 4960 ms for reporting the RSTD measurements of Cell 1 and Cell 3 with respect to the reference cell Cell 2.
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