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5.5A

Operating bands for CA

E-UTRA carrier aggregation is designed to operate in the operating bands defined in Tables 5.5A-1 and 5.5A-2.

Table 5.5A-1: Intra-band contiguous CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	CA_3
	3
	1710MHz
	–
	1785MHz
	1805MHz
	–
	1880MHz
	FDD

	CA_7
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	CA_23
	23
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	CA_27
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	FDD

	CA_38
	38
	2570 MHz
	–
	2620 MHz
	2570 MHz
	–
	2620 MHz
	TDD

	CA_39
	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	CA_40
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD

	CA_41
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	CA_42
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


Table 5.5A-2: Inter-band CA operating bands (two bands)

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-3
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	CA_1-5
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_1-7
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_1-8
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_1-11
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	

	CA_1-18
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	

	CA_1-19
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_1-20
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_1-21
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_1-26
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	

	CA_1-42
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	CA_2-4
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	CA_2-4-4
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	CA_2-5
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_2-12
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_2-13
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_2-2-13
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_2-17
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_2-29
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	CA_2-30
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_3-5
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_3-7
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_3-8
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_3-19
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_3-20
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_3-26
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	

	CA_3-27
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	

	CA_3-28
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

	CA_4-5
	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz
	–
	2155 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_4-7
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_4-12
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_4-4-12
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_4-13
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_4-4-13
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_4-17
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_4-27
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	

	CA_4-29
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	CA_4-30
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_5-7
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_5-12
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_5-17
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_5-25
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	

	CA_5-30
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_7-20
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_7-28
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

	CA_8-11
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	

	CA_8-20
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_8-40
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD

	CA_11-18
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	

	CA_12-25
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	

	CA_12-30
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_18-28
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	
	28
	703 MHz
	–
	733 MHz
	758 MHz
	–
	788 MHz
	

	CA_19-21
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_19-42
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	CA_20-32
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	
	32
	N/A
	1452 MHz
	–
	1496 MHz
	

	CA_23-29
	23
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	CA_29-30
	29
	N/A
	717 MHz
	–
	728 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_39-41
	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	

	CA_41-42
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	


Table 5.5A-2a: Inter-band CA operating bands (three bands)

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	
	
	
	
	
	
	
	
	

	CA_1-3-5
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_1-3-8
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_1-3-19
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_1-3-20
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_1-5-7
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_1-7-20
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_1-19-21
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_2-4-5
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_2-4-12
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_2-4-13
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_2-5-12
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_2-5-30
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_2-12-30
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_2-29-30
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_3-7-20
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_4-5-12
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_4-5-30
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_4-12-30
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_4-29-30
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	


Table 5.5A-3: Intra-band non-contiguous CA operating bands (with two sub-blocks)

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_2-2
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	CA_3-3
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	CA_4-4
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	CA_7-7
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	CA_23-23
	23
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	CA_25-25
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	CA_41-41
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	CA_42-42
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


5.5B

Operating bands for UL-MIMO

< text omitted >
5.6A.1
Channel bandwidths per operating band for CA

The requirements for carrier aggregation in this specification are defined for carrier aggregation configurations with associated bandwidth combination sets. For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class. For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class.

For each carrier aggregation configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.

Requirements for intra-band contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.6A.1-1. Requirements for inter-band carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.6A.1-2 and Table 5.6A.1-2a. Requirements for intra-band non-contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.6A.1-3.

The DL component carrier combinations for a given CA configuration shall be symmetrical in relation to channel centre unless stated otherwise in Table 5.6A.1-1, Table 5.6A.1-2 and Table 5.6A.1-2a.

Table 5.6A.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_1C
	15
	15
	
	40
	0

	
	20
	20
	
	
	

	CA_3C
	5, 10, 15
	20
	
	40
	0

	
	20
	5, 10, 15, 20
	
	
	

	CA_7C
	15
	15
	
	40
	0

	
	20
	20
	
	
	

	
	10
	20
	
	40
	1

	
	15
	15, 20
	
	
	

	
	20
	10, 15, 20
	
	
	

	CA_12B
	5
	5, 10
	
	15
	0

	CA_23B
	10
	10
	
	20
	0

	
	5
	15
	
	
	

	CA_27B
	1.4, 3, 5
	5
	
	13
	0

	
	1.4, 3
	10
	
	
	

	
	
	
	
	
	

	CA_38C
	15
	15
	
	40
	0

	
	20
	20
	
	
	

	CA_39C
	5,10,15
	20
	
	35
	0

	
	20
	5, 10, 15
	
	
	

	CA_40C
	10
	20
	
	40
	0

	
	15
	15
	
	
	

	
	20
	10, 20
	
	
	

	
	10, 15
	20
	
	40
	1

	
	15
	15
	
	
	

	
	20
	10, 15, 20
	
	
	

	CA_41C
	10
	20
	
	40
	0

	
	15
	15, 20
	
	
	

	
	20
	10, 15, 20
	
	
	

	
	5, 10
	20
	
	40
	1

	
	15
	15, 20
	
	
	

	
	20
	5, 10, 15, 20
	
	
	

	CA_40D
	10, 15, 20
	20
	20
	60
	0

	
	20
	10, 15
	20
	
	

	
	20
	20
	10, 15
	
	

	CA_41D
	10
	20
	15
	60
	0

	
	10
	15, 20
	20
	
	

	
	15
	20
	10, 15
	
	

	
	15
	10, 15, 20
	20
	
	

	
	20
	15, 20
	10
	
	

	
	20
	10, 15, 20
	15, 20
	
	

	CA_42C
	5, 10, 15, 20
	20
	
	40
	0

	
	20
	5, 10, 15
	
	
	

	NOTE 1:
The CA configuration refers to an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal


Table 5.6A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-5A
	1
	
	
	
	Yes
	
	
	20
	0

	
	5
	
	
	
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-11A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-18A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	18
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-20A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-26A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-42C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	42
	See CA_42C in Table 5.6A.1-1
	
	

	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A-4A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	4
	See CA_4A-4A in Table 5.6A.1-3
	
	

	CA_2A-5A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_2A-12B
	2
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	12
	See CA_12B in Table 5.6A.1-1
	
	

	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	13
	
	
	
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-2A-13A
	2
	See CA_2A-2A in Table 5.6A.1-3
	50
	0

	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-17A
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-29A
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-30A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	
	Yes
	
	
	20
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3A-7C
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	7
	See CA_7C in table 5.6A.1-1
	
	

	CA_3C-7A
	3
	See CA_3C in table 5.6A.1-1
	60
	0

	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-8A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	
	Yes
	
	
	20
	1

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3A-19A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-26A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	3
	
	
	Yes
	Yes
	
	
	20
	1

	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-27A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	27
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-28A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-5A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-7A
	4
	
	
	Yes
	Yes
	
	
	30
	0

	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	
	
	20
	3

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	4

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-12A
	4
	See CA_4A-4A in Table 5.6A.1-3
	50
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12B
	4
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	12
	See CA_12B in Table 5.6A.1-1
	
	

	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	13
	
	
	
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-4A-13A
	4
	See CA_4A-4A in Table 5.6A.1-3
	50
	0

	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-17A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-27A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	27
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_4A-29A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-30A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-7A
	5
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_5A -12A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-17A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-25A
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-30A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-28A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	28
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_8A-11A
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-20A
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	8
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-40A
	8
	
	
	Yes
	Yes
	
	
	30
	0

	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_11A-18A
	11
	
	
	Yes
	Yes
	
	
	25
	0

	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_12A-25A
	12
	
	
	Yes
	Yes
	
	
	30
	0

	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_12A-30A
	12
	
	
	Yes
	Yes
	
	
	20
	0

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_18A-28A
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-21A
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0

	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_19A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-42C
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	42
	See CA_42C in Table 5.6A.1-1
	
	

	CA_20A-32A
	20
	
	
	Yes
	Yes
	
	
	30
	0

	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_23A-29A
	23
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	23
	
	
	Yes
	Yes
	
	
	20
	1

	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_29A-30A
	29
	
	
	Yes
	Yes
	
	
	20
	0

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	41
	
	
	
	
	
	Yes
	
	

	CA_41A-42A
	41
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal


Table 5.6A.1-2a: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (three bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-5A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	40
	1

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-3A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	40
	1

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	Yes
	
	40
	2

	
	3
	
	
	Yes
	Yes
	Yes
	
	
	

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-3A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-3A-20A (NOTE 4)
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-5A-7A

	1
	
	
	Yes
	Yes
	
	
	40
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-7A-20A (NOTE 4)
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_2A-4A-5A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-5A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-5A-30A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12A-30A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-29A-30A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-5A-12A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-5A-30A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12A-30A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-29A-30A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.


Table 5.6A.1-3: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with two sub-blocks)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_2A-2A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	CA_3A-3A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	CA_4A-4A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	CA_7A-7A
	5
	15
	40
	0

	
	10
	10, 15
	
	

	
	15
	15, 20
	
	

	
	20
	20
	
	

	CA_23A-23A
	5
	10
	15
	0

	CA_25A-25A
	5, 10
	5, 10
	20
	0

	
	5, 10, 15, 20
	5, 10, 15, 20
	40
	1

	CA_41A-41A
	10, 15, 20
	10, 15, 20
	40
	0

	
	5, 10, 15, 20
	5, 10, 15, 20
	40
	1

	CA_41A-41C
	5, 10, 15, 20
	See Table 5.6A.1-1
	60
	0

	CA_41C-41A
	See Table 5.6A.1-1
	5, 10, 15, 20
	60
	0

	CA_42A-42A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0


5.6B


Channel bandwidth for UL-MIMO

< text omitted >

7.3.1A

Minimum requirements (QPSK) for CA

For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and Table 7.3.1-2. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active. The UE shall meet the requirements specified in subclause 7.3.1 with the following exceptions. 

For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0a, exceptions to the aforementioned requirements are allowed when the uplink is active in a lower-frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3.1A-0a. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0a and Table 7.3.1A-0b.

Table 7.3.1A-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_3A-8A4
	3
	
	
	
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_4A-12A5,6
	4
	[-89.2]
	[-89.2]
	[-90]
	[-89.5]
	[-89]
	[-88.5]
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-17A5,6
	4
	
	
	[-90]
	[-89.5]
	
	
	FDD

	
	17
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	4
	
	
	[-90]
	[-89.5]
	[-89]
	[-88.5]
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-4A-12A5,6
	4
	
	
	[-90]
	[-89.5]
	[-89]
	[-88.5]
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-5A-12A5,6
	4
	
	
	[-90]
	[-89.5]
	[-89]
	[-88.5]
	FDD

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-12B5,6
	4
	
	
	[-90]
	[-89.5]
	[-89]
	[-88.5]
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_18A-28A7
	18
	
	
	-100
	-97
	-95.2
	
	FDD

	
	287
	
	
	-94
	-92.5
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 5:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 6:
The requirements should be verified for UL EARFCN of alow band (superscript LB) such that [image: image1.wmf]ë
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NOTE 7:
Supported frequency range of Band 28 for this CA configuration is limited as specified in Table 5.5A-2.


Table 7.3.1A-0b: Uplink configuration for the low band (exceptions)
	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_4A-12A
	12
	2
	5
	8
	16
	20
	20
	FDD

	CA_4A-17A
	17
	
	
	8
	16
	
	
	FDD

	CA_2A-4A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-4A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-5A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-12B
	12
	
	
	8
	16
	20
	20
	FDD

	NOTE 1:
refers to the UL resource blocks, which shall be centred within the transmission bandwidth configuration for the channel bandwidth.

NOTE 2:
the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.1-2 for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 applies.


For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bA, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3.1A-0bA. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0bA and Table 7.3.1A-0bB.

Table 7.3.1A-0bA: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for two bands)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	CA_1A-3A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-97] 
	[-94]
	[-92.2]
	[-91]
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.


Table 7.3.1A-0bB: Uplink configuration for the low band (exceptions for two bands)
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A1, 3
	1
	
	
	[25]
	[45]
	[45]
	[45]
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bC, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3.1A-0bC. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0bC and Table 7.3.1A-0bD.

Table 7.3.1A-0bC: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for three bands)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-5A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3A-5A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3A-8A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-8A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-19A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-19A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-97] 
	[-94]
	[-92.2]
	[-91]
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-20A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	CA_1A-3A-20A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	[-94]
	[-91.5]
	[-90]
	[-89] 
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3 and Band 19, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3 and Band 19, the requirement applies regardless of channel bandwidth in Band 1.


Table 7.3.1A-0bD: Uplink configuration for the low band (exceptions for three bands)

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-5A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-5A1, 3
	1
	
	
	[25]
	[45]
	[45]
	[45]
	FDD

	CA_1A-3A-8A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-8A1, 3
	1
	
	
	[25]
	[45]
	[45]
	[45]
	FDD

	CA_1A-3A-19A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-19A1, 3
	1
	
	
	[25]
	[45]
	[45]
	[45]
	FDD

	CA_1A-3A-20A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-20A1, 3
	1
	
	
	[25]
	[45]
	[45]
	[45]
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


For band combinations including operating bands without uplink band (as noted in Table 5.5-1), the requirements are specified in Table 7.3.1A-0d and Table 7.3.1A-0e.

< end of changes >

