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CRs for 3 Band Carrier Aggregation - Rel-13 (Agenda Item 12.3.2)
	Spec
	CR
	Rev
	Cat
	Phase
	Title
	Doc-2nd-
Level
	Workitem
	Source to WG

	36.104
	609
	2
	B
	Rel-12
	Introduction of 3DL CA combinations
	R4-148121
	LTE_CA_B1_B3_B26-Core, LTE_CA_B2_B4_B29-Core, LTE_CA_B25_B41_B41-Core, LTE_CA_B7_B8_B20-Core, LTE_CA_B2_B5_B13-Core, LTE_CA_B2_B2_B5-Core, LTE_CA_B2_B2_B29-Core, LTE_CA_B4_B4_B5-Core, LTE_CA_B4_B4_B7-Core, LTE_CA_B4_B7_B12-Core, LTE_CA_B4_B5_B13-Core, LTE_CA_B1_B41_B41-Core, LTE_CA_B26_B41_B41-Core, LTE_CA_B1_B18_B28-Core
	Nokia Networks

	36.141
	676
	2
	B
	Rel-12
	Introduction of 3DL CA combinations
	R4-148122
	LTE_CA_B1_B3_B26-Core, LTE_CA_B2_B4_B29-Core, LTE_CA_B25_B41_B41-Core, LTE_CA_B7_B8_B20-Core, LTE_CA_B2_B5_B13-Core, LTE_CA_B2_B2_B5-Core, LTE_CA_B2_B2_B29-Core, LTE_CA_B4_B4_B5-Core, LTE_CA_B4_B4_B7-Core, LTE_CA_B4_B7_B12-Core, LTE_CA_B4_B5_B13-Core, LTE_CA_B1_B41_B41-Core, LTE_CA_B26_B41_B41-Core, LTE_CA_B1_B18_B28-Core
	Nokia Networks

	36.307
	456
	2
	B
	Rel-10
	Introduction of additional band combinations for 3DL inter-band CA
	R4-148128
	LTE_CA_B1_B3_B26-perf, LTE_CA_B2_B2_B29-perf, LTE_CA_B2_B4_B29-perf, LTE_CA_B7_B8_B20-perf, LTE_CA_B39_B39_B41-perf, LTE_CA_B39_B41_B41-perf,  LTE_CA_B4_B7_B12-perf, LTE_CA_B2_B5_B13-perf,  LTE_CA_B4_B5_B13-perf, LTE_CA_B1_B18_B28-perf
	Ericsson

	36.307
	457
	2
	B
	Rel-11
	Introduction of additional band combinations for 3DL inter-band CA
	R4-148129
	LTE_CA_B1_B3_B26-perf, LTE_CA_B2_B2_B29-perf, LTE_CA_B2_B4_B29-perf, LTE_CA_B7_B8_B20-perf, LTE_CA_B39_B39_B41-perf, LTE_CA_B39_B41_B41-perf,  LTE_CA_B4_B7_B12-perf, LTE_CA_B2_B5_B13-perf, LTE_CA_B4_B5_B13-perf, LTE_CA_B1_B18_B28-perf, LTE_CA_B2_B2_B5-perf,  LTE_CA_B4_B4_B5-perf, LTE_CA_B4_B4_B7-perf
	Ericsson

	36.101
	2759
	1
	B
	Rel-12
	Introduction of additional band combinations for 3DL inter-band CA
	R4-148124
	LTE_CA_B1_B3_B26-core,
LTE_CA_B1_B18_B28-core,
LTE_CA_B1_B41_B41-core,
LTE_CA_B2_B2_B5-core, 
LTE_CA_B2_B2_B29-core, LTE_CA_B2_B4_B29-core, 
LTE_CA_B2_B5_B13-core,
LTE_CA_B4_B4_B5-core,
LTE_CA_B4_B4_B7-core,
LTE_CA_B4_B5_B13-core,
LTE_CA_B4_B7_B12-core,
LTE_CA_B7_B8_B20-core, 
LTE_CA_B25_B41_B41-core,
LTE_CA_B26_B41_B41-core,
LTE_CA_B39_B39_B41-core, LTE_CA_B39_B41_B41-core
	 

	36.307
	458
	2
	B
	Rel-12
	Introduction of additional band combinations for 3DL inter-band CA
	R4-148130
	LTE_CA_B1_B3_B26-perf, LTE_CA_B2_B2_B29-perf, LTE_CA_B2_B4_B29-perf, LTE_CA_B7_B8_B20-perf, LTE_CA_B39_B39_B41-perf, LTE_CA_B39_B41_B41-perf,  LTE_CA_B4_B7_B12-perf, LTE_CA_B2_B5_B13-perf, LTE_CA_B4_B5_B13-perf, LTE_CA_B1_B18_B28-perf, LTE_CA_B2_B2_B5-perf,  LTE_CA_B4_B4_B5-perf, LTE_CA_B4_B4_B7-perf
	Ericsson
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