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	· Add the clarification that the maximum 7 layers are effective number of carriers
· In 8.1.2.1.1.1, clarifify that “one GSM layer corresponds to 32 carriers”.

	
	

	Consequences if not approved:
	The number of the total carrier frequency layers supported by a CA UE is not defined correctly, and the definition of one GSM layer is unclear.

	
	

	Clauses affected:
	Section 8.1.2.1.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	RAN4 CR R4-151105 for Rel-10 was agreed in RAN4#74 (Feb 2015) for above proposed changes. However, the mirror R4-150041 did not correctly include the changes made in R4-151105. This CR is replacing R4-150041.



Page 1


<First changes>

[bookmark: _Toc383690786]8.1.2.1.1	Monitoring of multiple layers using gaps
When monitoring of multiple inter-frequency E-UTRAN and inter-RAT (UTRAN, GSM) using gaps (or without using gaps provided the UE supports such capability) is configured, the UE shall be capable of performing one measurement of the configured measurement type (RSRP, RSRQ, RSTD, UTRAN TDD P-CCPCH RSCP, UTRAN FDD CPICH measurements, GSM carrier RSSI, etc.) of detected cells on all the layers
The effective total number of frequencies excluding the frequencies of the PCell, SCells, and PSCell being monitored is Nfreq, which is defined as:
Nfreq = Nfreq, E-UTRA + Nfreq, UTRA + Mgsm + Nfreq, cdma2000 + Nfreq, HRPD
where
Nfreq, E-UTRA is the number of E-UTRA carriers being monitored (FDD and TDD)
Nfreq, UTRA is the number of UTRA carriers being monitored (FDD and TDD)
MGSM is an integer which is a function of the number of GSM carriers on which measurements are being performed. MGSM is equal to 0 if no GSM carrier is being monitored. For a MGRP of 40 ms, MGSM is equal to 1 if cells on up to 32 GSM carriers are being measured. For a MGRP of 80 ms, MGSM is equal to ceil(Ncarriers,GSM /20) where Ncarriers,GSM is the number of GSM carriers on which cells are being measured.
Nfreq, cdma2000 is the number of cdma2000 1x carriers being monitored.
Nfreq, HRPD is the number of HRPD carriers being monitored.8.1.2.1.1.1	Maximum allowed layers for multiple monitoring
The UE shall be capable of monitoring at least per RAT group:
-	Depending on UE capability, 3 FDD E-UTRA inter-frequency carriers, and
-	Depending on UE capability, 1 FDD E-UTRA inter-frequency carrier for RSTD measurements, and
-	Depending on UE capability, 3 TDD E-UTRA inter-frequency carriers, and
-	Depending on UE capability, 1 TDD E-UTRA inter-frequency carrier for RSTD measurements, and
-	Depending on UE capability, 3 FDD UTRA carriers, and
-	Depending on UE capability, 3 TDD UTRA carriers, and
-	Depending on UE capability, 32 GSM carriers (one GSM layer corresponds to 32 carrierscells), and
-	Depending on UE capability, 5 cdma2000 1x carriers, and
-	Depending on UE capability, 5 HRPD carriers
In addition to the requirements defined above, the UE shall be capable of monitoring a total of at least 7 effective carrier frequency layers comprising of any above defined combination of E-UTRA FDD, E-UTRA TDD, UTRA FDD, UTRA TDD, GSM (one GSM layer corresponds to 32 carriers), cdma2000 1x and HRPD layers.

<End changes>


