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1. 8.2.4.22 RRC connection reconfiguration / Handover / MFBI / target cell broadcasting information disregarded by the UE
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<Start of first modified section>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	


>> Skipped part >>
	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	
	

	8.1.1.1
	RRC / Paging for connection in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


>> Skipped part >>
	8.2.4.20.1
	CA / RRC connection reconfiguration / Handover / Scell Change / Success / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.20.2
	CA / RRC connection reconfiguration / Handover / Scell Change / Success / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.20.3
	CA / RRC connection reconfiguration / Handover / Scell Change / Success / Intra-band non-Contiguous CA
	Rel-12
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.21.1
	CA / RRC connection reconfiguration / Handover / Success / SCell release / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.21.2
	CA / RRC connection reconfiguration / Handover / Success / SCell release / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	
	
	
	

	8.2.4.21.3
	CA / RRC connection reconfiguration / Handover / Success / SCell release / Intra-band non-contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.22
	Void
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	8.2.4.23.1
	CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.23.2
	CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.23.3
	CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Intra-band non-Contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-Contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


<End of modified section>

