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Introduction

Total Number of CRs agreed for this WI: 19+1??em. TSs being affected:

· 34.108 - 
  0 CR(s)

· 34.114 - 
  0 CR(s)

· 34.121-1 - 
  0 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
  0 CR(s)

· 34.123-2 - 
  0 CR(s)

· 34.122 - 
  0 CR(s)

· 34.229-1 - 
  0 CR(s)

· 34.229-2 - 
  0 CR(s)

· 34.229-3 - 
  0 CR(s)

· 36.508 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  4 CR(s)

· 36.521-3 - 
15+1em!! CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.903 - 
  0 CR(s)

· 36.904 - 
  0 CR(s)

· 37.571-1 - 
  0 CR(s)

· 37.571-2 - 
  0 CR(s)

· 37.571-3 - 
  0 CR(s)

· 37.571-4 - 
  0 CR(s)

· 37.571-5 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
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	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-150365
	36.521-2
	0223
	-
	F
	Rel-12
	12.4.0
	CA: Corrections to CA capability tables
	TEI10_Test

	R5-150558
	36.521-2
	0228
	-
	F
	Rel-12
	12.4.0
	Applicability conditions added to TCs 9.1.12.x and 9.2.11.x
	TEI10_Test

	R5-150914
	36.521-2
	0241
	-
	F
	Rel-12
	12.4.0
	Addition of applicability for Multi-Cluster PUSCH with One Uplink Carrier test cases
	TEI10_Test

	R5-150923
	36.521-2
	0242
	-
	F
	Rel-12
	12.4.0
	CA demod test case variants merge in 36.521-2
	TEI10_Test

	R5-150320
	36.521-3
	1061
	-
	F
	Rel-12
	12.4.1
	RRM: Corrections to event triggered tests without measurement gap
	TEI10_Test

	R5-150381
	36.521-3
	1066
	-
	F
	Rel-12
	12.4.1
	Update of Annex E and F for TCs 9.1.12 and 9.2.11
	TEI10_Test

	R5-150390
	36.521-3
	1067
	-
	F
	Rel-12
	12.4.1
	Correction to test procedure for LTE CA event reporting test case
	TEI10_Test

	R5-150421
	36.521-3
	1068
	-
	F
	Rel-12
	12.4.1
	Correction to message exceptions in eICIC MBSFN ABS
	TEI10_Test

	R5-150517
	36.521-3
	1072
	-
	F
	Rel-12
	12.4.1
	Error correction to TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	TEI10_Test

	R5-150530
	36.521-3
	1077
	-
	F
	Rel-12
	12.4.1
	Update R10 intra frequency absolute RSRP accuracy requirements
	TEI10_Test

	R5-150531
	36.521-3
	1078
	-
	F
	Rel-12
	12.4.1
	Update TDD RSRP Accuracy requirements for Carrier Aggregation
	TEI10_Test

	R5-150841
	36.521-3
	1086
	-
	F
	Rel-12
	12.4.1
	Corrections to on time to identify the target UTRA TDD cell for blind redirection
	TEI10_Test

	R5-150842
	36.521-3
	1087
	-
	F
	Rel-12
	12.4.1
	Update of TCs 9.1.12 for FDD RSRP Accuracy for CA 20MHz
	TEI10_Test

	R5-150843
	36.521-3
	1088
	-
	F
	Rel-12
	12.4.1
	Update TCs 9.2.11 for FDD RSRQ Accuracy for CA 20MHz
	TEI10_Test

	R5-150844
	36.521-3
	1089
	-
	F
	Rel-12
	12.4.1
	Correction to eICIC Radio link monitoring test cases
	TEI10_Test

	R5-150845
	36.521-3
	1090
	-
	F
	Rel-12
	12.4.1
	Clean up on cl.7 and cl.9 eICIC RRM test cases
	TEI10_Test

	R5-150885
	36.521-3
	1096
	-
	F
	Rel-12
	12.4.1
	Editorial correction to 8.14.2 and 8.15.2
	TEI10_Test

	R5-150901
	36.521-3
	1099
	-
	F
	Rel-12
	12.4.1
	CA RRM: Correction to test frequencies and Cell-IDs
	TEI10_Test

	R5-150902
	36.521-3
	1100
	-
	F
	Rel-12
	12.4.1
	Addition of CA capability in RRM tests
	TEI10_Test

	R5-150908
	36.521-3
	1103
	-
	F
	Rel-12
	12.4.1
	Updates of test procedures in activation and deactivation test cases
	TEI10_Test
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