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Change 1
	Function name
	f_TC_13_4_3_21_GERAN()

	Reason for change
	Trigger need to be send to Eutra PTC from Geran PTC before postamble to allow cell release at Eutra PTC.

	Summary of change
	Trigger send to Eutra PTC before postable.

	TTCN module
	BSRVCC_EUTRA_GERAN.ttcn


Before change

    function f_TC_13_4_3_21_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call

    var G_LogicChType v_TchType;

    //Initialise cell info and configure cell 24

    f_GERAN_Init(EUTRA_GERAN);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell24);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell25);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell26);

    f_GERAN_CreateCell (geran_Cell24);

    //Set cell power according to "T0"

    f_IRAT_WaitForCoOrd_Trigger (EUTRA);

    f_GERAN_SetCellPowerLevel (geran_Cell24, -85);

    f_GERAN_TestBody_Set(true);

    //Receive updated auth parameters

    f_GERAN_InterRAT_InitialiseAuthParams();

    //Create the physical channel in GERAN cell

    f_GERAN_CreateTCH (geran_Cell24);

    //Set cell power according to "T1"

    f_IRAT_WaitForCoOrd_Trigger (EUTRA);

    f_GERAN_SetCellPowerLevel (geran_Cell24, -65);

    f_GERAN_SetChPwrLevel (geran_Cell24, tsc_TchCh, -65);

    // @siclog "Step 20" siclog@

    f_GERAN_CSHOAccessAndPhysicalInformation (geran_Cell24, "Step 20");

    //@siclog "Step 21-26" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24, true, true);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 26");

    //@siclog "Step 21-41" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15); // @sic R5s140747 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, false, -, -, true); // @sic R5s140747 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }  // end of 13.4.3.21

After change

  function f_TC_13_4_3_21_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call

    var G_LogicChType v_TchType;

    //Initialise cell info and configure cell 24

    f_GERAN_Init(EUTRA_GERAN);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell24);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell25);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell26);

    f_GERAN_CreateCell (geran_Cell24);

    //Set cell power according to "T0"

    f_IRAT_WaitForCoOrd_Trigger (EUTRA);

    f_GERAN_SetCellPowerLevel (geran_Cell24, -85);

    f_GERAN_TestBody_Set(true);

    //Receive updated auth parameters

    f_GERAN_InterRAT_InitialiseAuthParams();

    //Create the physical channel in GERAN cell

    f_GERAN_CreateTCH (geran_Cell24);

    //Set cell power according to "T1"

    f_IRAT_WaitForCoOrd_Trigger (EUTRA);

    f_GERAN_SetCellPowerLevel (geran_Cell24, -65);

    f_GERAN_SetChPwrLevel (geran_Cell24, tsc_TchCh, -65);

    // @siclog "Step 20" siclog@

    f_GERAN_CSHOAccessAndPhysicalInformation (geran_Cell24, "Step 20");

    //@siclog "Step 21-26" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24, true, true);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 26");

    //@siclog "Step 21-41" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15); // @sic R5s140747 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, false, -, -, true); // @sic R5s140747 sic@

    f_GERAN_TestBody_Set(false);

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);
    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }  // end of 13.4.3.21

