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	Reason for change:
	As per clause TS 3GPP 43 020-D.4.9: Support of GPRS-A5 Algorithms in MS, it is prohibited to use GEA1 in UEs from release 12 onwards.
In the test case 12.6.1.3.2 at step 9 while sending Authentication and ciphering request message to UE, TTCN is using the constraint “cs_AuthAndCiphReq2” which is having ciphering algorithm GEA1 as hardcoded. Hence this leads to test case failure.  

	
	

	Summary of change:
	Modified the constraint “cs_AuthAndCiphReq2” where ciphering algorithm value is assigned  to test case variable “tcv_GPRS_CipheringAlgorithmB3”.
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	Other comments:
	


1.1 Change 1
	Object name 
	TC_12_6_1_3_2: lt_Steps_4To13 : cs_AuthAndCiphReq2

	Reason for change
	As per clause TS 3GPP 43 020-D.4.9: Support of GPRS-A5 Algorithms in MS, it is prohibited to use GEA1 in UEs from release 12 onwards.

In the test case 12.6.1.3.2 at step 9 while sending Authentication and ciphering request message to UE, TTCN is using the constraint “cs_AuthAndCiphReq2” which is having ciphering algorithm GEA1 as hardcoded. Hence this leads to test case failure.  

	Summary of change
	Modified the constraint “cs_AuthAndCiphReq2” where ciphering algorithm value is assigned  to test case variable “tcv_GPRS_CipheringAlgorithmB3”.

	Source of change
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