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	Reason for change:
	In the current TTCN implementation, in the test step ts_HO_SS_ReconfFACH_ToDCH_Activate_DB_DC_HSDPA_r9 at line #15 in the local tree lt_ConfigNewcell_Uplink, the constraint ca_UL_DPCH_HS_SetupInfo_ActNow_r7 is being used. CR R5s140229 (Change 5) was raised to address this issue, but this change has been missed in the 14wk36 TTCN. This needs to be corrected.

	
	

	Summary of change:
	Instead of using ca_UL_DPCH_HS_SetupInfo_ActNow_r7, created a new constraint ca_UL_DPCH_HS_SetupInfo_ActNow_r8 and used it instead.  Please see the screenshot.
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	Other comments:
	


1.1 Change 1

	Object name 
	ts_HO_SS_ReconfFACH_ToDCH_Activate_DB_DC_HSDPA_r9

	Reason for change
	In the current TTCN implementation, in the test step ts_HO_SS_ReconfFACH_ToDCH_Activate_DB_DC_HSDPA_r9 at line #15 in the local tree lt_ConfigNewcell_Uplink, the constraint ca_UL_DPCH_HS_SetupInfo_ActNow_r7 is being used. CR R5s140229 (Change 5) was raised to address this issue, but this change has been missed in the 14wk36 TTCN. This needs to be corrected.

	Summary of change
	Instead of using ca_UL_DPCH_HS_SetupInfo_ActNow_r7, created a new constraint ca_UL_DPCH_HS_SetupInfo_ActNow_r8 and used it instead.  Please see the screenshot

	Source of change
	

	Label
	WA#
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After change: 
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