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Change 1 
	Function name
	fl_DocSelector_Build

	Reason for change
	Removal of the leading "/" has been forgotten to be implemented in wk10 delivery

	Summary of change
	Leading "/" removed

	TTCN module
	HTTP_XCAP_Main


Before

	  function fl_DocSelector_Build(charstring p_XcapRootUri,

                                charstring p_UserId) return charstring

  {

    var charstring v_DocSelector := "/" & p_XcapRootUri & "/simservs.ngn.etsi.org/users/" & p_UserId & "/simservs.xml";  /* @sic R5s141051 change 4: "/" before root URI sic@

                                                                                                                            @sic R5s150030, R5-150355 "/" shall be part of px_XCAP_RootUri sic@ */

    // FFS convert character ':' to %3A and character '@' to %40 according to the url encoding rules

    return v_DocSelector;

  }


After
	  function fl_DocSelector_Build(charstring p_XcapRootUri,

                                charstring p_UserId) return charstring

  {

    var charstring v_DocSelector := "/" & p_XcapRootUri & "/simservs.ngn.etsi.org/users/" & p_UserId & "/simservs.xml";  /* @sic R5s141051 change 4: "/" before root URI sic@

                                                                                                                            @sic R5s150030, R5-150355 "/" shall be part of px_XCAP_RootUri sic@ */

    // FFS convert character ':' to %3A and character '@' to %40 according to the url encoding rules

    return v_DocSelector;

  }


