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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2013-03_D15wk18’.
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3. Corrections required for IMS TC 19.3.1
Change 1 – Correction to function ‘f_TC_19_3_1_IMS’
	Function name
	f_TC_19_3_1_IMS ()

	Reason for change
	The P-Asserted_ID header in the 183 Session in Progress (Step 4) is not sent.

TS 34.229-1 specifies: "Use the default message "183 Session in Progress" in annex A.2.3 with option A5.", which means that P-Asserted-Identity containing the emergency call number must be sent.

	Summary of change
	New boolean v_AnnexA23_OptionA5 introduced and set to true, which indicates that Option A5 in Annex A.2.3 for message 183 Session in Progress is to be used.

This parameter is passed to function f_IMS_MOCallSetup_AnnexC21_Step3_4 which is finally used in function f_IMS_InviteResponse_183_MessageHeaderTX as p_IsEmergency, which in this case is equivalent to Option A5 set to true.

	TTCN module
	IMS_CC_EmergencyCallTestcases.ttcn

	MCC160 Comment
	


Before change

...
function f_TC_19_3_1_IMS() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    var boolean v_IsEmergency := false; // @sic R5s150158 sic@

    var boolean v_GeolocationUsage := f_IMS_GetGeolocationUsage(); // the test case intends to use GeoLocationInformation if supported by the UE (PICS)

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    // Trigger SS to execute location related functions to allow UE to get its position

    if  (v_GeolocationUsage) {

      f_IMS_IPCAN_ModifyConfig (IPCAN, IPCAN_UpdateUELocationInformation);

    }

    f_IMS_TestBody_Set(true);

    // Steps 1-12 of Annex C.7. The UE initiates a non-emergency call.

    // Note: Annex C.7 is identical to C.21. Steps 1-12 of Annex C.7 map to Steps 2-13 of Annex C.21. C.7 is to be removed medium term.

    //@siclog "Steps 1-12" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_Common(); //@sic R5s150299 r1 sic@

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11   

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp, -, -, v_IsEmergency);  // emergency number put into the P-Asserted-Identity header field of 183 Session Progress

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 12

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183, -, v_GeolocationUsage, v_IsEmergency); //@sic R5s141155 change 4 sic@ @sic R5s150193 sic@

    f_IMS_TestBody_Set(false);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall); //@sic R5s141155 change 4 sic@

  }

...
After change

...
   function f_TC_19_3_1_IMS() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    var boolean v_IsEmergency := false; // @sic R5s150158 sic@

    var boolean v_AnnexA23_OptionA5 := true;  // Annex A.2.3 Option A5 selected
    var boolean v_GeolocationUsage := f_IMS_GetGeolocationUsage(); // the test case intends to use GeoLocationInformation if supported by the UE (PICS)

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    // Trigger SS to execute location related functions to allow UE to get its position

    if  (v_GeolocationUsage) {

      f_IMS_IPCAN_ModifyConfig (IPCAN, IPCAN_UpdateUELocationInformation);

    }

    f_IMS_TestBody_Set(true);

    // Steps 1-12 of Annex C.7. The UE initiates a non-emergency call.

    // Note: Annex C.7 is identical to C.21. Steps 1-12 of Annex C.7 map to Steps 2-13 of Annex C.21. C.7 is to be removed medium term.

    //@siclog "Steps 1-12" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_Common(); //@sic R5s150299 r1 sic@

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11              // BZ61684

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp, -, -, v_AnnexA23_OptionA5);  // emergency number put into the P-Asserted-Identity header field of 183 Session Progress

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 12

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183, -, v_GeolocationUsage, v_IsEmergency); //@sic R5s141155 change 4 sic@ @sic R5s150193 sic@

    f_IMS_TestBody_Set(false);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall); //@sic R5s141155 change 4 sic@

  }

... 
