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Change 1
	Function name
	fl_TC_10_4_1_Body

	Reason for change
	Follow the TTCN CR R5s150338(change 10.1) When a default or dedicated EPS bearer is relased the associated DRB at the UE is released by an RRCConnectionReconfiguration with drb_ToReleaseList containing the DRB. For dynamic DRB configuration this DRB needs to be released at the SS too.
In this case the DRB2 for default bearer on additional PDN(6) has been already released at the SS at the step Step 14-15 inside the function f_EUTRA_DeactivateEPS_BearerContext. Therefore at the step 19 it is duplicate release and cause a crash at SS.

	Summary of change
	Remove the function f_EUTRA_SS_Release_SingleDRB at the step 19.

	TTCN module
	\LTE\source\LTE\10\ESM_Testcases.ttcn


Before change

  function fl_TC_10_4_1_Body() runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId2 := '6'H; // default bearer on additional PDN

    var EPS_BearerIdentity v_EpsDedicatedBearerId2 := '7'H; // dedicated bearer id on additional PDN

    var ProcedureTransactionIdentifier v_EpsTi2 := tsc_PTI_Unassigned;
    …

    //@siclog "Step 19" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_DeactivateEPSBearerCxtAccept(v_EpsBearerId2,

                                                                                      v_EpsTi2))));

    f_EUTRA_SS_Release_SingleDRB(eutra_CellA, tsc_DRB2);   /* @sic R5s150338 sic@ */
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 19");

    //  The SS releases the RRC connection.

    //@siclog "Step 20" siclog@
After change

  function fl_TC_10_4_1_Body() runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId2 := '6'H; // default bearer on additional PDN

    var EPS_BearerIdentity v_EpsDedicatedBearerId2 := '7'H; // dedicated bearer id on additional PDN

    var ProcedureTransactionIdentifier v_EpsTi2 := tsc_PTI_Unassigned;
    …

    //@siclog "Step 19" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_DeactivateEPSBearerCxtAccept(v_EpsBearerId2,

                                                                                      v_EpsTi2))));

    //change1
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 19");

    //  The SS releases the RRC connection.

    //@siclog "Step 20" siclog@
