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Change 1
	Function name
	f_TC_13_4_3_30_GERAN

	Reason for change
	TCH channel configuration is not needed since a real HO never occurs. Similar change done in R5s150223, change 2

	Summary of change
	TCH channel creation, deletion and change of power level on the TCH removed.

	TTCN module
	SRVCC_EUTRA_GERAN.ttcn


Before change

    function f_TC_13_4_3_30_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call / SRVCC HO cancelled / User answers in PS domain

    //Initialise cell info and configure cell 24

    f_GERAN_Init(EUTRA_GERAN);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell24);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell25);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell26);

    f_GERAN_CreateCell(geran_Cell24);

    //Set cell power according to "T0"

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    f_GERAN_SetCellPowerLevel(geran_Cell24, -85);

    f_GERAN_TestBody_Set(true);

    //Receive updated auth parameters

    f_GERAN_InterRAT_InitialiseAuthParams();

    //Create the physical channel in GERAN cell

    f_GERAN_CreateTCH(geran_Cell24);
    //Set cell power according to "T1"

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    f_GERAN_SetCellPowerLevel(geran_Cell24, -65);

    f_GERAN_SetChPwrLevel(geran_Cell24, tsc_TchCh, -65);
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    // End of the test for GERAN

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_SS_CellRelease(geran_Cell24, -, true); // @sic R5s140699 sic@

  }
After change

   function f_TC_13_4_3_30_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call / SRVCC HO cancelled / User answers in PS domain

    //Initialise cell info and configure cell 24

    f_GERAN_Init(EUTRA_GERAN);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell24);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell25);

    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell26);

    f_GERAN_CreateCell(geran_Cell24);

    //Set cell power according to "T0"

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    f_GERAN_SetCellPowerLevel(geran_Cell24, -85);

    f_GERAN_TestBody_Set(true);

    //Receive updated auth parameters

    f_GERAN_InterRAT_InitialiseAuthParams();

    //Create the physical channel in GERAN cell

    //f_GERAN_CreateTCH(geran_Cell24);
    //Set cell power according to "T1"

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    f_GERAN_SetCellPowerLevel(geran_Cell24, -65);

    //f_GERAN_SetChPwrLevel(geran_Cell24, tsc_TchCh, -65);
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    // End of the test for GERAN

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_SS_CellRelease(geran_Cell24); // @sic R5s140699 sic@

  }
