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Change 1
	Function name
	fl_TC_9_2_2_1_1_Body

	Reason for change
	As per TS 36.523-1 Table 9.2.2.1.1.3.2-1: In current implementation is missing Step 2A - The SS releases the RRC connection.

	Summary of change
	At the Step 2 is calling function f_EUTRA_UE_Detach_SwitchOffUe_Rel with incorrect input parameter p_RRCConnectionRel = FALSE. This parameter should be set to TRUE.

	TTCN module
	LTE\9_2\NAS_Detach.ttcn


Before change

  function fl_TC_9_2_2_1_1_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti ( eutra_CellA );

    // var ReleaseCause v_RRC_ReleaseCause := other;

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    //v_AttachType and AdditionalUpdateType are introduced here to follow TTCN3 v411 standard

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL); // @sic R5s110176, R5-103673 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    // temporary variable which is used when receiving NAS ASPs

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_AttDetValue_Type v_EDetachType := f_GetEDetachType( NORMAL); // @sic R5s110176, R5s110139 sic@

    // ==========================================================================

    //+   Cause the UE to switch or power off

    //@siclog "Step 1" siclog@

    f_UT_SwitchOffUE (UT, false);

    //+  Check: does the UE transmit an RRCConnectionRequest message with establishmentCause set

    //         to mo-Signalling followed by a DETACH REQUEST with the Detach Type IE indicating "switch off"? [1,P]

    //@siclog "Step 2" siclog@

    //@siclog "Step 3 - 7 Void" siclog@

    f_EUTRA_UE_Detach_SwitchOffUe_Rel(eutra_CellA,-,-,-,-,false);  // @sic R5s150166 sic@

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Step 2");

    //+  The UE is switched on.

    //@siclog "Step 8" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //+  The UE transmits an ATTACH REQUEST message.

    //@siclog "Step 9" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              tsc_RRC_TI_Def,
After change

  function fl_TC_9_2_2_1_1_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti ( eutra_CellA );

    // var ReleaseCause v_RRC_ReleaseCause := other;

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    //v_AttachType and AdditionalUpdateType are introduced here to follow TTCN3 v411 standard

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL); // @sic R5s110176, R5-103673 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    // temporary variable which is used when receiving NAS ASPs

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_AttDetValue_Type v_EDetachType := f_GetEDetachType( NORMAL); // @sic R5s110176, R5s110139 sic@

    // ==========================================================================

    //+   Cause the UE to switch or power off

    //@siclog "Step 1" siclog@

    f_UT_SwitchOffUE (UT, false);

    //+  Check: does the UE transmit an RRCConnectionRequest message with establishmentCause set

    //         to mo-Signalling followed by a DETACH REQUEST with the Detach Type IE indicating "switch off"? [1,P]

    //@siclog "Step 2" siclog@

    //@siclog "Step 3 - 7 Void" siclog@

    f_EUTRA_UE_Detach_SwitchOffUe_Rel(eutra_CellA,-,-,-,-,true);  // @sic R5s150166 sic@ //Change 1
    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Step 2");

    //+  The UE is switched on.

    //@siclog "Step 8" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //+  The UE transmits an ATTACH REQUEST message.

    //@siclog "Step 9" siclog@

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                              tsc_RRC_TI_Def,  
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