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	As per R5-150329 in Intra band non-contiguous TC same cells need to be configured as in Intra band contiguous TC. 
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Change 1
	Function name
	f_TC_8_2_4_18_3_EUTRA

	Reason for change
	As per R5-150329 in Intra band non-contiguous TCs same cells need to be configured as in Intra band contiguous TC.

	Summary of change
	Corrected Cell12 to Cell2 in configuration for TC 8.2.4.18.3

	TTCN module
	\LTE_A\8_2\RRC_Handover_CA.ttcn


Before change

function f_TC_8_2_4_18_3_EUTRA() runs on EUTRA_PTC

  { // CA / RRC connection reconfiguration / Handover / Success / SCell release / Intra-Band non-contagious CA

    f_TC_8_2_4_18_Common(eutra_Cell1,eutra_Cell12, eutra_Cell3, CA_IntraBandNonContiguous); //@sic R5s150329 sic@            

  }
After change

function f_TC_8_2_4_18_3_EUTRA() runs on EUTRA_PTC

  { // CA / RRC connection reconfiguration / Handover / Success / SCell release / Intra-Band non-contagious CA

    f_TC_8_2_4_18_Common(eutra_Cell1,eutra_Cell2, eutra_Cell3, CA_IntraBandNonContiguous); //@sic R5s150329 sic@            

  }
