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Change 1
	Function name
	f_TC_8_1_2_11_EUTRA()

	Reason for change
	As Cell1 is used for RRC Testcases,  Cell1 needs to be defined instead of CellA

	Summary of change
	Cell1 is defined instead of CellA

	TTCN module
	LTE\8_1\RRC_EmergencyCall.ttcn


Before change

function f_TC_8_1_2_11_EUTRA() runs on EUTRA_PTC

  { /* RRC Connention establishment of emergency call */

    f_EUTRA_Init(c1);

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA, DISCARD_UM_DATA, USE_BIG_GRANTS);    /* @sic R5s130681: DISCARD_UM_DATA; R5s140160: USE_BIG_GRANTS sic@  @sic R5s130977 sic@

                                                                                @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@ */

    //Preamble to enter UE in E-UTRA RRC_IDLE (State 2)

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE, -, 2);

    f_EUTRA_TestBody_Set(true);

    fl_TC_8_1_2_11_Body();

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }
After change

function f_TC_8_1_2_11_EUTRA() runs on EUTRA_PTC

  { /* RRC Connention establishment of emergency call */

    f_EUTRA_Init(c1);

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_Cell1, DISCARD_UM_DATA, USE_BIG_GRANTS);    /* @sic R5s130681: DISCARD_UM_DATA; R5s140160: USE_BIG_GRANTS sic@  @sic R5s130977 sic@

                                                                                @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@ */

    //Preamble to enter UE in E-UTRA RRC_IDLE (State 2)

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE, -, 2);

    f_EUTRA_TestBody_Set(true);

    fl_TC_8_1_2_11_Body();

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }

