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Change 1
	Function name
	f_TC_13_4_3_3_GERAN()

	Reason for change
	Currently at the end of SRVCC / aSRVCC / bSRVCC test cases which complete in GERAN, the function f_GERAN_508CheckCampOnNewGeranCell () is used with p_WaitForXID parameter set to false. However the UE LLC will be will be in ADM state following the RAU procedure (since it has a TLLI assigned), and so according to 44.064 8.5.3, it could initiate an XID negotiation (even though the PDP context status was set to “inactive”).

	Summary of change
	TTCN should wait the usual time for a possible XID procedure after RAU following SRVCC handover to GERAN.

	TTCN module
	LTE_IRAT\13\SRVCC_EUTRA_GERAN.ttcn


Before change

 function f_TC_13_4_3_3_GERAN() runs on GERAN_PTC

  { /* Inter-system mobility / E-UTRA voice to GSM CS voice / SRVCC */

…………….
    //@siclog "Step 32-35" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24, false);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Test Case 13.4.3.3 Step 35");

    // @sic R5s140158 sic@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15);  // @sic R5s140677 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, false, -, -, true); // @sic R5s140158 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);  // @sic R5s140158 sic@

  }
After change

      function f_TC_13_4_3_3_GERAN() runs on GERAN_PTC

  { /* Inter-system mobility / E-UTRA voice to GSM CS voice / SRVCC */

…………….
    //@siclog "Step 32-35" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24, false);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Test Case 13.4.3.3 Step 35");

    // @sic R5s140158 sic@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15);  // @sic R5s140677 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, true, -, -, true); // @sic R5s140158 sic@
    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);  // @sic R5s140158 sic@

  }
Change 2
	Function name
	f_TC_13_4_3_21_GERAN()

	Reason for change
	As for change 1

	Summary of change
	As for change 1

	TTCN module
	LTE_A\13\BSRVCC_EUTRA_GERAN.ttcn


Before change

 function f_TC_13_4_3_21_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call

    ………….
    //@siclog "Step 21-26" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24, true, true);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 26");

    //@siclog "Step 21-41" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15); // @sic R5s140747 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, false, -, -, true); // @sic R5s140747 sic@

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // @sic R5s141393 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }  // end of 13.4.3.21
After change

function f_TC_13_4_3_21_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call

    ………….
    //@siclog "Step 21-26" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24, true, true);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 26");

    //@siclog "Step 21-41" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15); // @sic R5s140747 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, true, -, -, true); // @sic R5s140747 sic@

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // @sic R5s141393 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }  // end of 13.4.3.21
Change 3
	Function name
	f_TC_13_4_3_24_GERAN()

	Reason for change
	As for change 1

	Summary of change
	As for change 1

	TTCN module
	LTE_A\13\ASRVCC_EUTRA_GERAN.ttcn


Before change

 function f_TC_13_4_3_24_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call

…………….
    //@siclog "Step 21-25" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 25");

    //@siclog "Step 26-40" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15); // @sic R5s140697 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, false, -, -, true); // @sic R5s140697 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }  // end of 13.4.3.24
After change

function f_TC_13_4_3_24_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call

…………….
    //@siclog "Step 21-25" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24);

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 25");

    //@siclog "Step 26-40" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15); // @sic R5s140697 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, true, -, -, true); // @sic R5s140697 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }  // end of 13.4.3.24
Change 4
	Function name
	f_TC_13_4_3_25_GERAN()

	Reason for change
	As for change 1

	Summary of change
	As for change 1

	TTCN module
	LTE_A\13\ASRVCC_EUTRA_GERAN.ttcn


Before change

 function f_TC_13_4_3_25_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call / Forked Response

………………
    //@siclog "Step 22-26" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24);

    f_GERAN_PreliminaryPass(__FILE__, __LINE__, "Step 26");

    //@siclog "Step 27-41" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15);

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, false, -, -, true);

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }
After change

function f_TC_13_4_3_25_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call / Forked Response

………………
    //@siclog "Step 22-26" siclog@

    v_TchType := f_TMSI_Relocation_AndConnect(geran_Cell24);

    f_GERAN_PreliminaryPass(__FILE__, __LINE__, "Step 26");

    //@siclog "Step 27-41" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_TchType, 15);

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, true, -, -, true);

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_TchType);

  }
Change 5
	Function name
	f_TC_13_4_3_27_GERAN()

	Reason for change
	As for change 1

	Summary of change
	As for change 1

	TTCN module
	LTE_A\13\ASRVCC_EUTRA_GERAN.ttcn


Before change

function f_TC_13_4_3_27_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call

…………
    //@siclog "Step 29-31" siclog@

    v_ChannelType := f_TMSI_Relocation_AndConnect(geran_Cell24, false);

    //Tell EUTRA PTC that test case is over @sic R5s140703 sic@

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);

    // @siclog "Step 32" siclog@

    f_UT_AnswerCall (UT);

    // @siclog "Step 33" siclog@

    G_L2.receive (car_G_L2_DATA_IND (geran_Cell24, 0, tsc_TchCh, ?, ?, ?, cr_G_Connect ( v_Ti_R ))) -> value v_Connect;

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 36");

    v_ChannelType :=  v_Connect.l3.g_LogicChType;

    v_SubChannel :=  v_Connect.l3.subChannel;

    // @siclog "Step 34" siclog@

    G_L2.send (cas_G_L2_DATA_REQ(geran_Cell24, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_ConnectAck ( v_Ti_S )));

    // @siclog "Step 35-37 VOID" siclog@

    // @siclog "Step 38-52" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_ChannelType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_ChannelType, 15); // @sic R5s140703 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, false, -, -, true); // @sic R5s140703 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_ChannelType);

  }
After change

function f_TC_13_4_3_27_GERAN() runs on GERAN_PTC

  { // Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call

…………
    //@siclog "Step 29-31" siclog@

    v_ChannelType := f_TMSI_Relocation_AndConnect(geran_Cell24, false);

    //Tell EUTRA PTC that test case is over @sic R5s140703 sic@

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);

    // @siclog "Step 32" siclog@

    f_UT_AnswerCall (UT);

    // @siclog "Step 33" siclog@

    G_L2.receive (car_G_L2_DATA_IND (geran_Cell24, 0, tsc_TchCh, ?, ?, ?, cr_G_Connect ( v_Ti_R ))) -> value v_Connect;

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 36");

    v_ChannelType :=  v_Connect.l3.g_LogicChType;

    v_SubChannel :=  v_Connect.l3.subChannel;

    // @siclog "Step 34" siclog@

    G_L2.send (cas_G_L2_DATA_REQ(geran_Cell24, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_ConnectAck ( v_Ti_S )));

    // @siclog "Step 35-37 VOID" siclog@

    // @siclog "Step 38-52" siclog@

    f_GERAN_CC_Disconnect ( geran_Cell24, v_ChannelType );

    f_G_ChannelRelease (geran_Cell24, tsc_TchCh, v_ChannelType, 15); // @sic R5s140703 sic@

    f_GERAN_508CheckCampOnNewGeranCell (geran_Cell24, true, -, -, true); // @sic R5s140703 sic@

    f_GERAN_TestBody_Set(false);

    //Perform postamble

    f_GERAN_Postamble(geran_Cell24, G1_IDLE, -, -, v_ChannelType);

  }
