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	Reason for change:
	1.)
The UE in the test is in GPRS Packet Transfer state with active uplink data transfer. During active data transfer the UE can send PACKET CONTROL ACKNOWLEDGMENT which is not handled in current implementation.
2.)

After cell reselection from GPRS packet transfer mode to E-UTRA while uplink data transfer the UE can continue uplink data tansfer in EUTRA after TAU procedure completed and before the postamble is starting.

	
	

	Summary of change:
	1.)

Implemented the receiving of PACKET CONTROL ACKNOWLEDGMENT during active uplink data transfer.
2.)

Added function fl_OptionalServiceRequestAndData for the establisment of DRB to complete the data transfer in EUTRA before the start of the postamble.
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	Other comments:
	


Change 1
	Function name
	f_TC_6_2_3_24_GERAN

	Reason for change
	The UE in the test is in GPRS Packet Transfer state with active uplink data transfer. During active data transfer the UE can send PACKET CONTROL ACKNOWLEDGMENT which is not handled in current implementation.

	Summary of change
	Implemented the receiving of PACKET CONTROL ACKNOWLEDGMENT during active uplink data transfer. 

	TTCN module
	InterRat_CellReSelection_GtoE_GERAN.ttcn

	MCC160 Comment
	


Before change
      //@siclog "Step 1" siclog@

    f_GERAN_Trigger_UplinkData(geran_Cell24, 30000); // @sic R5s140827 sic@

    //@siclog "Step 2" siclog@

    // Now tell the EUTRA component to adjust power level

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);

    //@siclog "Step 3" siclog@

    alt {

      [] G_SN.receive (car_G_SN_UnitData_IND (1, v_NSAPI, ?)) {repeat} // @sic R5140300 receive packets as SN data sic@

      [] G_RLC.receive(car_G_RLC_ControlMsg_IND(geran_Cell24, tsc_PhyCh1, cr_PktCellChangeNotificationAny)){}

    }

    //@siclog "Step 4" siclog@

    G_RLC.send(cas_G_RLC_ControlMsg_REQ_PACCH(geran_Cell24,

                                              tsc_PhyCh1,

                                              1,

                                              tsc_UplinkTFI,

                                              cs_PktCellChangeOrder(cs_GlobalTFIul,

                                                                    cs_EUTRAN_TargetCell(int2bit(v_EUTRA_SysInfo.Eutra[0].Arfcn, 16),

                                                                                         '0'B,

                                                                                         omit,

                                                                                         int2bit(v_EUTRA_SysInfo.Eutra[0].HO.PhysCellId, 9)))));

    //@siclog "Step 5" siclog@ 
After change

      //@siclog "Step 1" siclog@

    f_GERAN_Trigger_UplinkData(geran_Cell24, 30000); // @sic R5s140827 sic@

    //@siclog "Step 2" siclog@

    // Now tell the EUTRA component to adjust power level

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);

    //@siclog "Step 3" siclog@

    alt {

      [] G_SN.receive (car_G_SN_UnitData_IND (1, v_NSAPI, ?)) {repeat} // @sic R5140300 receive packets as SN data sic@

      [] G_RLC.receive(car_G_RLC_ControlMsg_IND(geran_Cell24, tsc_PhyCh1, cr_PktCellChangeNotificationAny)){}

      [] G_RLC.receive (car_G_RLC_ControlMsg_IND(geran_Cell24, tsc_PhyCh1, cr_PacketControlAcknowledgement)) { repeat }
    }

    //@siclog "Step 4" siclog@

    G_RLC.send(cas_G_RLC_ControlMsg_REQ_PACCH(geran_Cell24,

                                              tsc_PhyCh1,

                                              1,

                                              tsc_UplinkTFI,

                                              cs_PktCellChangeOrder(cs_GlobalTFIul,

                                                                    cs_EUTRAN_TargetCell(int2bit(v_EUTRA_SysInfo.Eutra[0].Arfcn, 16),

                                                                                         '0'B,

                                                                                         omit,

                                                                                         int2bit(v_EUTRA_SysInfo.Eutra[0].HO.PhysCellId, 9)))));

    //@siclog "Step 5" siclog@
Change 2
	Function name
	f_TC_6_2_3_24_EUTRA

	Reason for change
	After cell reselection from GPRS packet transfer mode to E-UTRA while uplink data transfer the UE can continue uplink data tansfer in EUTRA after TAU procedure completed and before the postamble is starting.

	Summary of change
	Added function fl_OptionalServiceRequestAndData for the esteblisment of DRB to complete the data transfer in EUTRA before the start of the postamble.

	TTCN module
	InterRat_CellReSelection_GtoE.ttcn

	MCC160 Comment
	


Before change
  function f_TC_6_2_3_24_EUTRA() runs on EUTRA_PTC

  { /* Inter-RAT cell Reselection from GPRS Packet_Transfer to E-UTRA in CCN mode(PACKET CELL CHANGE ORDER) */

    var boolean v_CSInOtherRAT := false;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c5);    //EUTRA-GERAN configuration

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -60);

    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Send cell information to Geran side to update SI on preamble

    f_IRAT_Send_EUTRA_SysInfoToOtherPort(GERAN,

                                         f_EUTRA_CellInfo_GetEARFCN_DL(eutra_Cell1),

                                         f_ConvertDL_BandwidthToInteger(f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1)),

                                         cs_EUTRA_HOInfo(f_ConvertUL_BandwidthToInteger(f_EUTRA_CellInfo_GetUL_ChBandwidth(eutra_Cell1)),

                                                          f_EUTRA_CellInfo_GetPhyCellId(eutra_Cell1),

                                                          f_EUTRA_CellInfo_GetRootSequenceIndex(eutra_Cell1)));

    //Receive Authentication parameters updated in the RAU on GERAN side

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(GERAN);

    f_EUTRA_TestBody_Set(true);

    f_IRAT_WaitForCoOrd_Trigger(GERAN);

    //@siclog "Step 2" siclog@

    //Turn cell on

    f_EUTRA_SetCellPower(eutra_Cell1, -60);

    f_IRAT_WaitForCoOrd_Trigger(GERAN);

    //@siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, mo_Signalling);    // @sic R5-120721 change 3 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell1,

                                                                tsc_RRC_TI_Def,

                                                                v_CSInOtherRAT,

                                                                true, // @sic R5s120793 sic@

                                                                false,

                                                                omit); // @sic R5-123734 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 7");

    f_EUTRA_TestBody_Set(false);

    // Tell the GERAN component that the test is now over

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);

    // Switch off UE and expect Detach Request

    f_EUTRA_Postamble(eutra_Cell1, E1_IDLE); // @sic R5s120793 sic@

  }

After change

  function f_TC_6_2_3_24_EUTRA() runs on EUTRA_PTC

  { /* Inter-RAT cell Reselection from GPRS Packet_Transfer to E-UTRA in CCN mode(PACKET CELL CHANGE ORDER) */

    var boolean v_CSInOtherRAT := false;

    var boolean v_InConnectedMode := false;
    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c5);    //EUTRA-GERAN configuration

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -60);

    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Send cell information to Geran side to update SI on preamble

    f_IRAT_Send_EUTRA_SysInfoToOtherPort(GERAN,

                                         f_EUTRA_CellInfo_GetEARFCN_DL(eutra_Cell1),

                                         f_ConvertDL_BandwidthToInteger(f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1)),

                                         cs_EUTRA_HOInfo(f_ConvertUL_BandwidthToInteger(f_EUTRA_CellInfo_GetUL_ChBandwidth(eutra_Cell1)),

                                                          f_EUTRA_CellInfo_GetPhyCellId(eutra_Cell1),

                                                          f_EUTRA_CellInfo_GetRootSequenceIndex(eutra_Cell1)));

    //Receive Authentication parameters updated in the RAU on GERAN side

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(GERAN);

    f_EUTRA_TestBody_Set(true);

    f_IRAT_WaitForCoOrd_Trigger(GERAN);

    //@siclog "Step 2" siclog@

    //Turn cell on

    f_EUTRA_SetCellPower(eutra_Cell1, -60);

    f_IRAT_WaitForCoOrd_Trigger(GERAN);

    //@siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, mo_Signalling);    // @sic R5-120721 change 3 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell1,

                                                                tsc_RRC_TI_Def,

                                                                v_CSInOtherRAT,

                                                                true, // @sic R5s120793 sic@

                                                                false,

                                                                omit); // @sic R5-123734 sic@

    v_InConnectedMode := fl_OptionalServiceRequestAndData (eutra_Cell1);
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 7");

    f_EUTRA_TestBody_Set(false);

    // Tell the GERAN component that the test is now over

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);

    // Switch off UE and expect Detach Request

    if (v_InConnectedMode) { // @sic R5s150123 sic@

      f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

    } else {

      f_EUTRA_Postamble(eutra_Cell1, E1_IDLE); // @sic R5s120793 sic@
    }
  }

