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Change 1
	Function name
	f_TC_6_1_1_8_EUTRA

	Reason for change
	Due to the exchange of Test UICC in step 21, the security parameters from the first PLMN selection procedure (… stored on Test UICC A …) get lost. Which means that in the subsequent PLMN selection procedure with Test UICC B inserted, the Security Parameters need to be renewed (i.e. valid security context does not exist).

Step 4 of the TS 36.508 generic procedure 4.5.2.3, which is referred to in step 25 of the TC procedure sequence, therefore needs to be executed without Integrity Protection.

	Summary of change
	Specified in steps 24 - 38 that function f_EUTRA_IdleUpdated_WithoutRRCConnReq is called with “No Security Protection”.

	TTCN module
	\LTE\6_1\Idle_PLMNSelection.ttcn


Before change

    function f_TC_6_1_1_8_EUTRA() runs on EUTRA_PTC

  { //PLMN selection of RPLMN or (E)HPLMN; Automatic mode

    var NAS_MSG_Indication_Type v_NasInd;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType();

    var B3_Type v_PDNType := f_GetPdnType();

    var SRB_COMMON_IND v_SRB_COMMON_IND;

    var EUTRA_CellId_Type v_EUTRA_CellId;

    timer t_IdleMode_GenericTimer := tsc_IdleMode_GenericTimer;

    v_CellPowerList_AtT1 := {

      cs_CellPower(eutra_Cell12, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_Cell13, tsc_ServingCellRS_EPRE)

    };

    v_CellPowerList_AtT2 := {

      cs_CellPower(eutra_Cell13, tsc_NonSuitableOffCellRS_EPRE),

      cs_CellPower(eutra_Cell14, tsc_ServingCellRS_EPRE)

    };
…

…

   //@siclog "Step 23" siclog@

    //Check: Does the UE transmit an RRCConnectionRequest on Cell 1 or Cell 12?

    SRB.receive(car_SRB0_RrcPdu_IND((eutra_Cell1, eutra_Cell12),

                                    cr_RRCConnectionRequest(cr_EstablishmentCause_Any))) -> value v_SRB_COMMON_IND;

    t_IdleMode_GenericTimer.stop;

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 6.1.1.8 Step 23");

    v_EUTRA_CellId := v_SRB_COMMON_IND.Common.CellId;

    //@siclog "Step 24 - 38" siclog@

    //Steps 3 to 17 of the registration procedure described in TS 36.508 subclause 4.5.2.3 are performed on Cell 1 or Cell 12.

    //NOTE: The UE performs registration and the RRC connection is released.

    f_EUTRA_IdleUpdated_WithoutRRCConnReq(v_EUTRA_CellId, STATE2_IDLEUPDATE);
    //@siclog "Step 39" siclog@

    //Check: Is PLMN4 or PLMN 1 indicated by the UE?

After change

    function f_TC_6_1_1_8_EUTRA() runs on EUTRA_PTC

  { //PLMN selection of RPLMN or (E)HPLMN; Automatic mode

    var NAS_MSG_Indication_Type v_NasInd;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType();

    var B3_Type v_PDNType := f_GetPdnType();

    var SRB_COMMON_IND v_SRB_COMMON_IND;

    var EUTRA_CellId_Type v_EUTRA_CellId;

    timer t_IdleMode_GenericTimer := tsc_IdleMode_GenericTimer;

    v_CellPowerList_AtT1 := {

      cs_CellPower(eutra_Cell12, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_Cell13, tsc_ServingCellRS_EPRE)

    };

    v_CellPowerList_AtT2 := {

      cs_CellPower(eutra_Cell13, tsc_NonSuitableOffCellRS_EPRE),

      cs_CellPower(eutra_Cell14, tsc_ServingCellRS_EPRE)

    };
…

…

    //@siclog "Step 23" siclog@

    //Check: Does the UE transmit an RRCConnectionRequest on Cell 1 or Cell 12?

    SRB.receive(car_SRB0_RrcPdu_IND((eutra_Cell1, eutra_Cell12),

                                    cr_RRCConnectionRequest(cr_EstablishmentCause_Any))) -> value v_SRB_COMMON_IND;

    t_IdleMode_GenericTimer.stop;

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 6.1.1.8 Step 23");

    v_EUTRA_CellId := v_SRB_COMMON_IND.Common.CellId;

    //@siclog "Step 24 - 38" siclog@

    //Steps 3 to 17 of the registration procedure described in TS 36.508 subclause 4.5.2.3 are performed on Cell 1 or Cell 12.

    //NOTE: The UE performs registration and the RRC connection is released.

    f_EUTRA_IdleUpdated_WithoutRRCConnReq(v_EUTRA_CellId, STATE2_IDLEUPDATE,-,tsc_SHT_NoSecurityProtection); //Change 1
    //@siclog "Step 39" siclog@

    //Check: Is PLMN4 or PLMN 1 indicated by the UE?  
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