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8.2.1.1.1_A.2
FDD PDSCH Single Antenna Port Performance for CA (3DL CA)




8.2.1.1.1_A.2.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on a single-antenna port with different channel models and MCS.
8.2.1.1.1_A.2.2
Test applicability

This test case applies to all types of E-UTRA FDD UE release 10 and forward that support 3DL Intra-band contiguous CA or 3DL Inter-band CA or 3DL Intra-band contiguous + Inter-band CA.
This test case also applies to all types of E-UTRA FDD UE release 11 and forward that support 3DL Intra-band non-contiguous + Inter-band CA or 3DL Intra-band non-contiguous + Intra-band contiguous CA.

8.2.1.1.1_A.2.3
Minimum conformance requirements
For CA with 3DL CCs, the requirements are specified in Table 8.2.1.1.1_A.2.3-2, based on single carrier requirement specified in Table 8.2.1.1.1_A.2.3-1, with the addition of the parameters in Table 8.2.1.1.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.
Table 8.2.1.1.1_A.2.3-1: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propagation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.3

	3MHz
	R.42-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.1

	5MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0

	10MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7

	15MHz
	R.42-3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.6

	20MHz
	R.42 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7


Table 8.2.1.1.1_A.2.3-2: Minimum performance (FRC) based on single carrier performance for CA with 3DL CCs

	Test num.
	CA Band-width combination
	Requirement
	UE category

	5
	3x20MHz

	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	6
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	7
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	8
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	9
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	10
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	11
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	12
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.3-1 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3

Note 2:
30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.1.
8.2.1.1.1_A.2.4
Test description

8.2.1.1.1_A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select one according to Table 8.2.1.1.1_A.2.4-1.

CA Capability to be tested: Select one according to Table 8.2.1.1.1_A.2.4-1

Table 8.2.1.1.1_A.2.4-1: Test point selection for TM1 CA

	CA Capability
	Bandwidth combination

	
	3x20
	20+20+15
	20+10+10
	20+15+15
	20+15+10
	20+10+10
	15+15+10
	20+10+5

	Intra-band contiguous (CA_C)
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10
	Test11
	Test12

	Inter-band (CA_A_3)
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10
	Test11
	Test12

	Inter-band + Intra-band contiguous
(CA_A_C)
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10
	Test11
	Test12

	Inter-band + Intra-band non-contiguous
(CA_A_N)
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10
	Test11
	Test12

	Intra-band contiguous + Intra-band non-contiguous
(CA_C_N)
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10
	Test11
	Test12

	Note1:
Only one test point is tested. 
Select left to right the first UE supported CA bandwidth combination and then choose any one of the UE supported CA capabilities supporting that CA bandwidth combination.


1.
Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.59.
2.
The parameter settings for the cell are set up according to Table 8.2.1-1 and 8.2.1.1.1_A.2.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A. 2. Message contents are defined in clause 8.2.1.1.1_A.2.4.3.

8.2.1.1.1_A.2.4.2
Test procedure

1.
Configure SCCs according to Annex C0, C.1 and Annex C.3.2 for all downlink physical channels.
2.
The SS shall configure SCCs as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 8.2.1.1.1_A.2.4.3.
3.
SS activates SCCs by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).
4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.1.1_A.1.3-1 and 8.2.1.1.1_A.2.3-1 on both PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.

5.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR on each of the component carriers according to Tables 8.2.1.1.1_A.2.5-1 as appropriate.

6.
Measure the average throughput per component carrier for duration sufficient to achieve statistical significance according to Annex G clause G.3A, Table G.3A.5-2 on each of the component carriers. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest on each of the component carriers.
8.2.1.1.1_A.2.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6. In test procedure step 2, for SCCs configuration there are no additional message contents.


8.2.1.1.1_A.2.5
Test requirement

Table 8.2.1.1.1_A.2.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.1 for the throughput test shall meet or exceed the specified value in Table 8.2.1.1.1_A.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.1.1_A.2.5-1: Single carrier performance test requirement (FRC) for multiple CA configurations 
	Band-width
	Reference channel
	OCNG pattern
	Propagation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.5

	3MHz
	R.42-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.3

	5MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.2

	10MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.9

	15MHz
	R.42-3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.8

	20MHz
	R.42 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.9


Table 8.2.1.1.1_A.2.5-2: Test requirement (FRC) based on single carrier performance for CA with 3DL CCs

	Test num.
	CA Band-width combination
	Requirement
	UE category

	5
	3x20MHz

	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	6
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	7
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	8
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	9
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	10
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	11
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	12
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3

Note 2:
30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.


<< Unchanged sections omitted >>
F.1.4
Measurement of performance requirements

Table F.1.4-1: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Multiple PRBs

- Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Single PRB

- Propagation Condition ETU70
	± 0.8 dB
	Overall system uncertainty for fading condition comprises three quantities:

1. Average Signal-to-noise ratio uncertainty

2. Signal-to noise ratio variation for single PRB

3. Fading profile power uncertainty
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

	8.2.1.1.1_A.1
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_A.2
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_1 Multiple PRBs

- Propagation Condition EVA5

- Propagation Condition ETU70

- Propagation Condition ETU300
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	

	8.2.1.1.1_2 Multiple PRB
- Propagation Condition EVA5
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5
	

	8.2.1.1.2 Single PRB
	± 0.8 dB
	Same as 8.2.1.1.1 Single PRB

	8.2.1.2.1

- Propagation Condition EVA5
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1

- Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1_1

- Propagation Condition EVA5
	Same as 8.2.1.2.1

Propagation EVA5
	

	8.2.1.2.2
	± 0.9 dB
	Same as 8.2.1.2.1 Propagation Condition EVA5

	8.2.1.2.2_1
	Same as 8.2.1.2.2
	

	8.2.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9dB

Ês2/ Ês1 ± 1.1dB

Ês3/ Ês1 ± 1.1dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.2.4 FDD PDSCH Transmit Diversity 2x2 with TM3 Interference Model – Enhanced Performance Requirement Type A
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.1.3.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.3.1_1 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Same as 8.2.1.3.1
	Same as 8.2.1.3.1

	8.2.1.3.1_A.1 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (2DL CA)
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.1A_A.1 FDD Soft buffer management test for CA (2DL CA)
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.2
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.3.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.3.3_C.2
	Symbol #0 during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1..13 during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbol #0 during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1..13 during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.3.3_E.1

- Propagation Condition EVA5
	 Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9dB

Ês2/ Ês1 ± 1.1dB

Ês3/ Ês1 ± 1.1dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0dB
	 System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.4.1
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.4.1_1
	Same as 8.2.1.4.1
	

	8.2.1.4.1_E.1

- Propagation Condition EPA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.2.1.4.2
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.4.2_1
	Same as 8.2.1.4.2
	

	8.2.1.4.2_A.1
	Same as 8.2.1.4.2 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.4.3 FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model – Enhanced Performance Requirement Type A
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.1.7.1_A.1
	TBD
	TBD

	8.2.2.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.1.1 Multiple PRBs

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.1.1 Single PRB

 - Propagation Condition ETU70
	± 0.8 dB
	Overall system uncertainty for fading condition comprises three quantities:

1. Average Signal-to-noise ratio uncertainty

2. Signal-to noise ratio variation for single PRB

3. Fading profile power uncertainty
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

	8.2.2.1.1_1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	

	8.2.2.1.1_2 Multiple PRB
 - Propagation Condition EVA5
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5
	

	8.2.2.1.1_A.1
	Same as 8.2.2.1.1 Multiple PRBs for each CC
	Same as 8.2.2.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.2.1.1_A.2
	Same as 8.2.2.1.1 Multiple PRBs for each CC
	Same as 8.2.2.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.2.1.1_A.3
	Same as 8.2.2.1.1 Multiple PRBs for each CC
	Same as 8.2.2.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.2.1.2 Single PRB
	± 0.8 dB
	Same as 8.2.2.1.1 Single PRB

	8.2.2.2.1

 - Propagation Condition EVA5
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.2.1

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.2.1_1

 - Propagation Condition EVA5
	Same as 8.2.2.2.1

Propagation EVA5
	

	8.2.2.2.2
	± 0.9 dB
	Same as 8.2.2.2.1 Propagation Condition EVA5

	8.2.2.2.2_1
	Same as 8.2.2.2.2
	

	8.2.2.2.3_C.1
	Same as 8.2.1.2.3_C.1
	Same as 8.2.1.2.3_C.1

	8.2.2.2.3_E.1

- Propagation Condition EVA5
	Same as 8.2.1.2.3_E.1 
	Same as 8.2.1.2.3_E.1 

	8.2.2.2.4
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.2.3.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.3.1_1 TDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Same as 8.2.2.3.1
	Same as 8.2.2.3.1

	8.2.2.3.1_A.1 TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (intra‑band contiguous DL CA)
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.3.1_A.2 TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (Intra‑band non-contiguous DL CA)
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.3.1_A.3 TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (inter-band DL CA)
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.3.1A_A.1 TDD PDSCH Soft buffer management test (2DL CA)
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.3.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.3.3_C.1
	Same as 8.2.1.3.3_C.1
	Same as 8.2.1.3.3_C.1

	8.2.2.3.3_C.2
	Same as 8.2.1.3.3_C.2
	Same as 8.2.1.3.3_C.2

	8.2.2.3.3_E.1

- Propagation Condition EVA5
	 Same as 8.2.1.3.3_E.1
	 Same as 8.2.1.3.3_E.1

	8.2.2.4.1
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.4.1_1
	Same as 8.2.2.4.1
	

	8.2.2.4.1_E.1

- Propagation Condition EPA5
	 Same as 8.2.1.4.1_E.1
	 Same as 8.2.1.4.1_E.1

	8.2.2.4.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.4.2_1
	Same as 8.2.2.4.2
	

	8.2.2.4.2_A.1
	Same as 8.2.2.4.2 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.4.2_A.2
	Same as 8.2.2.4.2 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.4.2_A.3
	Same as 8.2.2.4.2 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.4.3
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.2.7.1_A.1
	TBD
	TBD

	8.3.1.1.1_D
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.3.1.1.2_D
	± 0.9 dB
	Same as 8.3.1.1.1_D

	8.3.1.1.3
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.3.1.2.1_D
	± 0.9 dB
	Same as 8.3.1.1.1_D

	8.3.1.2.1_D_1
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.3.1.3.1_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.3.1.3.2_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Same as 8.3.1.3.1_F

	8.3.1.3.3_F
	Ês/Noc ± 0.9 dB for each TP
	Same as 8.3.1.3.1_F

	8.3.2.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.3.2.1.1_1
	± 0.9 dB
	Same as 8.3.2.1.1

	8.3.2.1.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.2_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.3
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.3_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.4
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.3.2.2.1
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.2.1_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.2.1_D_1
	Ês/Noc ± 0.8 dB for each cell
	Same as 8.3.1.2.1_D_1

	8.3.2.4.1_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.3.2.4.2_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Same as 8.3.2.4.1_F

	8.3.2.4.3_F
	Ês/Noc ± 0.9 dB for each TP
	Same as 8.3.2.4.1_F

	8.4.1.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.4.1.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.1_1
	Same as 8.4.1.2.1
	

	8.4.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.2_1
	Same as 8.4.1.2.2
	

	8.4.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_C.2
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.4.1.2.3_E.2

- Propagation Condition EVA5
	 Same as 8.4.1.2.3_E.1
	 Same as 8.4.1.2.3_E.1

	8.4.2.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.4.2.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.1_1
	Same as 8.4.2.2.1
	

	8.4.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.2_1
	Same as 8.4.2.2.2
	

	8.4.2.2.3_C.1
	Same as 8.4.1.2.3_C.1
	

	8.4.2.2.3_C.2
	Same as 8.4.1.2.3_C.2
	

	8.4.2.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.4.2.2.3_E.2

- Propagation Condition EVA5
	Same as 8.4.2.2.3_E.1
	Same as 8.4.2.2.3_E.1

	8.5.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.1_1
	Same as 8.5.1.2.1
	

	8.5.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.2_1
	Same as 8.5.1.2.2
	

	8.5.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.5.1.2.3_E.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.5.2.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.2_1
	Same as 8.5.2.2.1
	

	8.5.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.2_1
	Same as 8.5.2.2.2
	

	8.5.2.2.3_C.1
	Same as 8.5.1.2.3_C.1
	

	8.5.2.2.3_E.1
	Same as 8.5.1.2.3_E.1
	

	8.7.1.1 FDD sustained data rate performance
	Downlink absolute power uncertainty, averaged over BWConfig ±1.0 dB

Downlink EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM. 

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.1.1_A.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_A.2
	Same as 8.7.1.1A.1
	Same as 8.7.1.1A.1

	8.7.2.1 TDD sustained data rate performance
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.2.1_A.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.2.1_A.2
	Same as 8.7.2.1_A.1
	Same as 8.7.2.1_A.1

	8.7.2.1_A.3
	Same as 8.7.2.1_A.1
	Same as 8.7.2.1_A.1

	8.7.3.1 FDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.4.1 TDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.3.1
	Same as 8.7.3.1

	8.8.1.1 FDD distributed EPDCCH performance
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.8.1.2 TDD distributed EPDCCH performance
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.2.1 FDD localized EPDCCH performance with TM9
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.2.2 TDD localized EPDCCH performance with TM9
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.3.1 FDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.3.2 TDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	Same as 8.8.1.1
	Same as 8.8.1.1

	10.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	10.2
	± 0.9 dB
	Same as 10.1

	[Other tests FFS]
	
	

	In addition, the following Test System uncertainties and related constraints apply:

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty, averaged over BWConfig Note 4
	±3 dB

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio 
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty, averaged over downlink transmission Bandwidth
	±0.3 dB (includes uncertainty in precoding applied by the test system, where applicable)

	Signal-to noise ratio variation for any resource block, relative to average over downlink transmission Bandwidth
	±0.5 dB

	Noc2 absolute power uncertainty, averaged over BWConfig Note 5
	±3 dB

	Noc1 / Noc2 ratio uncertainty, averaged over BWConfig Note 5
	±0.3 dB

	Noc3 / Noc2 ratio uncertainty, averaged over BWConfig Note 5
	±0.3 dB

	Es / Noc2 ratio (SNR) uncertainty, averaged over downlink transmission Bandwidth Note 5
	±0.3 dB (includes uncertainty in precoding applied by the test system, where applicable)

	Fading profile power uncertainty
	Test-specific

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)

	CA performance requirements only:

Relative frequency error between carriers
	30Hz, measured over a 1ms period, and maximum carrier spacing 80MHz

	Note 1:
Only the overall stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.

Note 2:
The AWGN or N ocx parameters apply to all test cases except 8.7.1 and 8.7.2. The fading parameters apply to test cases using fading
Note 3:
In CA test cases using multiple component carriers (CCs), the uncertainties and related constraints apply for each CC.
Note 4:
Applies for test cases which specify Noc, a single value that remains constant with time.

Note 5:
Applies for test cases which specify Noc1, Noc2 and Noc3, that are symbol or subframe specific.


<< Unchanged sections omitted >>
F.3.4
Measurement of performance requirements

Table F.3.4-1: Derivation of Test Requirements (performance tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition EVA5

 - Prop’n Condition ETU70

 - Prop’n Condition ETU300
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged 

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition HST
	SNR as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1 Single PRB

 - Prop’n Condition ETU70
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_1 Multiple PRBs

- Prop'n Condition EVA5

- Prop'n Condition ETU70

- Prop'n Condition ETU300
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_2 Multiple PRB
- Prop'n Condition EVA5
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_A.1
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_A.2
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.2 Single PRB
	SNR as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1

- Prop’n Condition EVA5
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1

- Prop’n Condition HST
	SNR as specified
	0.6 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1_1

- Prop'n Condition EVA5
	SNR as specified
	Same as 8.2.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.2_1
	SNR as specified
	Same as 8.2.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +3.4dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +4.3dB

Ês2 / Noc2: +5.8dB

Formulae for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged
The analysis is recorded in 3GPP TR 36.904 [17]

	8.2.1.2.3_E.1

- Prop’n Condition EVA5
	Noc1: -98dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -93dBm/15kHz
Ês1 / Noc2: +3.4dB

Ês2 / Noc2: +12dB

Ês3 / Noc2: +10dB
	0dB 

0dB 

-0.1dB 

+0.9dB 

-0.2dB 

-0.2dB 
	Noc1: -98dBm/15kHz 

Noc2: -98dBm/15kHz 

Noc3: -93.1dBm/15kHz 

Ês1 / Noc2: +4.3dB 

Ês2 / Noc2: +11.8dB 

Ês3 / Noc2: +9.8dB 

The analysis is recorded in 3GPP TR 36.904 [17]

T-put limit unchanged

	8.2.1.2.4
	Noc: -98dBm/15kHz
DIP 1: -2.23dB
DIP 1: -8.06dB
SINR: -1.10dB 
	0dB
+0.35dB

+0.85dB
+0.95dB 
	Noc: -98dBm/15kHz
DIP 1: -1.88dB
DIP 1: -7.21dB
SINR: -0.15dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.2.1.3.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1_1
	SNR as specified
	Same as 8.2.1.3.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1_A.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1A_A.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +13.3dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +14.2dB

Ês2 / Noc2: +5.8dB

Formulae for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.1.3.3_C.2
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +12.0dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +12.9dB

Ês2 / Noc2: +5.8dB

Formulae for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.1.3.3_E.1

- Prop’n Condition EVA5
	Noc1: -98dBm/15kHz 
Noc2: -98dBm/15kHz 
Noc3: -93dBm/15kHz 
Test 1

Ês1 / Noc2: + 13.9dB 

Ês2 / Noc2: + 9dB 

Ês3 / Noc2: + 7dB 
Test 2

Ês1 / Noc2: +22.6dB 

Ês2 / Noc2: +9dB 

+1dB Ês3 / Noc2: 
	 0dB

 0dB

 -0.1dB
+0.9dB

-0.2dB 

-0.2dB

+0.9dB

-0.2dB

-0.2dB 

	Noc1: -98dBm/15kHz 

Noc2: -98dBm/15kHz 

Noc3: - 93.1 dBm/15kHz 

Ês1 / Noc2: + 14.8 dB 

Ês2 / Noc2: + 8.8dB 

Ês3 / Noc2: + 6.8 dB 

Ês1 / Noc2: +23.5dB 

Ês2 / Noc2: +8.8dB 

Ês3 / Noc2: +0.8dB 

The analysis is recorded in 3GPP TR 36.904 [17]

T-put limit unchanged

	8.2.1.4.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.1_1
	SNR as specified
	Same as 8.2.1.4.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.1_E.1

- Prop’n Condition EPA5
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz
Ês1 / Noc2: +6.1 dB 

Ês2 / Noc2: +12 dB 

Ês3 / Noc2: +10 dB 
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB

 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2: +7.0 dB

Ês2 / Noc2: +11.8 dB

Ês3 / Noc2: +9.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

T-put limit unchanged

	8.2.1.4.2
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.2_1
	SNR as specified
	Same as 8.2.1.4.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.2_A.1
	SNR as specified
	Same as 8.2.1.4.2 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.3
	Noc: -98dBm/15kHz

DIP 1: -1.73dB

DIP 1: -8.66dB

SINR: 0.8dB
	0dB

+0.29dB

+0.89dB

+0.99dB
	Noc: -98dBm/15kHz

DIP 1: -1.44dB

DIP 1: -7.77dB

SINR: 1.79dB

T-put limit unchanged

	8.2.1.7.1_A.1
	TBD
	TBD
	TBD

	8.2.2.1.1 Multiple PRBs

- Prop’n Condition EVA5

- Prop’n Condition ETU70

- Prop’n Condition ETU300
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1 Multiple PRBs

- Prop’n Condition HST
	SNR as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1 Single PRB

- Prop’n Condition ETU70
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1_1 Multiple PRBs

- Prop'n Condition EVA5

- Prop'n Condition ETU70

- Prop'n Condition ETU300
	SNRs as specified
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1_2 Multiple PRB
 - Prop'n Condition EVA5
	SNRs as specified
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1_A.1
	SNRs as specified
	8.2.2.1.1 Multiple PRBs for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1_A.3
	SNRs as specified
	8.2.2.1.1 Multiple PRBs for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.2 Single PRB
	SNR as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.1

- Prop’n Condition EVA5
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.1

- Prop’n Condition HST
	SNR as specified
	0.6 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.1_1

- Prop'n Condition EVA5
	SNR as specified
	Same as 8.2.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.2_1
	SNR as specified
	Same as 8.2.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +3.8dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +4.7dB

Ês2 / Noc2: +5.8dB

Formulae for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged
The analysis is recorded in 3GPP TR 36.904 [17]

	8.2.2.2.3_E.1

- Prop'n Condition EVA5
	Noc1: [-98dBm/15kHz ]
Noc2: -98dBm/15kHz 
Noc3: -93dBm/15kHz 
Ês1 / Noc2: +3.5dB 

Ês2 / Noc2: +12dB 

Ês3 / Noc2: +10dB 
	0dB 

0dB 

-0.1dB 

+0.9dB 

-0.2dB 

-0.2dB 
	Noc1: -98dBm/15kHz 

Noc2: -98dBm/15kHz 

Noc3: -93.1dBm/15kHz 

Ês1 / Noc2: +4.4dB 

Ês2 / Noc2: +11.8dB 

Ês3 / Noc2: +9.8dB 

The analysis is recorded in 3GPP TR 36.904 [17]

T-put limit unchanged

	8.2.2.2.4
	Noc: -98dBm/15kHz
DIP 1: -1.73dB

DIP 2: -8.66dB

SINR: -1.4dB 
	0 dB

+0.29dB

+0.89dB

+0.99dB 
	Noc: -98dBm/15kHz
DIP1: -1.44dB

DIP2: -7.77

SINR: -0.41dB

T-put limit unchanged 

The analysis is recorded in 3GPP TR 36.904 [17]

	8.2.2.3.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_1
	SNR as specified
	Same as 8.2.2.3.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_2
	SNR as specified
	Same as 8.2.2.3.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_A.1
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_A.2
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_A.3
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1A_A.1
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_A.2
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1A_A.1
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1A_A.2
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +14.0dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +14.9dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.2.3.3_C.2
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +12.2dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +13.1dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.2.3.3_E.1

- Prop’n Condition EVA5
	Noc1: -98dBm/15kHz 
Noc2: -98dBm/15kHz 
Noc3: -93dBm/15kHz 
Test 1

Ês1 / Noc2: + 14.2 dB 

Ês2 / Noc2: + 9 dB 

Ês3 / Noc2: + 7 dB 
Test 2

Ês1 / Noc2: +22.7dB 

Ês2 / Noc2: +9dB 

Ês3 / Noc2: +1dB 
	0dB 
0dB 

-0.1dB 
+0.9dB 

-0.2dB

-0.2dB 

+0.9dB

-0.2dB

-0.2dB 
	Noc1: -98dBm/15kHz 

Noc2: -98dBm/15kHz 

Noc3: -93.1dBm/15kHz 

Ês1 / Noc2: + 15.1 dB 

Ês2 / Noc2: + 8.8 dB 

Ês3 / Noc2: + 6.8 dB 

Ês1 / Noc2: +23.6dB 

Ês2 / Noc2: +8.8dB 

Ês3 / Noc2: +0.8dB 

The analysis is recorded in 3GPP TR 36.904 [17]

T-put limit unchanged

	8.2.2.4.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.1_1
	SNR as specified
	Same as 8.2.2.4.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.1_E.1

 - Prop'n Condition EPA5
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2: +6.4 dB 
Ês2 / Noc2: +12 dB 
Ês3 / Noc2: +10 dB 
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB
 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2:  +7.3 dB

Ês2 / Noc2: +11.8 dB

Ês3 / Noc2: +9.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

T-put limit unchanged

	8.2.2.4.2
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.2_1
	SNR as specified
	Same as 8.2.2.4.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.2_A.1
	SNR as specified
	Same as 8.2.2.4.2 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.2_A.2
	SNR as specified
	Same as 8.2.2.4.2 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.2_A.3
	SNR as specified
	Same as 8.2.2.4.2 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.3
	Noc: -98dBm/15kHz
DIP 1: -1.73dB

DIP 2: -8.66dB

SINR: 1.1dB
	0 dB

+0.29dB

+0.89dB

+0.99dB
	Noc: -98dBm/15kHz
DIP1: -1.44dB

DIP2: -7.77

SINR: 2.09dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.2.2.7.1_A.1
	TBD
	TBD
	TBD

	8.3.1.1.1_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.1.1.2_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.1.1.3
	Noc: -98dBm/15kHz
DIP 1: -1.73dB

SINR: -1.10dB
	0 dB

+0.28dB

+0.98dB
	Noc: -98dBm/15kHz
DIP1: -1.45dB

SINR: -0.12dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.3.1.2.1_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.1.2.1_D_1
	Noc: -98dBm/15kHz

Ês1 / Noc: +14.2 dB

Ês2 / Noc: +7.25 dB
	0 dB

+0.8 dB

-0.35 dB
	Noc: -98dBm/15kHz

Ês1 / Noc: +15.0 dB
Ês2 / Noc: +6.9 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.3.1.3.1_F
	SNR as specified

Test 1: 2us

Test 2: -0.5us
	0.9 dB

-0.145us

+0.142us
	Formula: SNR + TT

Test 1: 57Ts

Test 2: -11Ts

Timings: (Offset – uncertainty), then rounded to integer multiple of Ts

T-put limit unchanged

	8.3.1.3.2_F
	SNR as specified

Test 1: 2us

Test 2: -0.5us
	0.9 dB

-0.145us

+0.142us
	Formula: SNR + TT

Test 1: 57Ts

Test 2: -11Ts

Timings: (Offset – uncertainty), then rounded to integer multiple of Ts

T-put limit unchanged

	8.3.1.3.3_F
	SNR as specified

Test 1: 2us

Test 2: -0.5us
	0.9 dB

-0.145us

+0.142us
	Formula: SNR + TT

Test 1: 57Ts

Test 2: -11Ts

Timings: (Offset - uncertainty), then rounded to integer multiple of Ts
T-put limit unchanged

	8.3.2.1.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.1_1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.2
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.2_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.3
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.3_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.4
	Noc: -98dBm/15kHz
DIP 1: -1.73dB

SINR: -1.0dB
	0 dB

+0.28dB

+0.98dB
	Noc: -98dBm/15kHz
DIP1: -1.45dB

SINR: -0.02dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.3.2.2.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.2.1_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.2.1_D_1
	Noc: -98dBm/15kHz

Ês1 / Noc: +14.8 dB

Ês2 / Noc: +7.25 dB
	0 dB

+0.8 dB

-0.35 dB
	Noc: -98dBm/15kHz

Ês1 / Noc: +15.6 dB
Ês2 / Noc: +6.9 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.3.2.4.1_F
	SNR as specified

Test 1: 2us

Test 2: -0.5us
	0.9 dB

-0.145us

+0.142us
	Formula: SNR + TT

Test 1: 57Ts

Test 2: -11Ts

Timings: (Offset – uncertainty), then rounded to integer multiple of Ts

T-put limit unchanged

	8.3.2.4.2_F
	SNR as specified

Test 1: 2us

Test 2: -0.5us
	0.9 dB

-0.145us

+0.142us
	Formula: SNR + TT

Test 1: 57Ts

Test 2: -11Ts

Timings: (Offset - uncertainty), then rounded to integer multiple of Ts
T-put limit unchanged

	8.3.2.4.3_F
	SNR as specified

Test 1: 2us

Test 2: -0.5us
	0.9 dB

-0.145us

+0.142us
	Formula: SNR + TT

Test 1: 57Ts

Test 2: -11Ts

Timings: (Offset - uncertainty), then rounded to integer multiple of Ts
T-put limit unchanged

	8.4.1.1
	SNR as specified
	0.8 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.1
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.1_1
	SNR as specified
	Same as 8.4.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.2_1
	SNR as specified
	Same as 8.4.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -3.9dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.1.2.3_C.2
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -4.2dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3.3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.1.2.3_E.1

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2: -2.2 dB 

Ês2 / Noc2: +5 dB 
Ês3 / Noc2: +3 dB 
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB

 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2:   -1.3 dB

Ês2 / Noc2:  +4.8 dB

Ês3 / Noc2:  +2.8 dB The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged



	8.4.1.2.3_E.2

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2: -2 dB 

Ês2 / Noc2: +5 dB 
Ês3 / Noc2: +3 dB 
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB

 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2:   -1.1 dB

Ês2 / Noc2:  +4.8 dB

Ês3 / Noc2:  +2.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged 

	8.4.2.1
	SNR as specified
	0.8 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.1
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.1_1
	SNR as specified
	Same as 8.4.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.2_1
	SNR as specified
	Same as 8.4.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -3.9dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.2.2.3_C.2
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -4.1dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3.2dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.2.2.3_E.1

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2:  -.2 dB

Ês2 / Noc2:  +5 dB

Ês3 / Noc2:  +3 dB
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB

 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2:  -1.1 dB

Ês2 / Noc2:  +4.8 dB

Ês3 / Noc2:  +2.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged

	8.4.2.2.3_E.2

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2:  -1.8 dB:

Ês2 / Noc2  +5 dB

Ês3 / Noc2:  +3 dB
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB

 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2:  -0.9 dB

Ês2 / Noc2:  +4.8 dB

Ês3 / Noc2: +2.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged

	8.5.1.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.1
	SNR as specified
	1.1 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.1_1
	SNR as specified
	Same as 8.5.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: +4.6dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: +5.5dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.5.1.2.3_E.1
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2: +5 dB 

Ês2 / Noc2: +5 dB 
Ês3 / Noc2: +3 dB
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB

 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3:  -93.1 dBm/15kHz
Ês1 / Noc2:  +5.9 dB

Ês2 / Noc2:  +4.8 dB

Ês3 / Noc2:  +2.8 dB The analysis is recorded in 3GPP TR 36.904 [17]

Pm-an limit unchanged

	8.5.1.2.2_1
	SNR as specified
	Same as 8.5.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.1
	SNR as specified
	1.1 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.1_1
	SNR as specified
	Same as 8.5.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.2_1
	SNR as specified
	Same as 8.5.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: +4.6dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: +5.5dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.5.2.2.3_E.1
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2: +5.7 dB 

Ês2 / Noc2: +5 dB 
Ês3 / Noc2: +3 dB
	 0 dB

 0 dB

 -0.1 dB

 +0.9 dB

 -0.2 dB

 -0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3:  -93.1 dBm/15kHz
Ês1 / Noc2:  +6.6 dB

Ês2 / Noc2:  +4.8 dB

Ês3 / Noc2:  +2.8 dB The analysis is recorded in 3GPP TR 36.904 [17]

Pm-an limit unchanged

	8.7.1.1 FDD sustained data rate performance
	Downlink power -85dBm/15kHz
	0 dB
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_A.1
	TBD
	TBD
	TBD

	8.7.1.1_A.2
	TBD
	TBD
	TBD

	8.7.2.1 TDD sustained data rate performance
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_A.1
	SNR as specified
	Same as 8.7.2.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.7.2.1_A.2
	SNR as specified
	Same as 8.7.2.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.7.2.1_A.3
	SNR as specified
	Same as 8.7.2.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.7.3.1 FDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.4.1 TDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.2.1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.8.1.1 FDD distributed EPDCCH performance
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.1.2 TDD distributed EPDCCH performance
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.2.1 FDD localized EPDCCH performance with TM9
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.2.2 TDD localized EPDCCH performance with TM9
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.3.1 FDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.3.2 TDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	10.1
	SNR as specified
	0.9dB
	Formula: SNR + TT

T-put limit unchanged

	10.2
	SNR as specified
	0.9dB
	Formula: SNR + TT

T-put limit unchanged

	[Other tests FFS]
	
	
	


<< Unchanged sections omitted >>
G.3A.5
Minimum test time

In contrast to G.3.5, where the minimum test time is derived from simulations, the test time here is selected without simulation utilising test time information from similar demodulation scenarios in non-CA test cases and while maintaining the reasonable testing time.

Note 
MNAS values in this clause may need to be changed in future if current MNAS values turn out to be too short for giving stable CA throughput results.

Table G.3A.5-1: Minimum Test time FDD PDSCH Open Loop Spatial Multiplexing 2x2 (2DL CA)

	Clause 8.2.1.3.1_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC
(MNS = active and inactive

subframes)

	
	
	
	FDD

	1
	R.11 FDD (2x10 MHz, full 16QAM, 1/2), (2x2 Low)

EVA70
	10 000
	11 112

	2
	R.30 FDD (2x20 MHz, full 16QAM, 1/2), (2x2 Low)

EVA70
	10 000
	11 112

	3
	R.11-2 FDD (2x5 MHz, full 16QAM, 1/2), (2x2 Low)

EVA70
	10 000
	11 112


Table G.3A.5-1A: Minimum Test time FDD PDSCH Single Antenna Port Performance for CA (2DL CA)

	Clause 8.2.1.1.1_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	FDD

	1
	R.2FDD

(2x10 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	2
	R.42FDD

(2x20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556


Table G.3A.5-2: Minimum Test time FDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	Clause 8.2.1.1.1_A.2
Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	FDD

	5
	R.42FDD

(3x20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	6
	R.42FDD + R.42-3FDD
(20+20+15 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	7
	R.42FDD + R.2FDD
(20+20+10 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	8
	R.42FDD + R.42-3FDD
(20+15+15 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	9
	R.42FDD + R.42-3FDD + R.2FDD
(20+15+10 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	10
	R.42FDD + R.2FDD
(20+10+10 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	11
	R.42-3FDD + R.2FDD
(15+15+10 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556

	12
	R.42FDD + R.2FDD + R.42-2FDD
(20+10+5 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556


Table G.3A.5-3: Void

Table G.3A.5-4: Void

Table G.3A.5-4A: Minimum Test time FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (2DL CA)

	Clause 8.2.1.4.2_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	FDD

	1
	R.14-3 FDD

(2x20 MHz, full,16QAM,1/2)

(4x2 Low)

EVA5
	50 000
	55 556

	2
	R.14FDD

(2x10 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	55 556


Table G.3A.5-5: Void

Table G.3A.5-6: Minimum Test time TDD PDSCH Single Antenna Port Performance (intra-band contiguous DL CA)

	Clause 8.2.2.1.1_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.42TDD

(2x20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	100 000

	2
	R.42TDD

(20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	100 000

	
	[TBD]

(1x2 Low)

EVA5
	
	


Table G.3A.5-7: Minimum Test time TDD PDSCH Open Loop Spatial Multiplexing 2x2 (intra band contiguous DL CA)

	Clause 8.2.2.3.1_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.30-1 TDD

(2x20 MHz, full,16QAM,1/2)

(2x2 Low)

EVA70
	10 000
	20 000

	2
	R.30-1 TDD

(20 MHz, full,16QAM,1/2)

(2x2 Low)

EVA70
	10 000
	20 000

	
	[TBD]

(2x2 Low)

EVA70
	
	


Table G.3A.5-8: Minimum Test time TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (intra band contiguous DL CA)

	Clause 8.2.2.4.2_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.43TDD

(2x20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	100 000

	2
	R.43TDD

(20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	100 000

	
	[TBD]

(4x2 Low)

EVA 5
	
	


Table G.3A.5-9: Minimum Test time FDD PDSCH Single Antenna Port Performance (intra-band non-contiguous DL CA)

	Clause 8.2.1.1.1_A.3

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC
(MNS = active and inactive

subframes)

	
	
	
	FDD

	1
	R.42FDD

(2x20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	55 556


Table G.3A.5-10: Minimum Test time TDD PDSCH Single Antenna Port Performance (intra-band non-contiguous DL CA)

	Clause 8.2.2.1.1_A.3

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.42TDD

(2x20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	100 000


Table G.3A.5-11: Minimum Test time TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (intra band non-contiguous DL CA)

	Clause 8.2.2.4.2_A.3

Test No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.43TDD

(2x20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	100 000


Table G.3A.5-14: Minimum Test time TDD PDSCH Soft buffer management test (2 DL CA)
	Clause 8.2.2.3.1A_A.3

Test No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC
(MNS = active and inactive

subframes)

	
	
	
	FDD

	1
	R.30-2 TDD

(2x20 MHz,full,QPSK,1/3)

(2x2 Low)

EVA70
	10 000
	20 000

	2
	R.35-1 TDD

(2x20 MHz,full,QPSK,1/3)

(2x2 Low)

EVA5
	10 000
	20 000


G.3A.6 Test conditions

Table G.3A.6-1: Test conditions for CA performance tests

	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test
	Over all Pass/Fail condition

	8.2.1.1.1_A.1

FDD PDSCH Single Antenna Port Performance for CA (2DL CA)
	subframes are independent
	2
	To pass the test case each component in the test vector must pass

	8.2.1.1.1_A.2

FDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	subframes are independent
	3
	To pass the test case each component in the test vector must pass

	

	
	
	

	8.2.1.3.1_A.1

FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (2DL CA)
	subframes are independent
	2
	To pass the test case each component in the test vector must pass

	

	
	
	

	8.2.1.4.2_A.1

FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4 x 2 for CA (2DL CA)
	subframes are independent
	2
	To pass the test case each component in the test vector must pass

	

	
	
	

	8.2.2.1.1_A.1

TDD PDSCH Single Antenna Port Performance for CA (intra‑band contiguous DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.1.1_A.2

TDD PDSCH Single Antenna Port Performance for CA (inter-band DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.1.1_A.3

TDD PDSCH Single Antenna Port Performance for CA (intra‑band non-contiguous DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.3.1_A.1

TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (intra‑band contiguous DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.3.1_A.2

TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (Intra band non-contiguous DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.3.1_A.3

TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (inter-band DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.4.2_A.1

TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra‑band contiguous DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.4.2_A.2

TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (inter band DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.2.2.4.2_A.3

TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra‑band non-contiguous DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass

	8.7.2.1_A.3

TDD sustained data rate performance for CA (inter-band DL CA)
	subframes are independent
	1
	To pass the test case each component in the test vector must pass


<< End of changes >>
