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<<Start of Modified Section>>
8.5.4.4
UE Capability Transfer/ Success/ UE Cat 0/ UE Paging Info
8.5.4.4.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state }

ensure that {

  when { UE supporting Cat 0 receives an UECapabilityEnquiry message }

    then { UE transmits UECapabilityInformation message with IE UE-RadioPagingInfo including ue-Category  }

   }
8.5.4.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.6.3.3
[TS 36.331, clause 5.6.3.3]

The UE shall:

1>
set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes eutra:

           …
3>
if the UE is a category 0 UE according to TS 36.306 [5]:

4>
include ue-RadioPagingInfo including ue-Category;

…
8.5.4.4.3
Test description

8.5.4.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.5.4.4.3.2
Test procedure sequence

Table 8.5.4.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a UECapabilityEnquiry message 
	<--
	UECapabilityEnquiry
	-
	-

	2
	Check: Does the UE transmit a UECapabilityInformation message with IE UE-RadioPagingInfo  including ue-Category ?
	-->
	UECapabilityInformation
	1
	P


8.5.4.4.3.3
Specific message contents
Table 8.5.4.4.3.3-1: UEcapabilityEnquiry (step 1 Table 8.5.4.4.3.2-1)
	Derivation path: 36.508 clause 4.6.1 table 4.6.1-22

	Information Element
	Value/Remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRequest SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	E-UTRA only
	

	          RAT-Type
	eutra
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.5.4.4.3.3-2: UECapabilityInformation (step 2, Table 8.5.4.4.3.2-1)

	Derivation Path: 36.508, clause 4.6.1, Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE {
	
	
	

	        ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	           nonCriticalExtension   SEQUENCE {
	
	
	

	              nonCriticalExtension   SEQUENCE {
	
	
	

	                 ue-RadioPagingInfo-r12 SEQUENCE {
	
	
	

	                       ue-Category-v1250
	0
	
	

	                 }
	
	
	

	              }
	
	
	

	           }
	
	
	

	        }
	
	
	

	      }
	
	
	

	   }
	
	
	

	}
	
	
	


<<End of Modified Section>>

