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8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation 
/* partially ommited */
-
[FDD - If the CQI Feedback Cycle2 k IE and the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE, then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]

/* partially ommited */
8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation
/* partially ommited */
-
[FDD - If the CQI Feedback Cycle2 k IE and the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE, then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]

/* partially ommited */
8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation
/* partially ommited */
HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, then:
/* partially ommited */
-
[FDD - If the CQI Feedback Cycle2 k IE and the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE, then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]

/* partially ommited */
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Fast TTI switching Mode Requested Synchronized IE in the E-DCH FDD Information To Modify IE and Mode 1 is indicated, the Node B shall if supported start the TTI swiching process preparation.]
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Fast TTI switching Mode Requested Synchronized IE in the E-DCH FDD Information To Modify IE and Mode 2 is indicated, the Node B shall if supported send the HS-SCCH order at the CFN indicated in Mode 2 to execute the TTI switching process.  Refer to TS 25.214 [10]].

-
[FDD - If the Fast TTI switching Mode Requested Synchronized IE is included in the  E-DCH FDD Information To Modify IE in the RADIO LINK RECONFIGURATION PREPARE message, the Node B may indicate which TTI switching Mode it supports in the Fast TTI switching Mode Supported IE in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

/* partially ommited */
8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation
/* partially ommited */
HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:
/* partially ommited */
-
[FDD - If the CQI Feedback Cycle2 k IE and the CQI Cycle Switch Timer IE  is included in HS-DSCH FDD Information IE, then the Node B may use the indicated CQI Feedback Cycle2 k value, the CQI Cycle Switch Timer in HSDPA resources allocation for the UE.]

/* end */
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